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Certification For
Hanford Site Air Operating Permit Number 00-05-006
Annual Compliance Certification Report
for the Period January 1, 2006 through December 31, 2006

Certification:
In accordance with WAC 173-401-200(29)(c) as the responsible official, I certify, pursuant to
WAC 173-401-520, that, based on information and belief formed after reasonable inquiry, the
statements and information provided in this Annual Compliance Certification Report are true,
accurate, and complete.

-~ ﬁéj /%M é// Yo7 ) f\u—(ﬁ Q,«-L 2/z<s/97

Shirley J. Oligfger, Actlng ager Date Dav1d A. Brockman *, Manager
U.S. Depart of Energy U.S. Department of Energy
Office of River Protection Richland Operations Office

Pt ! For emission units under control of the U.S. Department of Energy, Office of River Protection.

N
? For emission units under control of the U.S, Department of Energy, Richland Operations Office.
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ACRONYMS

automated bar coding of air samples at Hanford

As Low As Reasonably Available Control Technology
American National Standards Institute

Air Operating Permit

annual possession quantity

acceptable source impact levels

Benton Clean Air Authority
building emergency director
Building Emergency Response Organization

continuous air monitor

Comprehensive Environmental Response, Compensation, and Liability Act of
1980

correspondence control number

compliance determination method

Code of Federal Regulations

curie

centimeters

Canister Storage Building

Cold Vacuum Drying Facility

Central Waste Compiex

calendar year

U.S. Department of Energy

U.S. Department of Energy, Richland Operations Office
dioctyl phthalate

disintegrations per minute

Engineering Change Notice

Washington State Department of Ecology
cffective dose equivalent

electronic data processing

Effluent Management

Environmental Management Records Information Document System
Environmental Protection

U.S. Environmental Protection Agency
Electronic Proposal & Risk
Environmental Release Summary
Environmental Safety and Health

Energy Savings Performance Contract
200 Areas Effluent Treatment Facility

Federal Facility Compliancc Agreement
Fluor Hanford Inc.
Facility Management Plan



GCMP
GCP
GED

HEGA
HEPA
HLRF
HNF
Hp
HPT
HWTU

JCI
ICS

LANMAS
LERF
LLW

MCO
mrem/year
MSA

N/A
NDA
NESHAP
NOC
NRA
NSR

ONC

PCM
PER

PFP
PHMC
PNNL
POC
PORTEX
ppm
PSTF
PTE
PTRAEU

ACRONYMS (cont)

gas cylinder management process
good combustion practices
gaseous emissions database

high-efficiency gas absorber
high-efficiency particulate air
High-Level Radiochemical Facility
document identifier

horsepower

health physics technician

325 Hazardous Waste Treatment Unit

Johnson Controls, Inc.
job control system

Local Area Network Material Accountability System

Liquid Effluent Retention Facility
low-level waste

multicanister overpack
millirem per year
management self assessment

not applicable
nondestructive assay
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National Emission Standards for Hazardous Air Pollutants

notice of construction
NOC revision approval
new source review

Occurrence Notification Center

periodic confirmatory measurement
Problem Evaluation Request

Plutonium Finishing Plant

Project Hanford Management Contractor
Pacific Northwest National Laboratory
point of contact

portable exhauster

parts per million

Purgewater Storage Tank Facility
potential-to-emit

portable/temporary radioactive air emission unit
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RACT
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RCT
RIDS
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SAL
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SOW
SWITS

TAP
. TBACT
TRU
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Vac
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WAC
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ACRONYMS (cont)

quality assurance

reasonably achievable control technology
Radiological Counting Facility
radiological control technician

Records Inventory and Disposal Schedule
rotary mode core sampling

risk management plan

remote monitoring system

Radiochemical Processing Laboratory
Routine Technical Assistance Meeting

Shielded Analytical Laboratory

Standards Based Management System
spent nuclear fuel

statement of work

Solid Waste Information Tracking System

toxic air pollutant

best available control technology for toxics
transuranic

tritium target qualification program

vacuum
volatile organic compound

Washington Administrative Code
Washington Closure Hanford

Washington State Department of Health
Waste Receiving and Processing Facility
Waste Sampling and Characterization Facility
Waste Treatment Project
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HANFORD SITE AIR OPERATING PERMIT ANNUAL COMPLIANCE
CERTIFICATION REPORT FOR THE PERIOD JANUARY 1, 2006 THROUGH
DECEMBER 31, 2006

1.0 INTRODUCTION

The Hanford Site Air Operating Permit (AOP), Number 00-05-006, became effective on July 2, 2001.
AOP, Section 4.3.4, “Annual Compliance Certification”, requires submittal of an annual compliance
certification report no later than 12 months following the effective date of the permit. This report is to be
certified for truth, accuracy, and completeness [Washington Administrative Code (WAC) 173-401-520]
by a Responsible Official [WAC 173-401-200(29)].

This annual compliance certification report contains information from January 1, 2006 through
December 31, 2006,

Copies of annual compliance certification reports are transmitted to the Washington State Department of
Ecology (Ecology), the Washington State Department of Health (WDOHR), the Benton Clean Air
Authority (BCAA), and the U.S. Environmental Protection Agency (EPA), Region 10.

For the applicable reporting period, AOP, "Standard Terms and Conditions", Section 4.3.4 requires the
following content for the annual compliance certification report:

1. Each emission unit term or condition listed in Attachments | and 2, as well as Attachment 3 for
_asbestos and open burning

2. The compliance status
3. Whether compliance was continuous or intermittent

4. Method(s) used to determine compliance status of the source over the reporting period consistent with
WAC 173-401-615(3)(a)

5. Such other facts as Ecology, WDOH, or BCAA might require to determine compliance status of the
source.

According to WAC 173-401-630(5), no certification is required for insignificant emission units.

As clarified in an amendment in April 2002, specific terms and conditions for this annual compliance
certification report consist of all emission unit specific terms and conditions contained in AOP
Attachment 1 and Attachment 2 tables, plus Attachment 3 for asbestos and open burning.

ATTACHMENT 1 REQUIREMENTS

AOQOP Attachment | contains terms and conditions issued by Ecology. Emission unit specific terms and
conditions are contained in the AOP Tables 1.2 through 1.7. Appendix A of this report provides emission
unit specific terms and conditions, compliance status during the reporting period, and the basis used to
determine the compliance status for these AOP listed units and requirements.
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The AOP Table 1.7 contains requirements for miscellaneous emission units, including 283-W Water
Treatment Plant.

During 1999, Hanford Site facilitics were evaluated for compliance with 40 Code of Federal Regulations
(CFR), Part 68. Based on that sitewide evaluation, a determination was made that the 283-W Water
Treatment Plant, which stores chlorine in excess of the regulatory threshold, was the only Hanford Site
facility requiring a risk management plan (RMP). A RMP for the 283-W Water Treatment Facility was
prepared and submitted by letter 99-EAP-339 on June 18, 1999. The required 5 year RMP rencwal for

the 283-W Water Treatment Plant was submitted on June 21, 2004 by letter 04-OES-0079. The

283-W Water Treatment Plant continues to be the only Hanford Site facility subject to the requirements of
40 CFR 68.

ATTACHMENT 2 REQUIREMENTS

AOP Attachment 2 contains terms and conditions issued by WDOH. Emission unit specific terms and
conditions are contained in the AOP Tables 1.1, 1.2, 1.3, 2.1, and 2.2. Appendix B of this report provides
the AOP emission unit specific terms and conditions, the compliance status during the reporting period,
and the basis used to determine compliance status for these requirements.

ATTACHMENT 3 REQUIREMENTS

AOQOP Attachment 3 contains conditions issued by BCAA and apply on a sitewide basis. These two
conditions are for asbestos and open burning. Appendix C lists the AOP sitewide conditions, the
compliance status during the reporting period, and the basis used to determine compliance status.

CY2005 REPORT ADDENDUM

Additional information for the 2005 AOP annual report, DOE/RL-2006-03 {.S. Department of Energy,
Richland Operations Office, Air Operating Permit Annual Compliance Certification Report for the
Period January 1, 2005 through December 31, 2005 is provided in appendix D of this report.

0
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N-1724K 001
Page in AOP: 1-053

Permit: 97NM-551 Issue Date: 01-29-98 Date In AOP: 07-02-01

DOE/RL-2007-04, Rev. 0
06/2007

Requirement Compliance Compliance Determination Method
Status

Condition: Particulate Matter (PM): For welding, use

of a commercially available portable fume exhauster is

required containing a two stage electrostatic CDM: System walkdown verified

precipitator (filter) that removes 98 percent of the eguipment is in place, except that the

particulates. For abrasive blasting, use of a arc welding equipment was never

commercially available ventilation system containing a installed.

cloth bag filtration system. For sawdust, use of a Comment: The portable fume

cyclone separator and bag filter prior to discharge to the | Continuous | exhauster was never installed.

atmosphere. Previous reports incorrectly cited

Model ID: Not applicable, compliance with this requirement.

EPA Test Method: Not specified. Welding has never been performed.

EPA Test Method Frequency: Not applicable. Compliance to other requirements has

Periodic Monitoring: Startup inspection. { been continuous.

Required Records: 1. Inspection records. 2. Work '

procedures.

Copdition: Volatile Org_anic Cpmpounds: Use of an CDM: Visual observation, paint

activated charcoal filter is required. The filter shali be booth 1o 1 ists and

examined and replaced when it becomes loaded. OO O fONEEr EXISLS 4hc Was Never

Model ID: Not applicable. used. : .

EPA Test Method: Not specified Nol Comment: Construction qf the paint
) Applicable booth was not cormpleted, including

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Filter maintenance inspections.
Required Records: Maintenance records and
schedules.

addition of an activated charcoal filter
in the exhaust stream. The paint booth
never operated.
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Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Non-combustion Unit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

{ EPA Test Method: EPA Method 9.

| EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3;: Maintain
abatement control technology as reguired in
Attachment 2, Tables 1.1, 1.2, and 2.1.

{ Required Records:

Requirement Compliance Compliance Determination Method
Status
| CDM: Sources of fugitive emissions
i are: (1) abrasive blasting, (2)
| Condition: Fugitive Emissions: The permiitee shall | 1 woodworking equipment, (3)
| take reasonable precautions to prevent the release of air | | benchtop grinding and sanding, and
contaminants from any emissions unit engaging in | (4) benchtop soldering and brazing.
i materials handling, construction, demolition, or any | Precautions (i.e., engineering
{ other operation that is a source of fugitive emissions. 1 controls) as described in the NOC are
Model 1D: Not applicable. Continuous | in place.
i EPA Test Method: Not specified. { Comment: The portable fume
EPA Test Method Frequency: Not applicable. 1 exhauster was never installed.
| Periodic Monitoring: Pre-job planning to determine | Previous reports incorrectly cited
| reasonable control measures. | compliance with this requirement.
i Required Records: { Welding has never been performed.
; | Compliance to other requirements has
| been continuous.
1 Conditien: Fugitive Dust: Requires reasonable
i precautions be taken to prevent fugitive dust from ;
1 becoming airborne and to minimize dust generation. 1 CDM: N/A.
{ Model 1D: Not applicable. Not { Comment: There are no sources of
i EPA Test Method: Not specified. Applicable | ‘fugitive dust', e.g., unpaved roads,
1 EPA Test Method Frequency: Not applicable. ppheable { construction sites, and tilled land,
i Periodic Monitoring: Pre-job planning to determine | associated with this facility.
i reasonable control measures. :
| Required Records:

‘e . { CDM: Permit terms are considered
:jR(i:(d;lt*l;_m' Reasonably available contro! technology | RACT. Compl'i(.: d with all.NO(; ‘
Model ID: Not applicable. : approval conditions for this emission

! EPA Test Method: Not specified. Continuous | PO . .

i EPA Test Method Frequency: Not applicable. Comment: Note, paint booth

1 Periodic Menitoring: Permit terms considered RACT. ! | construction never was completed fo
| Required Records: : : the extent required to allow operation,
; 1 nor was the portable fume exhauster.
| Condition: 20% Opacity: Prohibits visible emissions

i exceeding 20% opacity for more than 3 minutes in any

1 1 hour of an air contaminant from any emissions unit or |

| within a reasonable distance of the emission unit except :

| for scheduled soot blowing/grale cleaning or due to ' 1 CDM: Process knowledge. There are
i documented water. | no processes within the facility

i Model 1D: Not applicable. Continuous | generating emissions measured by

| opacity.
{ Comment:

APP A-2
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Page in AOP: 1-065

Permit: 97NM-022 Issue Date: 03-07-97 Date In AOP: 07-02-01

NOC: Construction and Operation, Phase I

06/2007
Reguirement Compliance Compliance Determination Method
. Status
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
| Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Ecology determined this
consecutive minutes. emission unit does not emit
Maodel ID: Not applicable. Continuous significant levels of 502. Process has
EPA Test Method: EPA Method 6 or 6C of 40 CFR not been modified to increase SO2
60, App. A. emissions.
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
SO2 emissions and no SO2 monitoring is required.
Required Records:
P-296K 142 001

Requirement

Compliance
Status

Compliance Determination Method

: Condition: Approval to construct and install process
i equipment.
| Model ID: Not applicable.

EPA Test Method: Not specified.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: None.

{ Required Records: None.

Continuous

CDM: Facility and systems
constructed as described in the NOC,
as verified by facility walkdown and
review of records (1.e. MSA file
16.0.S.c.1) done during startup
readiness review.

Comment: Facility modifications are

{ screened against existing permits to

i determine impacts. No modifications
i to CVDF have been made that have

{ any impact on the work described in
{ the NOC. In 2006 preliminary

construction started on the Sludge
Treatment Project which involves
Bays | through 3. This work is
CERCLA work and is under
DOE/RL-2006-06, Rev. 0. Bays 4 and
5 are reserved to process the final
MCOs when ready. None of the work
in Bays 1 through 3 currently affects
the emissions system and does not
affect this NOC. This work has been
screened against Criteria agreed to by
WDOH that will not affect the current
NOC. No duct tie s have been made.
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Permit: 00-05-006 1Issue Date: 07-02-01 Date In AOP: 07-02-01

_NOC_: Non-combustion Unit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance

Status

Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Not
Applicable

CDM: N/A.

Comment: Emissions passing
through a stack are not sources of
fugitive emissions or fugitive dust.
During the reporting period, there was
no construction or demolition work
conducted on this NOC. In 2006
preliminary construction started on
the Sludge Treatment Project which
involves Bays 1 through 3. This work
is CERCLA work and is under
DOE/RL-2006-06, Rev. 0. Bays 4 and
5 are reserved to process the final
MCOs when ready. None of the work
in Bays | through 3 currently affects
the emissions system and does not
affect this NOC. This work has been
screened against Criteria agreed to by
WDOH that will not affect the current
NOC. No duct tie ins have been made.

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Not
Applicable

CDM: N/A.

Comment: Emissions passing
through a stack are not sources of
fugitive emisstons or fugitive dust,
During the reporting period, no
construction or demolition work was
conducted on this NOC. In 2006
preliminary construction started on
the Sludge Treatment Project which

i involves Bays 1 through 3. This work
1 18 CERCLA work and is under

i DOE/RL-2006-06, Rev, 0. Bays 4 and
i 5 are reserved to process the final

{ MCOs when ready. None of the work
{ in Bays | through 3 currently affects

{ the emissions system and does not

i affect this NOC. This work has been

| screened against Criteria agreed to by
1 WDOH that will not affect the current
NOC. No duct tie ins have been made.

Condition: Reasonably available control technology
(RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
Required Records:

Not
Applicable

CDM: N/A.

Comment: There are no NOC
approval conditions for this emission
point.

Condition: 20% Opacity: Prohibits visible emissions

Continuous
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EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

| EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
802 emissions and no SO2 monitoring is required.
Required Records:

06/2007
Requirement CorSntI;i:?Snce Compliance Determination Method
exceeding 20% opacity for more than 3 minutes in any no processes within the facility
1 hour of an air contaminant from any emissions unit or generating emissions measured by
within a reasonable distance of the emission unit except | opacity.
for scheduled soot blowing/graie cleaning or due to Comment:
documented water.
| Model ID: Not applicable,
EPA Test Method: EPA Method 9.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.
Required Records:
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources, CDM: Ecology determined this
and based on the average of any period of 60 emissi.on unit does nof emit
consecuhive minutes. significant levels of 802. Process has
Model ID: Not applicable. Continuous | not been modified to increase SO2

emissions. There are no processes in
CVDF emitting SO2.

: Comment:
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200 Arca Diffuse/Fugitive - Tank Farms
Page in AOP: 1-024

Permit: DEOONWP-001

Issue Date: 06-13-00 Date In AOP; 07-02-01

'NOC: Installation and Operation of the Waste Retrieval System in Double-Shell Tanks

Requirement

Compliance
Status

Compliance Delermination Method

Condition: Operation of the proposed boilers shall not
exceed 720 hours per year per boiler, and be in
accordance with good combustion practices (GCP) to
minimize emissions, based on the manufacturer's
recommendations, and require the use of fuel with a
Sulfur content of 0.05% or less. Periodic preventive
maintenance and combustion adjustments shall be
made, as necessary, to maintain GCP, but al least
annually,

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Annuyally

Periodic Monitoring: Recordkeeping.

Required Records: 1. Operating logs showing all
hours of operation. 2. GCP - Preventive maintenance
and combustion adjustment records. 3. Records of
vendor documentation or fuel analysis documenting

i procurements of diesel fuel with sulfur content of
0.05% or less once per year.

Not
Applicable

CDM: Field interviews.

Comment: The boiler for this project
has been installed for 241-AN and
241-AZ tank farms. This boiler has
not been made operational {a future
requirement). No activities were
conducted requiring the use of the
NOC during the reporting period.

i Condition: Tanks: A new Notice of Construction will

| be required, if total emissions of toxic air pollutants

i exceed the SQER, unless dispersion modeling

{ demonstrates that emissions would continue to result in
| concentrations less than the ASILs. Results of any such
dispersion modeling demonstrations/calculations will
be maintained on file at the tank farms and made

{ available upon request.

i Model ID: Not applicable.

i EPA Test Method: Not specified.

{ EPA Test Method Frequency: Not applicable.

| Periodic Monitoring: Analyze each proposed change

| to determine if emissions would exceed an SQER or

1 ASIL.

Required Records: Results of analyses.

Not
Applicable

CDM: Field interviews.
Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.

Condition: Tanks: Notification will be made ten {10)
days prior to initiating waste retrieval operations in

i each tank covered by this order.

i Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: Copy of notification.

Not
Applicable

CDM: Field interviews,
Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.
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Required Records:

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Applicable if triggered.

06/2007
Requirement Corsnllzit:lnce Compliance Determination Method
Condition: An updated schedule of installation and
operalion activities will be made available upon ;
request. { CDM: Field interviews.
Model ID: Not applicable. Not { Comment: No activities were
EPA Test Method: Not specified. Applicable 1 conducted requiring the use of the
EPA Test Method Frequency: Not applicable. { NOC during the reporting period.
Periodic Monitoring: Recordkeeping, :
Required Records: Copy of updated schedule.
Condition: The data obtained in the course of
monitoring worker exposure will be used by the
Permittee as an administrative control measure to verify
that VOC emissions do not exceed 500 parts per million
(PPM). The 500 PPM level will be used as an indicator
erisions. using the xisting Indusuril Hyelne CDM: Field inerviews.
equipmen:[. Comnrent: DST waste re?n.eyal
Model ID: Not applicable. A ]ﬁotbI opﬁrg?ons have no:i bv:e::l:1 1mt1a.te.d. No
EPA Test Method: Organic Vapor Analyzers (OVAs) pphcable activities were conducted requuirng
S the use of the NOC during the

or similar instruments. . .
EPA Test Method Frequency: At least once per year reporting period.
during mixer pump operations. If mixer pumps do not
operate, no monttoring is required.
Periodic Monitoring: VOC measurements from each
stack.
Required Records: VOC measurement.
Condition: No visible emissions shall be allowed
beyond the property line. CDM: Field interviews.
Model ID: Not applicable. Comment: The boiler for this project
EPA Test Method: Not specified. has been installed for 241-AN and
EPA Test Method Frequency: Nol applicable. Not 241-AZ tank farms. This boiler has
Periodic Monitoring: Boilers: See Section 2.1, Tier 1 Applicable not been made operational (a future
Frequency: At least once per quarter Tanks: See i requirement). No activities were
Section 2.1, Tier 3. conducted requiring the use of the
Required Records: Records of visible emissions or NOC during the reporting period.
opacity reading.
Condition: Any modification to any equipment or
operating procedures, contrary to information in the
NOC application, shall be reported to Ecology at least
smty' (60).days before guch modification. Such CDM: Field interviews.
modification may require a new, or amended, NOC N . s
Approval Order. '01 Comment: No.agtlvmeb were

PP Applicable conducted requiring the use of the

NOC during the reporting period.
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Permit: 00-05-006 1ssue Date: 07-01-01 Date In AOP: (7-01-01
NOC: AOP Table 1.6 Non-combustion Fugitive Emission Units

DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance

Status

Compliance Determination Method

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Not
Applicable

CDM: Field interviews.
Comment: This emission unit did not
operate during the reporting period.

Condition: Fugitive Emissions: The permittee shall

take reasonable precautions to prevent the release of air

contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Maodel ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicabie.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Not
Applicable

CDM; Field interviews.
Comment: This emission unit did not
operate during the reporting period.

Condition: Reasonably available control technology
(RACT).

Model ID: Not applicabie.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

{ Periodic Monitoring: Permit terms considered RACT.
Required Records:

Not
Applicable

CDM: Field interviews. Permit terms
are considered RACT,

Comment: This emission unit did not
operate during the reporting period.

{ Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sutfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
| basis, corrected to 7% oxygen for combustion sources,

1 and based on the average of any period of 60

| consecutive minutes.

+ Model ID: Not applicable.

{ EPA Test Method: EPA Method 6 or 6C of 40 CFR

1 60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2, unless an
alternative SO2 emission limit is identified in Table 1.6
below.

Required Records: As specified in Section 2.7.

Not
Applicable

CDM: Field interviews.
Comment: This emission unit did not
operate during the reporting period.
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P-296P033-001 & P-296P034-001
Page in AOP: 1-066

Permit: DE9SNWP-005 Issue Date: 09-03-98 Date In AOP: 07-02-01
NOC: Rotary Mode Core Sampling Systems

Compliance

Requirement Status

Compliance Determination Method

Condition: The permittee shall conduct a vapor
composition analysis for each tank to be core-sampled.
The emissions estimates, monitoring and exhauster
operation will be conducted as described by the NOC
application.

Model ID: 10A & 10B.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping and emissicn
calculations.

Required Records: 1. Calculations. 2. TWINS data.

CDM: Field interviews.

Not Comment: No activities were
Applicable | conducted requiring the use of the
NOC during the reporting period.

Condition: Emissions of volatile organic compounds
(VOCs) on a daily average at the stack, shall not exceed
the WAC 173-400-110 NSR thresholds.

Model ID: 10C. CDM: Field interviews.

EPA Test Method: Not specified. Not Comment; No activitiecs were
EFPA Test Method Frequency: Not applicable. Applicable 1 conducted requiring the use of the
Periodic Monitoring: Recordkeeping and emission i NOC during the reporting period.
calculations.

Required Records: 1. TWINS data. 2. Calculations. 3.

Operating log.

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01
NOC: N_o_n_-_qqmbu_sti_qp Unit Wi_th HEPA

Compliance

uirement
Requireme Status

Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall _
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in ;
materials handling, construction, demolition, or any

; other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

CDM: N/A

Comment: Emissions that pass

through a stack are not sources of
Not fugitive emissions per WAC 173-400-

Applicable | 030(38) or fugitive dust per WAC

1 173-400-030(37). This emission unit

i did not operate during the reporting

i period.
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60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certity the process has not been modified to increase
802 emissions and no SO2 monitoring is required.
Required Records:

06/2007
Requirement Cor;tﬁiﬁtsnce Compliance Determination Method

Condition: Fugitive Dust; Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from Comn'len t: Emissions thal pass

| becoming airbome and to minimize dust generation, through a s.tack are not sou::es of
EPA Test Metheny Not ssecified Not | fugitive emissions per WAC 173-400-

’ : . Applicable 030(38) or fugitive dust per WAC

EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did not operate dl'll'il’l the reportin
reasonable control measures. od P g p g
Required Records: penod.
Condition: Reasonably available contro! technology
(RACT). . CDM: Field interviews. Permit ferms
Model ID: Not applicable. . Not are considered RACT.
EPA Test Method: Not specified. . Applicable Comment: This emission unit did not
EPA Test Method Frequency: Not applicable. operate durine the reportine period
Periodic Menitoring: Permit terms considered RACT. P g P B period.
Required Records:
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water. Not CDM: N/A
Model ID: Not applicable. Applicabl Comment: This emission unit did not
EPA Test Method: EPA Method 9. pphicable operate during the reporting period.
EPA Test Method Frequency: Not applicable.
Periedic Monitoring: Section 2.1, Tier 3: Maintain

i abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.].
Reguired Records:

1 Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide

i from any emissions unit in excess of 1000 ppm of a dry

| basis, corrected to 7% oxygen for combustion sources, CDM: Ecology has determined that

; and based on the average of any period of 60 this er;lissiongui it does not emit

: tive minutes. I

; ;(l)n:eclu“). N licabl Not significant levels of SO2. The process

oce] 1: Mot applicable. o has not been modified to increase S0O2

EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable

emissions.
Comment: This emission unit did not
operate during the reporting period.
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W-PORTEX 020, 024, and 025
Page in AOP: 1-079

Permit: DE9SNWP-006 Issue Date: 10-26-98 Date In AOP: 07-02-01

NOC: Portable Exhauster Use On Single Shell (S3ST) Tanks During Saltwell Pumping, Rev 2

Requirement Coglphance Compliance Determination Method
tatus
Condition: The portabie exhausters and other
operations associated with salt well pumping activities
will be permitted without additional control technology
i controls provided that the total emissions from all
{ activities will not result in exceedance of WAC 173-
i 460 ASILs and the proposed ASIL values for N- CDM: Field interviews.
i Nitrosomorpholine and nonchlorinated furans. Not Comment: No activities were
Model ID: Not applicable. Applicable conducted requiring the use of the
i EPA Test Method: Not specified. NOC during the reporting period.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Analyze total emissions to
determine if an ASIL will be exceeded. Frequency:
Annually.

Required Records: Results of analyses.

Condition: A new NOC will be required if total
emissions of toxic air pollutants (from the saitwell
portable exhauster) exceed the Small Quantity

Emission Rates, unless dispersion modeling
demonstrates that emissions would continue to result in |
concentrations less than the ASILs. Results of any such |
dispersion modeling demonstrations/calculations will |
be maintained on file at the tank farms and made
available upon inspections.

Meodel ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Analyze total emissions to
determine if a SQER will be exceeded. Frequency: Not
applicable (conservative worst case calculations were
performed in the original NOC application).

Required Records: Results of analyses.

: CDM: Field interviews,

Not Comment: No activities were
Applicable 1 conducted requiring the use of the
NOC during the reporting period.

Condition: Notification will made one week prior to
initial start-up of activities covered by this order.
Meodel 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable,
Periodic Monitoring: Recordkeeping.

Required Records: Notification documentation.

CDM: N/A
Not Comment: No activities were
Applicable conducted requiring the use of the
NOC during the reporting period.
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Requirement

Compliance
Status

Compliance Determination Method

| Condition: An updated schedule of salt-well pumping
1 activities will be available upon request.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: Up-to-date schedule of salt-well
pumping activities.

Not
Applicable

CDM: Field interviews.
Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.

Condition: VOCs are not to exceed 50 ppm carbon.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable,
Periodic Menitoring: No stack sampling is required.
Instruments used to detect fugitive organic emissions
are part of Hanford's Industrial Hygiene worker
monitoring program will be used {0 monitor for VOCs a
minimum of 3 times; once before exhauster operation
begins, once during exhauster operation, and once after
exhauster operation is completed.

Not
Applicable

CDM: Field interviews,
Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.

Condition: Visible Emissions - No visible emissions
shall be allowed beyond the property line as determined
by opacity readings when warranted.

Maoadel ID: Not applicable.

EPA Test Method: Ecology Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.1, Tier 3.
Required Records:

Not
Applicable

CDM: N/A

Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.

Condition: Any modification to any equipment or
operating procedures, contrary to information in the
NOC application, shall be reported to Ecology at least
60 days before such modification. Such modification
may require a new or amended NOC approval Order.
Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

| Periodic Monitoring: Not applicable.

| Required Records:

Not
Applicable

{ CDM: Field interviews.

i Comment: No activities were

1 conducted requiring the use of the
{ NOC during the reporting period.
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Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

DOE/RL-2007-04, Rev. 0

06/2007

60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
SO2 emissions and no SO2 monitoring is required.

Required Records:

Requirement Compliance Compliance Determination Method
q Status P
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air CDM: N/A
contaminants from any emissions unit engaging in Comn.1 nt: Emissions that pass
{ materials handling, construction, demolition, or any throu hea Q‘tack are not sourl:c):es of
1 other operation that is a source of fugitive emissions. Not fugiti%e elﬁissions per WAC 173-400-
Model ID: Not applicable. Applicable | 030(38) or fugitive dust per WAC
EPA Test Method: Not specified . L .
N . 173-400-030(37). This emission unit
EPA Test Method Frequency: Not applicable. did not operate during the reporting
Periodic Monitoring: Pre-job planning to determine eriod £
reasonable control measures. P )
Required Records:
Condition: Fugitive Dust: Requires reasonable i CDM: N/A
precautions be taken to prevent fugitive dust from Comn.len t: Emissions that pass
becoming airborne and to minimize dust generation. : through a s tack are not sourrcj: o5 of
y;:e.;‘:g:ﬁ:h?‘f}ﬁz?l:' ecified Not fugitive emissions per WAC 173-400-
: P : . Applicable 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did 1ot operate dllll‘ill the reportin
reasonable control measures. eriod P g p g
Required Records: p :
Condition: Reasonably available control technology
(RACT). . . CDM: Field interviews. Permit terms
; Model 1D Not applicable. . Not are considered RACT.
| EPA Test Method: Not spemﬁ'ed. . Applicable Comment: This emission unit did not
EPA Test Method Frequency: Not applicable. : operate during the reporting period
Periedic Monitoring: Permit terms considered RACT. | )
Required Records: '
Condition: 1000 ppm SO2 (@ 7% 02 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry :
basis, corrected to 7% oxygen for combustion sources, | CDM: Ecologv has determined that
and based on the average of any period of 60 | this erhissiongui: it does not emi
consecutive minutes. S
Model ID: ot sl No et ekl S0 T s
EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable

emissions.
Comment: This emission unit did not
operate during the reporting period.
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C-106 Sluicing
Page in AOP: 1-027

Permit; 00-05-006 1Issue Date: 07-02-01 Date In AOP; 07-02-01

NOC Non-combustion Unit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

EPA Test Method: EPA Method 9.

| EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
| abatement control technology as required in
Altachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Requirement Status Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air CDM: N/A
contaminants from any emissions unit engaging in Com:;lent' Emissions that pass
materials handling, construction, demolition, or any throush a s.tack are nol Sou rl:: es of
other operation that is a source of fugitive emissions. Not fugi li\g.rc emissions per WAC 173-400-
Model ID: Not applicable. Applicable | 030(38) or fugitive dust per WAC
EPA Test Method: Not specified
g . . 173-400-030(37). This emission unit
EPA Test Method Frequency: Not applicable. did not operate during the reporting
Periodic Monitoring: Pre-job planning to determine eriod
reasonable control measures. P '
Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from Coml;nen t: Emissions that
becoming airborne and to minimize dust generation. through a s:tack are not sour;:;ssso f
gllf:e,:.:z:nl:::h?(?_lﬁil?:' ecified Not fugitive emissions per WAC 173-400-
’ P : . Applicable  § 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did not operate dﬁrin the reportin
reasonable control measures. eriod P & P &
Required Records: P ’
Condition: Reasonably available control technology CDM: Field interviews and NOC
l(\;Rlﬁi(éHD Not applicable revision form for modification of
: pp e Not NRA. Permit terms are considered
EPA Test Method: Not specified. cabl
| EPA Test Method F : Not applicabl Applicable { RACT.
est Viethod Frequency: ot applicable. Comment: This emission unit did not
Periodic Monitoring: Permit terms considered RACT. | operate du;in the reporting period
Required Records; p & P 8 per ;
Condition: 20% Opacity: Prohibits visible emissions
i exceeding 20% opacity for more than 3 minutes in any |
1 hour of an air contaminant from any emissions unit or |
; within a reasonable distance of the emission unit except |
| for scheduled soot blowing/grate cleaning or due to
; documented water. Not CDM: N/A
{ Model ID: Not applicable. Aopli Comment: This emission unit did not
pplicable |

operate during the reporting period.

APP A-14

O

()



DOE/RL-2007-04, Rev. 0

06/2007
Requirement CorSnpllance Compliance Determination Method
tatus

Condition: 1000 ppm SO2 @ 7% O2 on a dry basis;

Prohibits emission of a gas containing sulfur dioxide

from any emissions unit in excess of 1000 ppm of a dry ]

. o : ;
basis, corrected to 7% oxygen for cqmbustlon sources, | CDM: Ecology has determined that
and based on the average of any period of 60 . - . .
. ) i this emission unit does not emit

| conseculive minutes. significant levels of SO2. The process
| Model ID: Not applicable. Not hags not been modified tohincre:se S02
i EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable

160, App. A.

1 EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2; Annually
certify the process has not been modified to increase
802 emissions and no SO2 monitoring is required.
Required Records:

emissions. _
Comment: This emission unit did not
operate during the reporting period.

Permit: NRA Issue Date: 02-24-03 Date In AQP: 04-11-05

NOC: 241-C-106 Tank Sluicing, Phase 11

Requirement

Compliance
Status

Compliance Determination Method

Condition: VOC 500 ppm.
Moeodel ID: Not applicable.

EPA Test Method: Hanford's IH monitoring program.

EPA Test Method Frequency: VOC monitoring as

| part of the routine industrial hygiene sampling program
during and after the sluicing operation.

i Periodic Monitoring: Instruments used to detect

| fugitive organic emissions as part of Hanford's
Industrial Hygiene (IH) worker monitoring program

i will be used to monitor for VOCs during sluicing pump
operations.

i Required Records: Records of VOC sample results.

Not
Applicable

{ CDM: Field interviews.

| Comment; No activities were

i conducted requiring the use of the
1 NOC during the reporting period.

i Condition: Sluicing operations may be conducted for

i up to 1800 hours per calendar year. Actions shall be

| taken prior to reaching 50 ppm to limit any excursions

| above that level. VOC readings may peak at the re-start
i of sluicing operations but then are expected to stabilize.
i A sluicing pump operations log shall show hours of

; operation.

Model ID: Not applicable.

EPA Test Method: Not specified.

| EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: Operations log showing all hours

i of sluicing pump operation.

Not
Applicable

CDM: Field interviews.
Comment: No activities were
conducted requiring the use of the
NOC during the reporting period.
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Concrete Batch Plant
Page in AOP: 1-028

Permit: 00-05-006 Issue Date: 09-24-02 Date In AOP: 03-31-04

NOC WTP Con_crele Batch Plant -VGVeneral Conditions

DOE/RL-2007-04, Rev. 0
06/2007

-

Requirement

Compliance
Status

Compliance Determination Method

| Condition: 1000 ppm SO2 @ 7% O2 on a dry basis

i Prohibits emission of a gas containing sulfur dioxide

; from any emissions unit in excess of 1000 ppm of a dry
1 basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60

i consecutive minutes

1 Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Continuous

| CDM: Record keeping.
{ Comment:

Condition: Reasonably available control technology
(RACT).

Model ID: Not applicable,

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Menitoring: Permit terms considered RACT.
Reguired Records:

Not
Applicable

CDM: N/A
Comment: ’
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DOE/RL-2007-04, Rev. 0
06/2007

Permit: DEOINWP-003, Rev. 0 Issue Date: 09-24-02 Date In AOP: 03-31-04

NOC: Revision to Concrete Baich Plant NOC

Requirement

Compliance
Status

Compliance Determination Method

Condition: Total Emission Limits A. Particulate Matter |
- Particulates from the bag-house exhaust shall not
exceed (.01 grains per dry standard cubic foot, with no
visible emissions. Engineering calculations or vendor
information that the bag-house, when properly operated
and maintained, witl conirol emissions 1o less than (.01
grains per dry standard cubic foot will be available at
the facility. Periodic measurements shall consist of
visible emission inspections per EPA Reference
Method 22, Title 40 Part 60, Appendix A, July 1, 2000.
B. Fugitive Dust - Visible emissions from the sand and
aggregate transfer points, truck loading station, the
piles, or any other source shall not be allowed beyond
100 yards.

Model ID: Not applicable.

EPA Test Method: B. EPA Method 22, Title 40 Part
60, App.A, July 1, 2000,

‘EPA Test Method Frequency: Not applicable.

Periodic Monitoring: A. Recordkeeping

Required Records: A. Calculations, vendor
information, baghouse maintenance logs, surveillance
checklists. B. Visible emission survey results.

Continuous

CDM: Record keeping and field
observations.
Comment:

Condition: Fugitive Dust All unpaved areas at the CBP
and quarry wili be controlled by watering or chemical
stabilization, or both. Means of chemical siabilization
inctude the application of petroleum resins (EPA 1998).

A water spray additive, (such as, "soil cement™) will
. pray

also be considered for application on unpaved roads.
Soil cement has been previously used on the Hanford
Site with effective results. Vehicle speed limit signs
will be posted to control speeds. Paved roads between
the quarry and CBP will be kept clear of heavy
accumulations of dust and debris. Front-end loaders
will be used to pick up any significant spill of sand or
aggregate material on the pave roads between the
quarry and CBP. The sand and aggregate stockpiles will
be kept sprinkled with water to prevent the movement
of materials that may migrate because of wind erosion.
Transfer points at conveyors, crushers, and screens will
also be sprayed with water.

Model ID: Not applicable.

1 EPA Test Method: Not specified.
i EPA Test Method Frequency: Not applicable.
: Periodic Monitoring: Recordkeeping

i Required Records: Surveillance checklists.

Continuous

! CDM: Record keeping and field

observations.
Comment:
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DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

Condition: Emission Control Monitors Emission
equipment control monitors shall include but not be
limited to the following: A. Bag-house - None required
| if there are no visible emissions per section 1.A. of the
APPROVAL CONDITIONS, and maintenance records
indicate proper maintenance practices and schedules,
Model ID: Not applicable.
EPA Test Method: Not specified.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping

Required Records: Surveillance checklists, baghouse
maintenance logs.

Continuous

CDM: Record keeping and field
observations.
Comment:

Condition: General Conditions A. Visible Emissions:

i No visible emissions shall be allowed beyond 100 yards
i of source. During periods of high winds, an assessment
| shall be made to suspend operations or initiate a more

| comprehensive plant watering scheme.

Model 1D: Not applicable,

| EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible Emission Surveys,
Required Records: Resulls of visible emission
surveys.

Continuous

CDM: Record keeping and field
observations.
Comment:
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E-225BC 001
Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP; 07-02-01

'NOC: Ecology General Combustion General Opacity

DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if

| operated.

Required Records:

Continuous

CDM: Visible emission surveys
conducted once per calendar quarter
when operated. No visible emissions
observed.

Comment;

Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model 1D: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.

i Required Records:

Continuous

CDM: Vendor documentation verifies
fuel oil delivered contained <0.5%.
Comment:

i Condition: Reasonably availablé control technology
| (RACT).

i Model 1D Not applicable.

i EPA Test Method: Not specified.

i EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Permit terms considered RACT.

Required Records:

Not
Applicable

CDM: N/A
Comment; Permit terms are
considered RACT.

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airbome and to minimize dust generation.
Maodel ID; Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

Not
Applicable

CDM: N/A

Comment: Emissions that pass
through a stack are not sources of
fugitive emissions or fugitive dust.
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DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

i Condition: Fugitive Emissions: The permittee shall

i take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Meonitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

Not
Applicable

CDM: N/A

Comment: Emissions that pass
through a stack are not sources of
fugitive emissions or fugitive dust.

E-225BG 001
Page in AOP: 1-021

Permit: 00-05-006 lIssue Date; 07-02-01 Date In AOP; (7-02-01

NOC: Ecology General Combustion General Opacity

Requirement

Compliance
Status

Compliance Determination Method

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any

1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except |

for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9. '
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if
operated.

| Required Records:

Continuous

CDM: Visible emission surveys
i conducted once per calendar year
1 when operated. No visible emissions

observed.
Comment;

| Condition: 1000 ppm SO2 @ 7% 02 on a dry basis:

i Prohibits emission of a gas containing sulfur dioxide

i from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model ID: Not applicable.

EFA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burmed 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Continuous

CDM: Sample verified fuel oil in the
tank contained <0.5%.
Comment:

Condition: Reasonably available control technology

Not

1 CDM: N/A
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EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Emissions that pass through a

stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

- I ARl
DOE/RL-2007-04, Rev. 0
06/2007
Requirement Compliance Compliance Determination Method
Status
(RACT). Applicable | Comment: Permit terms considered
Model ID: Not applicable. { RACT.
EPA Test Method: Not specified. 3
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
i Required Records:
i Condition: Fugitive Dust: Requires reasonable

precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable. CDM: N/A
EPA Test Method: Not specified. Not Comment: Emissions that pass
EPA Test Method Frequency: Not applicable. Applicable through a stack are not sources of
Periodic Monitoring: Emissions that pass through a fugitive emissions or fugitive dust.
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)]. .
Required Records:
Condition: Fugitive Emissions; The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
malerials handling, construction, demolition, or any
other operation that is a source of fugitive emissions. CDM: N/A
Model 1D: Not applicable. Not Comment: Emissions that pass
EPA Test Method: Not specified. Applicable through a stack are not sources of

fugitive emissiens or fugitive dust.
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E-282ED 001
Page in AOP: 1-032

Permit: NWP-96-1 Issue Date: 04-30-96 Date In AQP: 07-02-01

DOE/RL-2007-04, Rev. 0
06/2007

NOC: Diesel Powered Emergency Fire Pump Generator

Compliance

Requirement
€4 n Status

Compliance Determination Method

Condition: Engine E shall operate no more than 350
hours per year.

{ Model ID: Not applicable.

{ EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Meonitoring: Recordkeeping.

Required Records: Maintain records showing all
hours of operation.

Continuous

1 CDM: Recordkeeping.

Comment: Log shows engine
operated no more than 350 hours.

Condition: Engine E shall bumn only No. 2 fuel oil with
sulfur content no more than 0.05 weight percent.

Moeodel ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping and/or emission
calculations.

Required Records: Vendor documentation or fuel
analysis once per foel shipment showing <0.05 wt.%
sulfur

Continuous

{ than 0.05 weight percent sulfur.

CDM: Vendor documentation shows
fuel oil delivered contained no more

Comment;

Condition: NOx 75.5 pounds per hour NOx.
Model ID: 2B.

EPA Test Method: EPA Method 7A of 40 CFR 60,
App. A.

EPA Test Method Frequency: Not applicable. ]
Periodic Monitoring: Recordkeeping & average fuel | Continuous
consumption rate determination shall be performed at
least once per 12 months.

Required Records: 1. Monthly fuel burned (based on |
annual fuel consumption record.) 2. Hours of operation
i logged. '

CDM.: Calculation shows average
fuel consumption is below
manufacturer's specification.
Comment:

| Condition: Opacity 10 %.

1 Model ID: Not applicable. ;
| EPA Test Method: EPA Method 9 of 40 CFR 60, App.
AL

{ EPA Test Method Frequency: Not applicable, Continuous
i Periodic Monitoring: See Section 2.1, Tier 1.
Frequency: At least once per quarter.

Required Records: Results of visible emissions survey
or records of visual determination of the opacity

| CDM: EPA Method 9 opacity

surveys conducted.

Comment: Visible emissions are also
in compliance using Ecology Method
9A.
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Permit: 00-05-006 1ssue Date: 07-02-01 Date In AOP: 07-02-01
NOC: Combustion Unit with Opacity Limit Less Than 20%

DOE/RL-2007-04, Rev. 0

06/2007

Compliance

60, App. A.Vendor documentation or fuel analysis once
per year.
EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: See Section 2.7, Tier 1.
: Required Records: 1. Amount and type of fuel burned.

2. Vendor documentation or fuel analysis once per year.
Required Records:

Requirement Status Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air |
contaminanis from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions. | CDM: N/A.
Model ID: Not applicable. { Comment: Emissions passing
EPA Test Method: Not specified. Not | through a stack are not sources of
EPA Test Method Frequency: Not applicable. Applicable | fugitive emissions [WAC 173-400-
Periodic Monitoring: Pre-job planning to determine 030(38)] or fugitive dust [WAC 173-
reasonable control measures. These requirements do 400-030(37)].
not apply to emissions that pass through a stack,
chimney, vent, or other functionally equivalent
opening.
Required Records:
Condition; Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable. CDM: N/A.

1 EPA Test Method: Not specified. Comment: Emissions passing

i EPA Test Method Frequency: Not applicable. Not through a stack are not sources of
Periodic Monitoring: Pre-job planning to determine Applicable fugitive emissions [WAC 173-400-
reasonable control measures. These requirements do 030(38)] or fugitive dust [WAC 173-
not apply to emissions that pass through a stack, 400-030(37].
chimney, vent, or other functionally equivalent
opening.
Required Records:
Condition: Reasonably available control technology
(RACT). CDM: Permit terms are considered
Maodel ID: Not applicable. { RACT. Complied with all NOC
EPA Test Method: Not specified. Continuous | approval conditions for this emission
EPA Test Method Frequency: Not applicable. _ | point.
Periodic Monitoring: Permit terms considered RACT. | { Comment:
Required Records: ; :
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry

X o !

CoM: Vendor ocumension veries
consecuiive minutes. thaz tuel oil delivered contame?d <
Moedel ID: Not applicable. 0.5 A) S. zl\ggge[{ll Sh(;ws that dicscl
EPA Test Method: EPA Method 6 or 6C of 40 CFR Continuous | C1&¢8 p or less can not

exceed the 1000 ppm SO2 standard
when using fuel with S concentration
< 0.5%.

Comment:
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P-2025E ETF
Page in AOP: 1-054

Permit: 96NW-1-301 TIssue Date; 10-16-96 Date In AOP: 07-02-01

NOC: Modification, Rev |

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

Requirement Compliance Determination Method
Status

Condition: Any addition of waste streams that do not

meet the new source review exemption in WAC 173-
1 460-040(2)(c) or that have previously unidentified CDM: Review of constituents of new
i constituents to the facility requires prior review and waste streams.

approval by the Department of Ecology. Comment: Before receipt, each new
| Model ID: 7C. . wasle stream is reviewed to determine

Continuous

1 EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Analyze each waste stream to
| determine if emissions would exceed an SQER or
ASIL.

Required Records: Results of analysis.

if processing the new stream would
exceed SQE or ASIL levels. Results
of the review are placed in the
operating record.

Permit: NOC-93-3 1Issue Date: 12-20-93 Date In AOP: 07-02-01

NOC: Construction and Operation, Rev 0

Requirement Cog:zlt:jasnce Compliance Determination Method
| Condition: Energy shall notify the department in
writing at least 45 days before start-up of any emission
unit subject to this approval which could cause release
of any air pollutants to the atmosphere. Not CDM: N/A. No startup of such units
Model ID: Not applicable. A I.O bl have occurred this reporting peried.
EPA Test Method: Not specified. PPUCADE | Comment:
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicable.
Required Records:
Condition: Energy shall not make any changes to the ] . - .
proposed air emission control system which may result ChDM' I;evtew of facjlty design
in an increase; or change the types of air emissions change ocume‘rgs and new wasle
without first notifying the department. Based on the Streargs as specified in administrative
notification, the department will make a determination ; pCroce ures.. ilitv desien ch
whether a new approvat or a modification of this final , | Comment: Facility design ¢ anges
Continuous | and new stream receipts require

approval is required.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicable.
Required Records:

| documentation that includes

| environmental reviews which

i determine if the actinns would affect
1 emission controls or change the types
| of emissions.
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DOE/RL-2007-04, Rev. 0

06/2007
Requirement Cor;pllance Compliance Determination Method
latus
Condition: Opacity at each stack 5%.
Model ID: Not applicable. CDM: As-built drawings and facility
EPA Test Method: Nol specified. walkdowns.
EPA Test Method Frequency: Not applicable. Continuous  j Comment: LERF/ETF maintains

Periodic Monitoring: See Section 2.1, Tier 3.
Required Records: As required in Attachment 2,
Section 4.

abatement control technology (stack
HEPA filtration).

Permit: 00-05-006 Issue Date; 07-02-01 Date In AOP: 07-02-01

pacity Requirements

i EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Permit terms considered RACT.
Required Records:

Requirement Compliance Compliance Determination Method
Status

Condition: Fugitive Emissions: The permittee shall CDM: Review of operating
take reasonable precautions to prevent the release of air procedures and maintenance job
contaminants from any emissions unit engaging in control documentation. No
materials handling, construction, demolition, or any construction or demolition activities
other operation that is a source of fugitive emissions. occurred during this reporting period.
Model 1D: Not applicable. Continuous | Comment: Documentation of
EPA Test Method: Not specified. operating, construction and
EPA Test Method Frequency: Not applicable. maintenance activities are reviewed
Periodic Monitoring: Pre-job planning 1o determine for industnial safety and
reasonable control measures. environmental concerns, including
Required Records: fugitive emissions.
Condition: Fugitive Dust; Requires reasonable CDM: Review of maintenance job
precautions be taken to prevent fugitive dust from control documentation. No activities
becoming airbome and to minimize dust generation. requiring dust control were performed
Model 1D: Not applicable. during this reportling period.
EPA Test Method: Not specified. Continuous | Comment: Documentation of
EPA Test Method Frequency: Not applicable. construction and mainienance
Periodic Monitoring: Pre-job planning to determine activities are reviewed for industrial
reasonable control measures. safety and environmental concemns,

i Required Records: including airborne dust control.

{ Condition: Reasonably available control technology

{ (RACT).

{ Model 1D: Not applicable. CDM:; See compliance method for

i EPA Test Method: Not specified. Continuous | each requirement.

Comment:
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DOE/RL-2007-04, Rev. 0

Page in AOP: 1-022

Permit: 00-05-006 1Issue Date; 07-02-01 Date In AOP: 07-02-01

NOC: Non-combustion Unit with HEPA

06/2007
Requirement Compliance Compliance Deiermination Method
Status

| Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:

i Prohibits emission of a gas containing sulfur dioxide

1 from any emissions unit in excess of 1000 ppm of a dry

Py o !

i basis, corrected to 7% oxygen for cgmbustlon sources, CDM: Review of constituents of new
and based on the average of any period of 60

nsecutive minutes waste streams.

o : { Comment: LERI/ETF does not emit
Model ID: Not applicable. Continuous | SO2 in its current configuration. New
EPA Test Method: EPA Method 6 or 6C of 40 CFR “ ontg d T
60, App. A. ; ﬁastc feeqls ar}e1 reviewed to eteninme
EPA Test Method Frequency: Not applicable. L ﬁ% r;C:zf;;gi(:n: new stream would
Periodic Monitoring: Section 2.7, Tier 2: Annually ' )
certify the process has not been modified to increase
S0O2 emissions and no SO2 monitoring is required.

| Required Records:

P-244CR-001

Compliance

Requirement Status Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air CDM: N/A
contaminants from any emissions unit engaging in 5 Coml;lent' Emissions that pass
materials handling, construction, demolition, or any ! throu gha s.tack are not sources of
other operation that i_s a source of fugitive emissions. Not : fugitive emissions per WAC 173-400-
gll:}:e"}':g:ﬁgh?ﬁlgz]zl:beciﬁcd Applicable 030(38) or fugitive dust per WAC

) ’ . 173-400-030(37). This emission unit
EPA Test Method Frequency: Not applicable. did not operate during the reportin
Periodic Monitoring: Pre-job planning to determine od P g porting
reasonable control measures. perod.
Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from Comll'len t: Emissions that pass
becoming airborme a_nd to minimize dust generation. through s.tack are not sources of
:lal:):e':‘z::.h]:::hzt)p(r'lllflilzlsel;eciﬁe d Not fugitive emissions per WAC 173-400-

' ) Applicable | 030(38) or fugitive dust per WAC

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

173-400-030(37). This emtission unit
did not operate during the reporting
period and was closed in 2006.
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LA

DOE/RL-2607-04, Rev. 0

60, App. A.

i EPA Test Method Frequency: Not applicable.
i Periodic Monitoring: Section 2.7, Tier 2: Annually

certify the process has not been modified to increase

i 802 emissions and no SO2 monitoring is required.

Required Records: '

06/2007
Requirement Cor;[;lt:l:ce Compliance Determination Method

g:gf;l)on: Reasonably available control technology CDM: N/A

: . Comment: There are no permit terms

; Model ID: Not applicable. Not for this emission unit. This emission
; EPA Test Method: Not specified. 0 or this © -
. Applicable unit did not operate during the
EPA Test Method Frequency: Not applicable. : reportine period and was closed in
Periodic Monitoring: Permit terms considered RACT. | 20%6 gp
Required Records: )
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except :
for scheduled soot blowing/grate cleaning or due to . | CDM: N/A
documented water. : . .. oo
. Not Comment: This emission unit did not

Model ID: Not applicable. Applicable | operate during the reporting period
EPA Test Method: EPA Method 9. PP Lo as closal in 2006 E¥
EPA Test Method Frequency: Not applicable. andwas closet 1n ’
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Afttachment 2, Tables 1.1, 1.2, and 2.1.
Required Records:
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources, CDM: Ecology has determined that
and based on the average of any period of 60 this emission unit does not emit
consecutive minutes. significant levels of SO2. The process
Model ID: Not applicable. Not has not been modified to increase SO2
EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable £missions.

Comment: This emission unit did not
operate during the reporting period
and was closed in 2006,
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P-296A042-001
Page in AOP: 1-064

Permit: NOC 94-07-01 Issue Date: 12-22-97 Date In AQP: 07-02-01

NOC: AY and AZ Tank Farms Ventilation Upgrades

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

Requirement S Compliance Determination Method
tatus
Condition: VOC max emission limit, 50 ppm, CDM: Field interviews.
measured as Total Organic Carbon. Comment: Annual sampling was due
Model ID: 4A. to be collected in August 2006.
EPA Test Method: EPA Method 25A or approved Sampling was delayed until October,
alternative. Continuous afier onsite calibration gas were

EPA Test Method Frequency: Annually.
Periodic Monitoring: Recordkeeping and emission
calculations,

inadvertently shipped back to the
supplier just prior to the original
sampling date, and a delay in delivery
of replacement calibration gases.

Permit: NOC 94-07 Issue Date: 08-29-94 Date In AQP: 07-02-01

NOC: AY and AZ Tank Farms Ventilation Upgrades

Requirement

Comptliance
Status

Compliance Determination Method

Condition: Ammonia, 0.05 Ibs/hr.

Model ID: 5.

| EPA Test Method: Field instruments, which may

| include Draeger Tubes.

EPA Test Method Frequency: Annually.
Periodic Monitoring: Recordkeeping and emission
calculations.

| Required Records: 1. Stack flow measurements. 2.
| Record field instrument or Draeger Tube ammonia

i concentrations.

Continuous

CDM: Field interviews.
Comment: None

{ Condition: Opacity, 5%.

{ Model ID: Not applicable.

EPA Test Method: EPA Method 9 of 40 CFR Part 60,
1 App. A.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: See Section 2.1, Tier 3.
Required Records: As required in Attachment 2,
Section 4.2.

Continuous

CDM: Abatement control technology
was maintained as required in AOP
Attachment 2, Revision H page 122
and 138.

Comment: None
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L veetm,

Permit: 00-05-006 1Issue Date; 07-02-01 Date In AOP: (7-02-01

NOC: AOP Table 1.6 Non-combustion Emission Units Opacity Requirements

DOE/RL-2007-04, Rev. 0

06/2007

60, App. A.

EPA Test Method Frequency: Nol applicable.
Periodic Menitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
502 emissions and no SO2 monitoring is required.

Required Records:

Requirement Corsnt];ltilzl:lsnce Compliance Determination Method
Condition: Fugilive Emissions: The permittee shall ]
; take reasonable precautions to prevent the release of air |
contaminants from any emissions unit engaging in ]
materials handling, construction, demeolition, or any goD':ImS:? Ermissions that pass
other operation that is a source of fugitive emissions. N hrough ’ K P £
Model 1D: Not applicable. ol through a stack are not sources o
EPA Test Method: Not specified Applicable fugitive emissions per WAC 173-400-
pecIlicd. . 030¢38) or fugitive dust per WAC
EPA Test Method Frequency: Nol applicable.
Lo _roc krequency: Not app . 173-400-030(37).
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from CDM: N/A
becoming airborme and to minimize dust generation. o L
Model ED: Not applicable. Comment: Emissions that pass
EPA Test Method: Not specified. NOI thrqu_gh 2 stack are not sources of
EPA Test Method Fre - Not applicabl Applicable | fugitive emissions per WAC 173-400-
o tnod frequency: Nolappucable. 030(38) or fugitive dust per WAC
Periodic Monitoring: Pre-job planning to determine £ P
§: rejob planmimg fo 173-400-030(37).
reasonable control measures.
Required Records:
Condition: Reasonably available control technology
(RACT).
Maodel ID: Not applicable. Not CDM: Field interviews. Permit terms
EPA Test Methed: Not specified. Applicabl are considered RACT.
: EPA Test Method Frequency: Not applicable. ppheable Comment: None
Periodic Monitoring: Permit terms considered RACT. |
i Required Records:
Condition: 1000 ppm SO2 @ 7% 02 on a dry basis:
i Prohibits emission of a gas containing sulfur dioxide |
from any emissions unit in excess of 1000 ppm of a dry |
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Ecology has determined that
conseculive minutes. this emission unit does not emit
Model 1D: Not applicable. Not significant levels of SO2. The process
EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable has not been modified 1o increase SO2

emissions.

i Comment: None
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Page in AOP: 1-022

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP:; 07-02-01

NOC: Non-combustion Upit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Requirement Compliance Determination Method
Status
Condition: Fugitive Emissions: The permittee shall
| take reasonable precautions to prevent the release of air
| contaminants from any emissions unit engaging in CDM: N/A
i materials handling, construction, demolition, or any Comn:lent' Emissions thal pass
1 other operation that is a source of fugitive emissions. Not through a s.tack are 1ot soulges of
Iltjdl?:e':“:g'l\I::tth?cIlD-hI?le:l:]-)eci fied Applicable fugitive emissipps per WAC 173-400-
: ) . 1 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. | 173-400-030(37)
Periodic Monitoring: Pre-job planning to determine : )
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from CDM: N/A
becoming airborne apd to minimize dust generation. Comn.leli : Emissions that pass
r;:e;ig'ﬁgh?ilﬁﬁl:éeci fied Not through a stack are not sources of
’ : . Applicable fugitive emissions per WAC 173-400-
EPA Test Method Frequency: Not applicable. 030(38) or fugitive dust per WAC
Periodic Monitoring: Pre-job planning to determine 173- 400_030(%7) p
reasonable control measures. ‘
Required Records:
Condition: Reasonably available control technology
(RACT).
Maeodel ID: Not applicable. Not CDM: N/A
EPA Test Method: Not specified. Applicabl Comment: There are no permit terms
EPA Test Method Frequency: Not applicable. pphcable for this emission unit.
| Periodic Monitoring: Permit terms considered RACT.
! Required Records:
1 Condition: 20% Opacity: Prohibits visible emissions
{ exceeding 20% opacity for more than 3 minutes in any |
1 hour of an air contaminant from any emissions unil or
within a reasonable distance of the emission unit except
| for scheduled soot blowing/grate cleaning or due to CDM: Abatement control technology
documented water. . . was maintained as required in AOP
Model ID: Not applicable. Continuous

Attachment 2, Revision H page 319.
Comment: None
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06/2007
Requirement Compliance Compliance Determination Method
Status
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Ecology has determined that
consecutive minutes. this emission unit does not emit
Model ID: Not applicable. Continuous significant levels of SO2. The process
EPA Test Method: EPA Method 6 or 6C of 40 CFR has not been modified to increase SO2
60, App. A. emissions.
EPA Test Method Frequency: Not applicable. Comment: None
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified 1o increase
SO2 emissions and no SO2 monitoring is required.
Required Records:
P-296AP-001

Page in AOP: 1-022

Permit: 00-05-006 1Issue Date: 07-02-01 Date In AQP: 07-02-01

NOC: Non-combustion Unit with HEPA

Compliance

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Requirement Suatus Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in CDM: N/A
materials handling, construction, demolition, or any Comn'lent' Emissions that pass
other operation that is a source of fugitive emissions. Not through a s.tack are not sourI::es of
yl?:e,:,":';: ottha[:;).hl:at:le. fied Applicable fugitive emissions per WAC 173-400-
est vierhods ot specilied. . 030(38) or fugit've dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37)
Periodic Monitoring: Pre-job planning to determine '
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from CDM: N/A
i becoming airborne and to minimize dust generation. } Comn:len t: Emissions that pass
Ef:e,:,:g';:::h?ﬁl;ﬁl;eci fied Not i through a stack are not sources of
: ’ Applicable | fugitive emissions per WAC 173-400-

1030(38) or fugitive dust per WAC
1 173-400-030(37).
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Requirement

Compliance
Status

Compliance Determination Method

Condition: Reasonably available control technology
{RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

| EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Permit terms considered RACT. :

Required Records:

Not
Applicable

i CDM: N/A
{ Comment: There are no permit tenms
i for this emission unit.

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
! hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Maodel ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Continuous

CDM: Abatement control technology
was maintained as required in AOP
Attachment 2, Revision H page 283,
Comment: None

Condition: 1000 ppm 502 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide

from any emissions unit in excess of 1000 ppm of a dry

basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model 1D: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
i 802 emissions and no SO2 monitoring is required.

i Required Records:

Continuous

CDM: Ecology has determined that
i this emission unit does not emit

significant levels of SO2. The process
has not been modified to increase SO2
emissions.

Comment: None
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P-296AW-001
Page in AOP: 1-022

Permit: 00-05-006 1Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC : Non—combpstion_(__]_r_lit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required
Attachment 2, Tables 1.1, 1.2, and 2.1.

| Required Records:

Requirement Corf1phance Compliance Determination Method
Status
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants fr.om any emissions unit engaging in CDM: N/A
materials handling, construction, demolition, or any ..
\ . . o Comment: Emissions that pass
other operation that is a source of fugitive emissions.
Model ID: Not anolicable Not through a stack are not sources of
’ pp L Applicable fugitive emissions per WAC 173-400-
EPA Test Method: Not specified. o
. 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37)
Periodic Monitoring: Pre-job planning to determine ’
reasonable control measures.
Required Records:
Conditien: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from CDM: N/A
becoming airborne and to minimize dust generation. ¢ nent: Emissions th
Model ID: Not applicable omment; Emissions that pass
EPA Test Method: Not s.eciﬁe d Not through a stack are not sources of
i P : . Applicable fugitive emissions per WAC 173-400-
EPA Test Method Frequency: Not applicable. .
I e . . . . 030(38) or fugitive dust per WAC
Periodic Monitoring: Pre-job planning to determine 173-400-030(37)
1 reasonable control measures. '
i Required Records:
Condition: Reasonably available control technology
i (RACT). :
i Model ID: Not applicable. Not 1| CDM: N/A
i EPA Test Method: Not specified. Aoplicable | Comment: There are no permit terms
i EPA Test Method Frequency: Not applicable. PP | for this emission unit.
Periodic Monitoring: Permit terms considered RACT.
Required Records:
i Condition: 20% Opacity: Prohibits visible emissions
i exceeding 20% opacity for more than 3 minutes in any
i 1 hour of an air contaminant from any emissions unil or
within a reasonable distance of the emission unit except
gzrciﬁ:g:gg‘{:’;g; blowing/grate cleaning or due to 1 CDM: Abatemeni control technology
T . was maintained as required in AQP
Model ID: Not applicable. Conlinuous

Attachment 2, page 2-102.
Comment: None
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Page in AOP: 1-071

06/2007
Requirement Compliance Compliance Determination Method
Status
1 Condition: 1000 ppm 502 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Ecology has determined that
consecutive minutes. this emission unit does not emit
Model ID: Not applicable. Continuous significant levels of SO2. The process
EPA Test Methed: EPA Method 6 or 6C of 40 CFR has not been modified to increase SO2
60, App. A. | emissions.
EPA Test Method Frequency: Not applicable. Comment: None
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified 10 increase
802 emissions and no SO2 monitoring is required.
Required Records:
P-WTP-001

Permit: DEO2NWP-002 Amendment 1 and 2 Issue Date: 11-24-03/11-10-05 Date In AQP; 05-28-04

NOC: Hanford Tank Waste Treatment and Immobilization Plant

| opacity concurrent with any source testing.

| Model ID: Not applicable.

{ EPA Test Method: EPA Reference Method 9.

i EPA Test Method Frequency: At least once per
i calendar quarter.

Requirement Compliance Compliance Delermination Method
Status
Condition: Emissions Control: 1.1 Opacity from each
exhaust stack from process facilities (Pretreatment,
HLW and LAW) shall not exceed 5%, other facility _
stacks shall not exceed 10%, over a 6 minute average as
measured by EPA Reference Method 9, or an '
equivalent method approved in advance by Ecology. A CDM: N/A
certified opacity reader shall read and record the Comment: Facilities were under
. . . Not . . -
opacity concurrent with any source testing. Applicable construction during the renorting
Model ID: Not appiicable. pplica period; therefore, this condition did
EPA Test Method: EPA Reference Method 9. i not apply.
EPA Test Method Frequency: At least once per 3
{ calendar quarter.
Periodic Monitoring: For Pretreatment, HLW and
LAW See Section 2.1, Tier 3.
Required Records: Test Records.
Condition: Emissions Control: 1.1 Opacity from each
exhaust stack from process facilities (Pretreatment,
HLW and LAWY} shall not exceed 5%, other facility ;
| stacks shall not exceed 10%, over a 6 minute average as i CDM: N/A
| measured by EPA Reference Method 9, or an i Comment: Boilers, generators, and
equivalent method approved in advance by Ecology. A Not fire pumps had not commenced
certified opacity reader shall read and record the Applicable 1 startup activities during the reporting

i period; therefore this condition did
i not apply.

APP A-34



DOE/RL-2007-04, Rev. 0

EPA Test Method: Not specified.

: EPA Test Method Frequency: Daily.

Periodic Monitoring: Recordkeeping.
Required Records: Maintain fuel purchase records.

06/2007
Requirement Compliance Compliance Determination Method
Status
Periodic Monitoring: For Boilers, generators and fire
pumps: See Section 2.1, Tier 1.
Reguired Records: Test Records.
i Condition: Emissions Control: 1.1 Opacity from each
i exhaust stack from process facilities (Pretreatment,
i HLW and LAW) shall not exceed 5%, other facility
stacks shall not exceed 10%, over a 6 minute average as
! measured by EPA Reference Method 9, or an CDM: N/A
equivalent method approved in advance by Ecology. A C . t: Boil ) d
i certified opacity reader shall read and record the omment: SOICIS, generalors, an
. ) ) Not fire pumps had not commenced
i opacity concurrent with any source testing. . . . .
Model ID: Not applicable. Applicable startup activities duymg thg Teporting
; pp eriod; therefore this condition did
EPA Test Method: EPA Reference Method 9. ot
EPA Test Method Frequency: At least once per not apply.
calendar quarter.
Periodic Monitoring: For other facility stacks: See
Section 2.1, Tier 3.
Required Records: Test Records.
Condition: Emissions Control: 1.2 All boilers,
i generators and the diesel fire pump shall be fired on
i Ultra-Low Sulfur Fuel (ULSF), ULSF means natural
i gas, propane, or fuel oil with a sulfur content of 0.0030
i % or less. Compliance shall be monitored by CDM: N/A
maintaining and submitting records of fuel purchases. Comment: Boilers, generators, and
Model ID: Not applicable. Not fire pumps had not commenced
EPA Test Method: Not specified. Applicable startup activities during the reporting
EPA Test Method Frequency: Annually. period; therefore this condition did
Periodic Monitoring: Recordkeeping. not apply.
Required Records: Records of monthly fuel purchases
and use and an annual certification, from the fuel
1 distributor, stating the sulfur content of the fuel that
was supplied.
Condition: Emissions Control: 1.3 The operation of the
six steam generating boilers shall not exceed an annual CDM: N/A
i aggregate fuel consumption limit of 13,400,000 gallons C : ¢ Boil ( d
i per year summed daily for the previous 365 days. f omment: Borers, BENCralors, an
' Model ID: Not applicable. Not ire pumps had not commenced
Applicable | startup activities during the reporting

period; therefore this condition did
not apply.
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Compliance

Requirement Status Compliance Determination Method
Condition: Emissions Control: 1.4 Each of the three
emergency generators shall not operate for more than
164 hours per year on a 12 month rolling summation
calculated once per month. Compliance shall be CDM: N/A
monitored by installing and operating non-resetable )

. Comment: Generators had not
totalizers on each generator. Not " .
Model ID: Not applicable. Applicable | ¢ommenced startup activities during
EPA Test Method: Not specified. the rgp'orlln‘g period; therefore this
EPA Test Method Freqguency: Monthly. : condition did not apply.

Periodic Monitoring: Recordkeeping.

Required Records: Records showing all hours of

operation,

Condition: Emissions Control: 1.5 Each of the two

diesel fire pumps shall not operate for more than 110

hours per year on a 12 month rolling summation

calculated once per month. Compliance shall be CDM: N/A

monitored by installing and operating a non-resetable Comn;en ¢: Fire pumps had not
totalizer on the fire pump. Not d tartp P ivities duri
Moeodel ID: Not applicable. Applicable commenced stTiip ac vities Cuiing

EPA Test Method: Not specified.

EPA Test Method Frequency: Monthly.
Periodic Monitoring: Recordkeeping.

Required Recards: Records showing all hours of
operation.

the reporting period; therefore this
condition did not apply.
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Requirement

Compliance

Status

Compliance Determination Method

Condition: Total Emission Limits: 2.2 A new NOC

will be required, if total emissions of toxic air
pollutants exceed the values specified in the tables in
Attachment 1 of this approval order. These values shall
be confirmed by emission calculations, for indicator
constituents, derived from waste characterization data
obtained through implementation of the Ecology
approved Regulatory Data Objectives Supporiing Tank
Waste Remediation System Privatization Project
(PNNL-12040). The mass feed rates for the indicator
constituents will be verified to be less than or equal 1o
the mass feed rates used in the Integrated Emissions
Baseline Report for the Hanford Tank Waste Treatment
and Immobilization Plant (24590-WTP-RPT, PO-03-
008, Rev 0). Results of any such calculations will be
maintained on file and made available upon
inspection/request.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: At least once per
calendar year.

Periodic Monitoring: Recordkeeping.

Required Records: 1. Calculations of TAPs emissions
derived from waste feed charactenzation. 2.
Calculations of ammonia emissions from LAW and
HLW.

Not
Applicable

CDM: N/A

Comment; Facilities were under
construction during the reporting
period; therefore, this condition did
not apply.

Condition: General Testing Requirements: 3.1 Within
180 days of achieving the optimized feed rate of
simulant at which the LAW and HL W vitrification
facilities will be operated, the permitiee shall
demonsirate initial compliance through a performance
demonstration conducted per an Ecology approved
Performance Demonstration Plan. The permittee shall
utilize the Performance Demonstration Plan
requirements identified in the Dangerous Waste Portion
of the Resource Conservation and Recovery Act Permit
for the Treatment, Storage, and Disposal of Dangerous
Waste Hanford Waste Treatment and Immobilization
Plant (DWP), condition III.10.H.5.f (LAW) and
11.10.1.5.f (HLW). Ecology shall be notified at least 30
days prior o the test and invited to participaie in the
test activities al least one week prior lo testing.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: 1. Performance Demonstration
Plan. 2. Notification Documentation.

Not
Applicabie

CDM: N/A

Comment: Facilities were under
construction during the reporting
period; therefore, this condition did

not apply.

Condition: General Testing Requirements: 3.2 Testing
per the initial compliance testing identified in 3.1 shall
be conducted in accordance with the frequency

identified in the DWP, conditions III.10.1.1.h (LAW)

Not
Applicable

CDM: N/A

Comment; Facilities were under
construction during the reporting
period; therefore, this condition did
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Requirement

Compliance

Status

Compliance Determination Method

{ and I11.10.K. 1.h (HLW).

Model ID: Not applicable.

EPA Test Method: As stated in condition.

EPA Test Method Frequency: At startup and at least
once every 5 years thereafter.

Periodic Monitoring: Recordkeeping, measurements,
and emission calculations.

Required Records: Test Records.

not apply.

Condition: General Testing Requirements: 3.5 General
Testing Requirements:Within 180 days of initial
staitup, boiler source testing shall be conducted
according to the following methods, unless an alternate
method has been proposed in writing by the permitice
and approved by Ecology in writing in advance of the
testing. 3.5.1 Carbon Monoxide - EPA Reference
Method 10, 40 CFR 60, Appendix A, 7/1/00 3.5.4
Volatile Organic Compounds (VOC) - EPA Reference

Method: 3.5.5 Sulfur Dioxide - EPA Reference Method

6C, 40 CFR 60, Appendix A, 7/1/00.

Model ID: Not applicable.

EPA Test Method: As stated in condition.

EPA Test Method Frequency: Initial startup.

i Periodic Monitoring: Recordkeeping, measurements,
and emission calculations.

Required Records: Test Records.

Not
Applicable

CDM: N/A

Comment: Boilers had not
commenced startup activities during
the reporting period; therefore, this
condition did not apply.

Condition: Emission Control Monitors: 4. Emissions
from boilers and generators shall be monitored for CO,

and Oxygen by means of a portable emissions analyzer |

{direct-reading measurement device) at initial startup
and after routinely scheduled maintenance activities
and burner/control adjustments such as fuel/air
metering ratio control and oxygen trim control.

i Model 1D: Not applicable.

i EPA Test Method: Portable emissions analyzer

! calibrated during most recent source test.

i EPA Test Method Frequency: Initial startup and after

routinely scheduled maintenance activities.

i Periodic Monitoring: Recordkeeping, measurements,
and emission calculations,

Required Records: 1. Portable emissions analyzer
records. 2. Logs of boiler tune-ups and significant
boiler maintenance activities.

Not
Applicable

i CDM: N/A

| Comment: Boilers and generators

{ had not commenced startup activities
{ during the reporting period; therefore,
1 this condition did nol apply.

APP A-38

O



()

Permit; 00-05-006 Issue Date: (7-01-01 Date In AOP: 07-01-01
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Requirement

Compliance
Status

Compliance Determination Method

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Continuous

| CDM: Recordkeeping.

Comment:

Condition: Fugitive Emissions: The permittee shall ]
take reasonable precautions to prevent the release of air |
contaminants from any emissions unit engaging in j
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Continuous

CDM: Recordkeeping.
Comment:

Condition: Reasonably available control technology
(RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Permit terms considered RACT. |
Required Records: '

Not
Applicable

CDM: N/A
Comment:

Condition: 1000 ppm SO2 @ 7% 02 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry |
basis, corrected to 7% oxygen for combustion sources, |
and based on the average of any period of 60
consecutive minules.

Model 1D: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR

60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2, unless an

i alternative SO2 emission limit 1s identified in Table 1.6
: below.
i Required Records: As specified in Section 2.7.

Not
Applicable

CDM: N/A

Comment: Facilitics were ¢ither
under construction or had not
commenced startup activities during
the reporting period; therefore, this
condition did not apply. All other
combustion sources were considered
insignificant emission units.

APP A-39



283-W
Page in AOP: 1-083

DOE/RL-2007-04, Rev. 0
06/2007

Permit: 00-05-006 & Significant Mod (8/9/02) Issue Date: 07-02-01 Date In AOP: 07-01-02
NOC: AOP Tab_le 1.7 Miscellaneous - %83-W Wate_;’_flf_l_‘eatmgpt Piant

Requirement

Compliance
Status

Compliance Determination Method

Condition: WAC 173-400-040(3)(a) Fugitive
Emissions: The permittee shall take reasonable
precautions to prevent the release of air contaminants
from any emissions unit engaging in materials
handling, construction, demolition, or any other
operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures. These requirements do
not apply to emissions that pass through a stack,
chimney, vent, or other functionally equivalent
opening.

Not
Applicable

| CDM: N/A.
{ Comment: No construction on

chlorine storage area during reporting
period.

Requires reasonable precautions be taken to prevent
fugitive dust from becoming airborne and to minimize
dust generation.

Model ID: Not applicable.

; EPA Test Method: Not specified.

. EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Pre-job planning io determine
; reasonable control measures, These requirements do
1 not apply to emissions that pass through a stack,
chimney, vent, or other functionally equivalent
opening.

Required Records:

Not
Applicable

CDM: N/A,

Comment: No construction on
chlorine storage area during reporting
period.

Condition: WAC 173-400-040 1st para: Reasonably
available control technology (RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Permit terms considered RACT.

Required Records:

Not
Applicable

| CDM: N/A.
{ Comment: There are no NOC
1 approval conditions for this emission

point.

Condition: WAC 173-400-040{6): Monitor per AOP
Attachment 1, Section 2.7, Tier 2.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: The process has not been
modified to increase SO2 emissions.

Required Records:

Continuous

CDM: Ecology has determined that
this emission unit does not emit
significant levels of SO2. The process
has not been modified to increase SO2
emissions.

Comment:
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EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicabie.
Required Records:

06/2007
Requirement Compliance Compliance Determination Method
Status
Condition: 40 CFR 68.190(b)(3): Evaluate 283-W for
compliance with newly regulated substances above the
| threshold (revise Rls}( Management Plan if necded). CDM: N/A.
1 Model ID: Not applicable. Not | Comment: No newly regulated
EPA Test Method: Not specified. Applicable subslances.
{ EPA Test Method Frequency: Not applicable. i ’
Periodic Monitoring: Not applicable.
Required Records:
Condition: 40 CFR 68.190(b)(7): Evaluate 283-W for
change in program leve! within 6 months after any
change. ]
Model ID: Not applicable. Not gﬂ”ﬂ’:&ﬁf}qo hane cawsing
EPA Test Method: Not specified. Applicable change in .ro am ]egvel &
EPA Test Method Frequency: Not applicable. EC In prog '
Periodic Monitoring: Not applicable.
Required Records:
Condition; 40 CFR 68.190(c): Evaluate 283-W for
applicability of 4 CFR 68. CDM: N/A.
Model ID: Not applicable. Not Comment: Requirement is for
EPA Test Method: Not specified. Applicable stationary sources no longer subject to
EPA Test Method Frequency: Not applicable. PP 40 CFR 68. 283-W Facility is still
Periodic Monitoring: Not applicable. 1 subject to 40 CFR 68.
i Required Records: '
1 Condition: 40 CFR 68.190(b)(6):; Evaluate 283-W for
change that requires a revised consequence analysis. | CDM: N/A.
Model 1D: Not applicable.
. Not Comment: No change completed
EPA Test Method: Not specificd . Applicable within 6 months of the reporting
EPA Test Method Frequency: Not applicable. eriod
Periodic Monitoring: Not applicable. P '
Required Records:
CDM: DOE/RL-99-38, "Risk
Management Program for the 283-W
s . . Water Treatmenl Facility"; HNF-1P-
Cn(;ndltlon. 40 CFR 68.95€a). ]fontfirm :}hal tlhe r;qulaed 0263-283W, "Building Emergency
emergency response program has been developed an Plan for 283-W"; HNF-RD-7647,
implemented. "Emergency Preparedness Program
Model 1D: Not applicable. Continuous Requirements"; DOE/RL-94-02,

"Hanford Emergency Management
Plan"; DOE-0223, "RL Emergency
Implementing Procedures”; and HNF-
PRO-15333, "Environmental
Protection Processes”.

{ Comment:
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Requirement (’Oggf:ce Compliance Determination Method

Condition: 40 CFR 68.95(a)(4): Confirm that the
required procedures are in place to review and update
the emergency response plan to reflect changes at the CDM: HNF-RD-7647, "Emergency
stationery source. i Preparedness Program Requirements"
Model ID: Not applicable. Continuous | and HNF-IP-0263-283W, "Buiiding
EPA Test Method: Not specified. Emergency Plan for 283-W".
EFPA Test Method Frequency: Not applicable. { Comment:
Periodic Monitoring: Not applicable. '
Required Records:
Condition: 40 CFR 68.12(b)(3): Confirm that
emergency response actions have been coordinated :
with local emergency planning and response agencies. | CDM: DOE/RL-94-02, "Hanford
Model ID: Not applicable. Continuous | Emergency Management Plan"
EPA Test Method: Not specified. ; Com:%lent)f g )
EPA Test Method Frequency: Not applicable. ; ’
Periodic Monitoring: Not Applicable.
Required Records:
Condition: 40 CFR 68.3%a) to (e): Confirm that
ZZ;Z;?uzz:Zﬁaglg?smmmed for the offsite | CDM: Records verification. Refer to

. { DOE/RL-99-38, "Risk Management
Madel ID: Not applicable. Continuous | Program for the 283-W Water
EPA Test Method: Not specified. Tregtrment Facility"
EPA Test Method Frequency: Not applicable. Comment: ’
Periodic Monitoring: Not applicable, :
Required Records:
Com.litiun: WAC. ]73_409‘040(.1) : Permitte(? is CDM: No complaints forwarded to or
considered to be in compliance if no complaints are ] fied i
forwarded to or generated by Ecology. generated by Ecology as S;;f]c‘ ec i
Model ID: Not applicable. . the .AOP Attachrr.lent L, T able 1.7,

Continuous | during the reporting period.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicable.
Required Records:

Comment: This is based on the fact
DOE received no compl..ints from
Ecology.

APP A-42

W



()

296-8-15
Page in AOP: 1-022

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Non-combustion Unit with HEPA

DOL/RL-2007-04, Rev. 0
06/2007

Compliance

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Requirement Status Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions lo prevent the release of air CDM: N/A
contaminants from any emissions unit engaging in Comn.len t: Emissions that pass
materials handling, construction, demolition, or any through a s'lack are nol sourr‘):es of
other operation that 1s a source of fugitive emissions, Not fugi ti%e emissions per WAC 173-400-
E“lfxe}:g'a:t‘h?‘f_"]f}ff;eci fed Applicable | 030(38) or fugitive dust per WAC
' ' . 173-400-030(37). This emission unit
EPA Test Method Frequency: Not applicable. did not operate during the reporting
Periodic Monitoring: Pre-job planning to determine .
reasonable control measures. period.
Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from } Comn"len t: Emissions that pass
"becoming airborne and to minimize dust generation. f through a s;tack are not sources of
y::e}:g:ﬁgh?‘f}ﬁz?l:' ccified Not { fugitive emissions per WAC 173-400-
P NoLsp ' : Applicable | 030(38) or fugitive dust per WAC
{ EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did not operate dl:lrin the reportin
reasonable control measures. iod p g porting
Required Records: period.
Condition: Reasonably available control technology
(RACT). CDM: N/A
Model ID: Not applicable. Not Comment: There are no permit terms
EPA Test Method: Not specified. . Applicabl for this emission unit. This emission
EPA Test Method Frequency: Not applicable. PPUCAYIE 1 mit did not operate during the
Periodic Monitoring: Permit terms considered RACT. reporting period.
Required Records:
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emisstons unit or |
within a reasonable distance of the emission unit except | | CDM: Abatement control technology
for scheduled soot blowing/grate cleaning or due to was m'ain tained as required in AOP
c;:l)zgl;:elnl;(de\z":fr. licable Not | Attachment 2, Revision H page 87
' PP . Applicable | and 296.

_ Comment; This emission unit did not

operate during the reporting period.
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Requirement CorSnp liance Compliance Determination Method
tatus
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources, . .
and based on the average of any period of 60 Eg?éﬁg?;ﬁiﬁﬂ?ﬂi?igﬂﬁ; that
';;:;Z‘;ultll; e;;:; tn;;;)sl'icable Not significant levels of SO2. The process
EPA Test Method: EPA Method 6 or 6C of 40 CFR | Applicable S:is“s‘;gfl’:e“ modified to increase SO2
60, App. A. g, - o
| EPA Test Method Frequency: Not applicable. OcoeTa'::f::;iIhlt;:T;S‘:’:ft?num;gfdnm
i Periodic Monitoring: Section 2.7, Tier 2: Annually P & p EP ’
certify the process has not been modified to increase
: SO2 emissions and no SO2 monitoring is required.
: Required Records:
E-282WD 001

Page in AOP: 1-034

Permit: NWP-96-1 Issue Date: 04-30-96 Date In AOP: 07-02-01
NOC: Diesel Powered Emergency Fire Pump Generator

Compliance

Requi t
quiremen Status

Compliance Determination Method

i Condition: Engine W shal] operate no more than 350
. hours per year.

Model ID: Not applicable.

{ EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: Maintain records showing all
hours of operation.

Continuous

1 CDM: Recordkeeping.
: Comment: Log shows engine
operated no more than 350 hours.

Condition: Engine W shall burn only No. 2 fuel oil
with sulfur content no more than 0,05 weight percent.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping and/or emission
calculations.

Required Records: Vendor documentation or fuel
analysis once per fuel shipment showing <0.05 wt.%
sulfur.

Continuous

CDM: Vendor documentation shows
fuel oil delivered contained no more
than 0.05% weight percent sulfur.
Comment:
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Periodic Monitoring: See Section 2.1, Tier |
Frequency: At least once per quarter.
Required Records: Results of visible emission survey

06/2007
Requirement Compliance Compliance Determination Method
Status
i Condition: NOx 42 pounds per hour.
i Model ID: 2B,
EPA Test Method: EPA Method 7A of 40 CFR 60,
App. A. ] .
EFPA Test Method Frequency: Not applicable. CDM: Calculgtlop shows average
- e . . . fuel consumption is below
Periodic Monitoring: Recordkeeping & average fuel Continuous ; . .
. N manufacturer's specification.
consumption rate determination shall be performed at
Comment:
least once per 12 months.
Required Records: 1. Monthly fuel burned (based on
annual fuel consumption record.) 2. Hours of operation
logged.
Condition: 10 % Opacity.
Model ID: Not applicable. :
EPA Test Method: EPA Method 9 of 40 CFR 60, App. { CDM: EPA Method 9 Opacity
A | surveys were conducted.
EPA Test Method Frequency: Not applicable. Continuous | Comment: Visible emissions are also

in compliance using Ecology Method
SA.
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Permit; 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Combustion Unit with Opacity Limit Less Than 20%

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

60, App. A.Vendor documentation or fuel analysis once
per year.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: See Section 2.7, Tier 1.
Required Records: 1. Amount and type of fuel burned.
2. Vendor documentation or fuel analysis once per year.
Required Records:

Requirement Compliance Determination Method
Status
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions 1o prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any :
other operation that is a source of fugitive emissions. i CDM: N/A.
| Model ID: Not applicable. : Comment: Emissions passing
i EPA Test Method: Not specified. Not | through a stack are not sources of
1 EPA Test Method Frequency: Not applicable. Applicable { fugitive emissions [WAC 173-400-
1 Periodic Monitoring: Pre-job planning to determine 030(38)] or fugitive dust [WAC 173-
i reasonable control measures. These requirements do 400-030(37)].
not apply to emissions that pass through a stack,
chimney, vent, or other functienally equivalent
opening.
Required Records:
i Condition: Fugitive Dust: Requires reasonable
| precautions be taken to prevent fugitive dust from
: becoming airborne and to minimize dust generation.
i Model ID: Not applicable. CDM: N/A.
i EPA Test Method: Not specified. Comment: Emissions passing
| EPA Test Method Frequency: Not applicable. Not through a stack are not sources of
i Periodic Monitoring: Pre-job planning to determine Applicable fugitive emissions [WAC 173-400-
i Teasonable control measures. These requirements do 030(38)] or fugitive dust [WAC 173-
; not apply to emissions that pass through a stack, 400-030(37)].
chimney, vent, or other functionally equivalent
opening.
Required Records:
Condition: Reasonably available control technology
(RACT). ' CDM: Permit terms are considered
Model ID: Not applicable. RACT. Complied with all NOC
EPA Test Method: Not specified. Continuous | approval conditions for this emission
EPA Test Method Frequency: Not applicable. point.
Periodic Monitoring: Permit terms considered RACT. Comment:
Required Records:
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
. o :
e e combiton s COM: Vendor docmenation i
consecutive minutes. thaf] fuel oil delivered contaqu <
Model ID: Not applicable. 0.5 A: S. Model | shows that diesel
EPA Test Method: EPA Method 6 or 6C of 40 CFR Continuous | C1511¢8 2200 Hp or less can not

exceed the 1000 ppm SO2 standard
when using fuel with 8 concentration
< 0.5%.

Comment:
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J-CWC 001
Page in AOP: 1-030

Permit: DEGONWP-002 Issue Date: 06-30-00 Date In AQP: 07-02-01
NOC: Central Waste Complex

Compliance

Compliznce Determination Method
Stalus

Requirement

Condition: No visible emisstons shall be allowed
beyond the property line.

Model ID: Not applicable.

EPA Test Method: Not specified. Continuous CDM: Annuai walkdown
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Operator observations per
Section 2.1, Tier 1. Frequency: At least annually,
Required Records: Operating log.

Condition: Any modification to any equipment or
operating procedures, contrary to information in the
NOC application, shall be reported to Ecology at least
sixty (60) days before such modification. Such
modification may require a new, or amended, NOC
approval Order. ' Not CDM: N/A
Model ID: Not applicable. | Applicable Comment: No modifications have
EPA Test Methed: Not specified. PP { been made.

EPA Test Method Frequency: Not applicable. ;
Periodic Monitoring: Recordkeeping Frequency: sixty
{60 days before any modification.

Required Records: Records of any equipment or
procedure modifications.

Condition: A new/modified NOC will be required, if
lotal emissions of toxic air pollutants exceed the Small
Quantity Emission Rates, unless dispersion modeling
demonstrates that emissions would continue to result in
concentrations less than the ASILs. Results of any such
modeling demonstrations/calculations will be on file at
the facility and made available upen inspection. Not CDM: N/A

Model ID: Not applicable. Apolicable Comment: not required during
EPA Test Method: Not specified. pp reporting period

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Analyze total emissions 1o
determine if an ASIL will be exceeded. Frequency: Not |
applicable (conservative worst case calculations were
performed in the original NOC application).

. Required Records: Results of analyses.

()
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Requirement Cogltziince Compliance Determination Method
Condition: An annual assessment of SWITS shall be
i conducted to document compliance that ne monitoring
| and/or sampling systems are needed. This assessment
will be reported annually beginning as part of the
; Calendar Year 1999 nonradioactive inventory of
airborne emissions. . CDM: Annual compliance evaluation
Continuous

Model ID: Not applicable.

i EPA Test Method: Not specified.

: EPA Test Method Frequency: Annually.

i Periodic Monitoring: Conduct an assessment of

{ SWITS data and publish results. Frequency: Annually.
i Required Records: Analysis of SWITS data.

Comment:

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01
NOC: AOP Non-combustion Unit with Opacity Requirement in AOP Table 1.6

Requirement

Compliance
Status

Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

Continuous

CDM:

Comment: Containers are not opened
at the CWC during normal operations.
Activities involving soil disturbance
utilize dust suppression, as necessary.

Condition: 1000 ppm SO2 at 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
conseculive minutes,

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier2: Annually
certify the process has not been modified to increase
S02 emissions and no SO2 monitoring is required.
Required Records:

Continuous

CDM:
Comment: The process has not been
modified to increase SO2 emissions.
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Requirement Compliance Compliance Determination Method
Status
1 Condition: Fugitive Dust: Requires reasonable
i precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation. CDM:
Model ID: Not applicable. Comn.lent' Activities involving sotl
EPA Test Method: Not specified. Continuous disturbance': utilize dust suppression
EPA Test Method Frequency: Not applicable. as necessaty P ’
Periodic Monitoring: Pre-job planning to determine |
reasonable control measures.
Required Records:
Condition: Reasonably available control technotogy
(RACT).
Model ID: Not applicable. CDM:
EPA Test Method: Not specified. Continuous | Comment: Permit terms considered

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
Required Records:

RACT.

P-241U107-001, P-2418102-001, P-2418112-001
Page in AOP; 1-056

Permit: DEO3NWP-001 Issue Date: 03-12-03 Date In AOP: 03-31-04

NOC Con_sl_r_uc;ion and O_pe_ra_tion of the_ 2_4_1-_S-_10_2, 2_4_15—1 12, 2_41-U-107 Waste Retrieval System.

Requirement C01Snt[;i1uasnce Compliance Determination Method
Condition: TOTAL EMISSION LIMITS A new NOC
also is required if total emissions of criteria pollutants CTald .
would exceed the WAC 173-400-110 thresholds. | CDM: Flefd Iterviews.
Model ID: Not applicable. | Comment: Retrieval operations took
EPA Test Method: Not specified. Continuous place in 2006 at 241-5-102 and 241-

S-112 single shell tanks. No retrieval
EPA Test Method Frequency: At least once per . K ol
calendar year, if NOC is used operations took place at‘tank U-107
. - . . . ' i during the reporting period.

Periodic Monitoring: Recordkeeping and calculations. ;
Required Records: Calculations of criteria pollutants.
Condition: GENERAL REQUIREMENTS 1 CDM: N/A
Notification will be made ten (10) days prior to | Comment: Ecology and WDOH have
initiating waste retrieval operations covered by this i determined that licensee need not
Order. Not 1 certify compliance with conditions
Model ID: Not applicable. Applicable i that convey a right, are a historical

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.
Required Records: Notification documentation.

{ summary or fact, that pertain to

i actions to be completed in the future,
{ or that pertain to actions required of
| the agency.
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Requirement Compliance Compliance Determination Method
_ Staius

Condition: GENERAL REQUIREMENTS An updated | e . )
schedule of installation and operation activities will be CDM'IFleld TIerviews. dUpdated
made available upon request. schedules are maintained. .
Model ID: Not applicable. _ Comment: Retrieval operations took
EPA Test Method: Not specified. Continuous | place in 2006 at 241-5-102 and ?41—
EPA Test Method Frequency: Not applicabl S-112 single shell tanks. No retrieval

e 0 o€ Mrequency: ol applicable. operations took piace at tank U-107
Periodic Monitoring: Recordkeeping durine th ’ iod
Required Records: Copy of updated schedule. uring the reporiing pertod.
Condition: EMISSION CONTROLS The portable
exhausters may be used 1o control emissions. If the
exhauster is in use, exhaust will be monitored for VOCs |
and ammonia until levels rise and fall off, or until the CDM: Field interviews
dome space VOC and ammonia concentrations are Comr;len t: Retricval op;era tions took
;f::iig:; ir:;r)nllmum levels (at which point the levels Contintons place in' 2006 at 241-S-102 and 2 41
Model ID: Not applicable. S-112 -smglc shell tanks. No retrieval
EPA Test Method: Not specified. gpe-ratut)ll:s took place al.ta(;lk u-107
EPA Test Method Frequency: Not applicable. uring {he reporting period.
Periodic Monitoring: Recordkeeping.
Required Records: Portable exhauster exhaust
monitoring records for ammonia and VOCs.
Condition: EMISSION CONTROLS The controls
established under the site specific and generat Health
and Safety Plans, as they apply to minimizing the
instantaneous mass emission rate from the tank, are CDM: Field interviews.
hereby made part of this approval order. A list and Comment: Retrieval operations took
description of these controls shall be provided to Continuous place in 2006 at 241-5-102 and 241-
Ecology upon request. S-112 single shell tanks. No retrieval
Model 1D: Not applicable. operations took place at tank U-107
EPA Test Method: Not specified. during the reporting period.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.
Required Records: List and description of controls.
Condition: EMISSION CONTROL MONITORS
Although all contaminant emissions are estimated
below their respective small quantity emission rates
(SQERS) or below their acceptable source impact
levels (ASILs), during waste retrieval, the following
sampling and monitoring will take place to verify T . . .
emissions estimates and to ensure emission limits are EDM Field }:tgwnev;rs and industrial
not exceeded: Volatile Organic Compounds (VOCs), C):)glile ;:3?1;{1;:2:5;; :;I)lérations took
ammonia, and other air toxic levels, to include NDMA Continuous | place in 2006 at 241-S-102 and 241-

as necessary, will be monitored in accordance with the
industrial hygiene worker safety program and site
specific IH Monitoring Plan and this order. A plan for
monitoring shall be submitted to Ecology upon request.
Model ID: Not applicable.

EPA Test Method: Not specified,

EPA Test Method Frequency; Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: IH Monitoring Plan.

S-112 single shell tanks. No retrieval
operations took place at tank U-107
during the reporting neriod.
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Requirement

Compliance
Status

Compliance Determination Method

Condition: EMISSION CONTROL MONITORS

Although all contaminant emissions are estimated
below their respective small quantity emission rates
{SQERS) or below their acceptable source impact
levels (ASILs), during waste retrieval, the following
sampling and monitoring will take place to verify
emissions estimates and to ensure emission limits are

i not exceeded: A grab sample will be drawn and

analyzed for nitrosamines (N nitrosodimethylamine and
related compounds) from the sampling port of the
exhauster stack on each of the three tanks to be
retrieved. Samples will be drawn within 15 minutes
after the first start of an exhauster, approximately two
hours after the first start of waste retrieval and again
when approximately half of the waste has been
transferred. This analysis is in addition to the list of
compounds presented under item (C.) below. This
sampling and analysis shall be functionally equivalent
with standard EPA method 154, including all Quality
Assurance and Quality Control (QA/QC) protocols. The
TH sampling and analysis plan (including a QAAQC
plan) shall be provided to Ecology.

Model ID: Not applicable.

EPA Test Method: EPA Method 1 5A or functionally
equivalent method.

EPA Test Method Frequency: 1. 15 minutes after the
first start of an exhauster 2. Approximately two hours
after the first start of waste retrieval 3. When
approximately half of the waste has been transferred.
Periodic Monitoring: Recordkeeping.

Required Records: Resuits of sample analyses.

Continuous

CDM: Field interviews and industrial
hygiene monitoring and sample
analysis plans.

Comment: Retrieval operations took
place in 2006 at 241-8-102 and 241-
S-112 single shell tanks. No retrieval
operations took place at tank U-107
during the reporting period.
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Requirement

Compliance
Status

Compliance Determination Method

i Condition: EMISSION CONTROL MONITORS
Although all contaminant emissions are estimated
below their respective small quantity emission rates
(SQERS) or below their acceptable source impact
levels (ASILs), during waste retrieval, the following
sampling and monitoring will take place to verify
emissions estimates and to ensure emission limits are
not exceeded: Additional Suma sampling will be
performed in accordance with the IH sampling plan to
obtain a representative sample of standard target
compounds. However, any spikes detected during
analysis that are not on the target compound list will be
noted and analyzed for if warranted. This sampling and
analysis shall be functienally equivalent with standard
EPA method 15A, including all Quality Assurance and
Quality Control (QA/QC) protocols. The TH sampling
and analysis plan (including a QA/QC plan) shall be
provided to Ecology.

Madel ID: Not applicable.

EPA Test Method: EPA Method 15A or functionally
equivalent method.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping,

Required Records: 1. Suma sampling results. 2. IH
sampling and analysis plan.

Continuous

CDM: Field interviews and industrial
hygiene monitoring and sample
analysis plans.

Comment: Retrieval operations took

i place in 2006 at 241-8-102 and 241-
1 8-112 single shell tanks. No retrieval
| operations took place at tank U-107

{ during the reporting period.

Condition: EMISSION CONTROL MONITORS
Although all contaminant emissions are estimated
below their respective small quantity enission rates
{SQERS) or below their acceptable source impact
levels (ASILs), during waste retrieval, the following
sampling and monitoring will take place to verify
emissions estimates and to ensure emission limits are
not exceeded: If the exhauster is not operated at all
during the reirieval operation, alternative sampling and
analysis methods to determine maximum emissions will
be established under the IH Monitoring Plan. A
sampling and analysis plan (inciuding a QA/QC plan)

1 shall be provided to Ecology upon request. The

i permittee will provide an alternative plan for measuring
1 toxic emissions if the exhauster is not operated during

i retrieval. Ecology reserves the right to request a

i modification to this plan.

i Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Recordkeeping.

Required Records: Alternative plan for measuring
toxic emissions, if portable exhauster is not used.

Continuous

CDM: Industrial hygiene monitoring
and sample analysis plans.
Comment: Retrieval operations took
place in 2006 at 241-S-102 and 241-
S-112 single shell tanks. No retrieval
operations took place at tank U-107
during the reporting period.
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Permit: 00-05-006 Issue Date; 07-02-01 Date In AOP: (7-02-01

NOC: Non-combustion Unit w1th HEPA _

DOE/RL-2007-04, Rev. 0
06/2007

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Requirement Status Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall |
take reasonable precautions to prevent the release of air |
. . . . . . CDM: N/A
contaminants from any emissions unit engaging in .
X . . . Comment: Emissions that pass
materials handling, construction, demolition, or any
. ) e o through a stack are not sources of
other operation that is a source of fugitive emissions. . .
- Not i fugitive emissions per WAC 173-400-
Model ID: Not applicable. Aopli : o
. . pplicable | 030(38) or fugitive dust per WAC
i EPA Test Method: Not specified. _ .
. 1 173-400-030(37). No retrieval
EPA Test Method Freguency: Not applicable. X .
— o . . . i operations took place at U-107 during
i Periodic Monitoring: Pre-job planning to determine . . .
- the reporting period.
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
. . CDM: N/A
precautions be taken to prevent fugitive dust from I )
. . ... . Comment: Emissions that pass
becoming airborne and to minimize dust generation.
. through a stack are not sources of
Model ID: Not applicable. " .
. Not fugitive emissions per WAC 173-400-
EPA Test Method: Not specified. . -
. Applicable (30(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. )
I - . . . 173-400-030(37). No retrieval
Periodic Monitoring: Pre-job planning to determine . .
operations took place at U-107 during
reasonable control measures. the reporting period
Required Records: p g penad.
Condition: Reasonably available control technology CDM: Field interviews. Permit terms
(RACT}. are considered RACT.
Maedel ID: Not applicable. Comment: Retrieval operations took
EPA Test Method: Not specified. Continuous | place in 2006 at 241-8-102 and 241-
EPA Test Method Frequency: Not applicable. §-112 single shell tanks. No retrieval
Periodic Monitoring: Permit terms considered RACT. | operations took place at tank U-107
Required Recerds: ' during the reporting period.
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any |
1 hour of an air contaminant from any emissions unit or ;
within a regsonable distance of the emission unit except | CDM: Abatement control technology
for scheduled soot blowing/grate cleaning or due to ' | was maintained as required in AOP
documented water. i Attachment 2, Revision H page 927
Moeodel ID: Not applicable. Continuous | for 296-P-44 at 241-5-102 retrieval

| and page 776 for 296-P-43 at 241-S-
112,
{ Comment: None
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Page in AOP: 1-060

Permit: 60—05-006 Issue Date: (07-02-01 Date In AOP: (7-02-01
NOC: AOP Table 1.6 Non-combustion Emission Units Opacity Requirements

06/2007
Requirement Compliance Compliance Determination Method
Status
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry | :
basis, corrected to 7% oxygen for combustion sources, i CDM: Ecology has determined that
and based on the average of any period of 60 | this emission unit does not emit
consecutive minutes. | significant levels of SO2. The process
Model 1D: Not applicabie. Continuous has not been modified to increase SO2
i EPA Test Method: EPA Method 6 or 6C of 40 CFR i emissions.
160, App. A. 1 Comment: No retrieval operations
i EPA Test Method Frequency: Not applicable, i took place at U-107 during the
Periodic Monitoring: Section 2.7, Tier 2: Annually i reporting period.
i certify the process has not been modified to increase '
502 emissions and no SO2 monitoring is required.
Required Records:
P-2706T 001

Requirement Cmsnt]; It:lasnce Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any

. : . P CDM: N/A
other operation that is a source of fugitive emissions. o .

. Not Comment: Emissions passing

Model ID: Not applicable. Applicable | through a stack are not sources of
EPA Test Method: Not specified. o’ fu iti%e emissions or fugitive dust
EPA Test Method Frequency: Not applicable. & & '
Periodic Menitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne apd to minimize dust generation. CDM: N/A
Model ID: Nol applicable. Not Comment: Emissions passing
EPA Test Method: Not specified. Applicable | through a stack are not sources of

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.

Required Records:

fugitive emissions or fugitive dust.
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EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
SO2 emissions and no SO2 monitoring is required.

06/2007
Requirement Cogphance Compliance Determination Method
. tatus
Condition: Reasonably available control technology
(RACT). CDM: Permit terms are considered
{ Model ID; Not applicable. RACT. Complied with all NOC
{ EPA Test Method: Not specified. Continuous  § approval conditions for this emission
EPA Test Method Frequency: Not applicable. {umt.
i Periodic Monitoring: Permit terms considered RACT. i Comment:
Required Records: '
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources, _
and based on the average of any period of 60 CDM: Ecology determined this
consecutive minutes. emission unit does not emit
Model ID: Not applicable. Cont; significant levels of SO2. The process
ontmuous

has not been modified to increase SO2
emissions.
Comment:
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Permit: DEOINWP-002 1Issue Date: 09-17-01 Date In AOP: 03-31-04 Obsolete Date: 06-29-06

NOC: T Plant Complex, Toxic Air Emissions

Requirement

Compliance
Status

Compliance Determination Method

Condition: Total Emission Limits A. The activities
described in the Notice of Construction applicatiop will
be permitted without additional control technologies

i required, provided that the total emissions from all

| activities will not result in exceedance of WAC 173-

1 460 ASILs. B, A new Notice of Construction will be
required, if tolal emissions of toxic air pollutants
exceed the Small Quantity Emission Rates, uniess

dispersion modeling demonstrates that emissions would |
continue to result in concentrations less than the ASILs. |

Results of any such dispersion modeling
demonstrations/calculations will be maintained on file
in the T Plant Complex Regulatory File and made
available upon inspection. C. A new NOC also is
required if total emissions of criteria pollutants would
exceed the WAC 173-400-110 thresholds.

Model ID: Not applicable.

EPA Test Methed: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Analyze each proposed changed
10 determine if emissions would exceed an ASIL or
NSR threshold.

Required Records: Results of analyses.

Continuous

{ CDM: No changes occurred during

the reporting period.
Comment:

i Condition: General Requirements An annual

1 assessment of SWITS shall be conducted to document
compliance thal no monitoring and/or sampling systems
are needed. This assessment will be reported annually
beginning as part of the Calendar Year 2001 non-
radioactive inventory of airborne emissions.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Annually.

Periodic Monitoring; Conduct an assessment of
SWITS data and publish results.

Required Records: Analysis of SWITS data.

Continuous

CDM: Records review.

1 Comment: Emissions assessment

{ maintained on file at the facility and
{ actual annual emission from the

i facility are reported in the annual

emissions inventory report pursuant to
WAC 173-400-105.
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06/2007

Requirement

Compliance
Status

Compliance Determination Method

| Condition: Emission Control Monitors A. No sampling
is required for non-radioactive air emissions because all |
contaminant emissions are below their respective small :

quantity emission raies. B. However, organic vapor
analyzers (OV As), or other similar instruments for
detecting fugitive organic emissions, as part of
Hanfords Industrial Hygiene program to monitor

worker exposure, will be used to monitor for VOCs. C,

The data obtained in the course of monitoring worker
exposure will be used by the Permittee as an
administrative control measure to verify the VOC
emissions do not exceed criteria set forth in Hanford's
Industrial Hygiene Program for the chemical of concern
during the work day.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: A. Not applicable B. & C.
Recordkeeping.

Required Records: Worker Exposure records.

Continuous

{ CDM: Records review.

{ Comment: Industrial Hygiene

i Program monitoring records

i maintained on file and are available
| for agency inspection.

Condition: General Conditions A, Visible Emissions:
No visible emissions shall be allowed beyond the
property line.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2, Tier 3.

Required Records: Maintenance records.

Continuous

| CDM: Maintained abatement control
1 technology as required.
Comment:

P-291Z2001-001
Page in AOP: 1-062

Permit: 00-05-006 Issue Date: 07-02-01 Date In AQP: 07-02-01

NOC: Non-combustion Unit with HEPA

Requirement Coglphaflce Compliance Determination Method
tatus
i Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contar‘nmams fr'om any emissions unit engagmg m CDM: N/A
materials handling, construction, demolition, or any .. .
. : o o Comment: Emissions passing
other operation that is a source of fugitive emissions.
. Not i through a stack are not sources of
: Model ID: Not applicable. ) . " p
. Applicable fugitive emissions [WAC 173-400-
i EPA Test Method; Not specified. L
. 030(37)] or tugitive dust [WAC 173-
EPA Test Method Frequency: Not applicable. 400-030(36)
Periodic Monitoring: Pre-job planning to determine : )
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable Not CDM: N/A
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EPA Test Methed: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Menitering: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
802 emissions and no SO2 monitoring is required.
Required Records:

06/2007
Reguirement Compliance Compliance Determination Method
Status
precautions be taken to prevent fugitive dust from Applicable Comment: Emissions passing
becoming airborne and to minimize dust generation, through a stack are not sources of
Model ID: Not applicable. fugitive emissions [WAC 173-400-
EPA Test Method: Not specified. 030(37)] or fugitive dust [WAC 173-
EPA Test Method Frequency: Not applicable. 400-030(36).
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: Reasonably available control technology
{(RACT). CDM: Permit terms are considered
i Model ID: Not applicable. RACT. Complied with all NOC
i EPA Test Method: Not specified. Continuous | approval conditions for this emission
1 EPA Test Method Frequency: Not applicable. point.
i Periodic Monitoring: Permit terms considered RACT. Comment:
i Required Records:
Condition: 20% Opacity: Prohibits visible emissions
i exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or |
within a reasonable distance of the emission unit except
gor scheduled soot blowing/grate cleaning or due to | CDM: Abatement control technology
ocumented water. : o o
Model ID: Not applicable. Contin | was maintained as required in AOP
pp HOUS 1 Attachment 2 page H-0050.
EPA Test Method: EPA Method 9. | Comment: ’
{ EPA Test Method Frequency: Not applicable. ; '
Periodic Monitoring: Section 2.1, Tier 3: Maintain
i abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.
i Required Records:
| Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Ecology determined this
consecutive minutes. emission unit does not emit
Model ID: Not applicable, . significant levels of SO2. The process
Conltinuous

has not been modified to increase SO2
emissions.
Comment:
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P-296P028-001
Page in AOP; 1-022

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

DOE/RL-2007-04, Rev. 0

06/2007

basis, corrected to 7% oxygen for combustion sources,

Requirement Cogll[; ltll?sm'e Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air CDM: N/A
contaminants from any emissions unit engaging in Coml;len t: Emissions that pass
materials handiing, construction, demolition, or any through a s.tack are not sources of
other operation that is a source of fugitive emissions. Not fugitive emissions per WAC 173-400-
114‘:‘.;’:"}:3ﬁ:’t‘h":)p;’,lf]ﬁ':beci e Applicable | 030(38) or fugitive dust per WAC
! ; . 173-400-030(37). This emission unit
EPA Test Method Frequency: Not applicable. did not operate durine the reportin
Periodic Monitoring: Pre-job planning to determine od P g P &
reasonable control measures. pefiod.
Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken 1o prevent fugitive dust from Comn.len t: Emissions that pass
becoming airbome apd to minimize dust generation. through a s-tack are not sources of
:I;:e,;‘;g'ﬁgh?ﬁlﬁﬁlj ecified Not fugitive emissions per WAC 173-400-
: P ’ . Applicable | 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did not operate dl'xrin the reortin
reasonable control measures. iod P & P g
Required Records: period.
Condition: Reasonably avaiiable control technology
{(RACT). CDM: N/A
Model 1D: Not applicable. Not Comment: There are no permit terms
EPA Test Method: Not specified. _ Applicable for this emission unit. This emission
EPA Test Method Frequency: Not applicable. pp unit did not operate during the
Periodic Monitoring: Permit terms considered RACT. reporting period.
Required Records:
Condition; 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water. Not CDM: N/A
Model 1ID: Not applicable. Applicable Comment: This emission unit did not
EPA Test Method: EPA Method 9. PP | operate during the reporting period.
EPA Test Method Frequency: Not applicable, |
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.
Required Records:
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis: { CDM: Ecology has determined that
Prohibits emission of a gas containing sulfur dioxide Not i this emission unit does not emit
| from any emissions unit in excess of 1000 ppm of adry | Applicable | significant levels of SO2. The process

has not been modified to increase SO2
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06/2007
Requirement Compliance Compliance Determination Method
Status
and based on the average of any period of 60 emissions.
consecutive minutes. Comment: This emission unit did not
Madel ID: Not applicable. operate during the reporting peried.
EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
SO2 emissions and no SO2 monitoring is required.
Required Records:
P-2965Y-001

Page in AOP: 1-022

Permit; 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Non-combustion Unit with HEPA

Compliance

Requirement g 1 Compliance Determination Method
tatus :
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air | ]
contaminants from any emissions unit engaging in : CDM: N/A
materials handling, construction, demolition, or any _ Comn.len t: Emissions that pass
other operation that i.s a source of fugitive emissions. Not : through a s tack are not sourrc):es of
Efze}:g'n]:;):th(ilﬁl:l:éeciﬁe . Applicable | fugitive emissions per WAC 173-400-
EPA Test Method Fre . N ¢ apolicabl 030(38) or fugttive dust per WAC
o vhod Frequency: ot appiucable. 173-400-030(37).
Periodic Menitoring: Pre-job planning to determine
reasonable control measures,.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from CDM: N/A
becoming airborne apd to minimize dust generation. Comn-len t: Emissions that pass
rl?:e":‘::)t.l\l:ghaf;-l;ﬁl:ﬁeci fed Not through a stack are not sources of
EPA Test Metho d.Fre . N‘ { applicabl Applicable fugitive emissions per WAC 173-400-
o proC frequency: Kol appheapie. 030(38) or fugitive dust per WAC
Periodic Monitoring: Pre-job planning to determine 173-400-030(37)
reasonable control measures. )
Required Records:
Condition: Reasonably available control technology
(RACT).
Meodel 1D: Not applicable. Not CDM: N/A
EPA Test Method: Not specified. Aoplicabl Comment: There are no permit terms
EPA Test Method Frequency: Not applicable. PPUCADIE 1 for this emission unit.
Periodic Monitoring: Permit terms considered RACT.
Required Records:
Condition: 20% Opacity: Prohibits visible emissions Conti CDM: Abatement control technology
ontimuous

| exceeding 20% opacity for more than 3 minutes in any

was maintained as required in AOP
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Requirement

Compliance
Status

Compliance Determination Method

1 hour of an air contaminant from any emissions unit or -
{ within a reasonable distance of the emission unit except |
; for scheduled soot blowing/grate cleaning or due to
i documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

i Attachment 2, page 2-129 SY-B train
{and 2-139 SY-A frain.
{ Comment: None

Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide

from any emissions unit in excess of 1000 ppm of a dry |

basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A,

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2; Annually
certify the process has not been modified to increase
802 emissions and no SO2 monitoring is required.

Continuous

1 CDM: Ecology has determined that

{ this emission unit does not emit

i significant levels of SO2. The process
1 has not been modified to increase 802

emissions.
Comment: None

P-296W004 001
Page in AOP: 1-067

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP;

07-02-01

Model ID: Not applicable,

Requirement Compliance Compliance Determination Method
Status
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials hapdhng, rionstructlon, dem_o'lltlon, or any CDM: N/A
other operation that is a source of fugitive emissions. - .
Model ID: Not applicable Not Comment: Emissions passing
EPA Test Method: Not specified. Applicable ﬁrc;;xi%l; zhgigimpoitgkizr::e?:s (
EPA Test Method Frequency: Not applicable. 8 & ’
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.
i Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from Not Comment: Emissions passing
becoming airborne and to minimize dust generation. Applicable through the WRAP stack are not

fugitive emissions or fugitive dust.
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Requirement

Compliance
Status

Compliance Determination Method

EPA Test Method: Not specified.

: EPA Test Method Frequency: Not applicable.

| Periodic Monitoring: Pre-job planning to determine
i reasonable control measures.

i Required Records:

i Condition: Reasonably available control technology
(RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

Periedic Monitoring: Permit terms considered RACT,

Required Records:

Continuous

{ CDM: Permit terms are considered

| RACT. Complied with all NOC

| approval conditions for this emission
i point.

| Comment:

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Continuous

| CDM: Abatement control technology
{ was maintained as required in AQP

i Attachment 2, page 2-60.

| Comment:

Condition: 1000 ppm 802 @ 7% 02 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide

i from any emissions unit in excess of 1000 ppm of a dry |

| basis, corrected to 7% oxygen for combustion sources,
i and based on the average of any period of 60
consecutive minutes.

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Nol applicable.
Periodic Monitoring: Section 2.7, Tier 2: Amnually
certify the process has not been modified to increase
502 emissions and no SO2 monitoring is required.

{ Required Records:

Continuous

| CDM: Ecology determined this

{ emission unit does not emit

| significant levels of SO2. Process has
1 not been modified to increase SO2

1 emissions.

{ Comment:
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Permit: DEO3NWP-002 Issue Date: 05-21-03 Date In AOP: 03-31-04
NQOC: Nonrad NOC for TAPs Emissions at the WRAP Facility

DOE/RL-2007-04, Rev. 0

06/2007

Requirement

Compliance
Status

Compliance Determination Method

Condition: Total Emission Limits: The processing and |

repackaging activities described in the Notice of
Construction application will be permitted without

requiring additional emission controls, provided that the

emissions form the stack, venting the 100 and 300

Series Waste Process Lines, the 200 and 400 Restrioted |
{ Waste process Lincs, the process area, and the storage

areas are maintained below the tevel described in and
meeting T-BACT (according to WRAP Module 1 Best
Available Control Technology Assessment, WHC-SD-
W026-TI-005, January 1993, Westinghouse Hanford
Company, Richland, Washington).

Model ID: Not applicable.

EPA Test Methed: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Recordkeeping.

Required Records: Documentation implementing T-
BACT.

Coniinuous

1 CDM: Records review.
{ Comment: Emissions assessment
1 maintained on file at the facility and

actual annual emission from the
facility are reported in the annual
cmissions inventory report pursuant 1o
WAC 173-400-105.

Condition: Total Emission Limits: For toxic
compounds not included in the T-BACT analysis, the
emission limits shall be the Small Quantity Emission
Rate (SQER). A modification submittal of a Notice of
Construction (NOC) application will be required if the
SQER limit would be exceeded for compounds not
addressed under the T-BACT assessment. The

calculation/measurement methods described n section 4

below, or other method as approved by Ecology, may
be used to document compliance with the SQER limit.
Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Once every 2 years.
Periodic Monitoring: PID or other device capable of
detecting TAPs measurements.

Required Records: 1. IH Test Plan. 2. Results of
measurements.

Continuous

CDM: Records review.

Comment: Calculation/measurement
methods performed under Section 4
maintained on file and are available
for agency inspection.
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Requirement

Compliance
Status

Compliance Determination Method

Condition: An internal annual assessment of the
facility container tracking system, such as SWITS of
the data management system (DMS), shall be
conducted by the facility to document/verify de
minimus emissions from the source. This assessment
will be maintained on file, made available for Ecology
inspector requests, and compiled into emission
estimates that will be reported annually beginning as
part of the Calendar Year 2003 nonradioactive
inventory of airborne emissions.

Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Annually.

Periodic Monitoring: Recordkeeping; Comparison to
; threshold.

i Required Records: 1. Throughput records, SWITs

i query evaluation if > 1,000 drums. 2. Nonradioactive
air emissions inventory report required by WAC 173-
400-105.

Continuous

CDM: Records review.

Comment: Emissions assessment
maintained on file at the facility and
actual annual emission from the
facility are reported in the annual
emissions mventory report pursuant 1o

{ WAC 173-400-105.

Condition: Emission Controls Monitors: Source data
from an Organic Vapor Analyzer using a
Photoionization detector (PID) with at least an 11.7eV
lamp, or other device capable of detecting TAPs, was
conducted by the facility in providing verification of de
minimus ( i.e., parts per million levels) fugitive
i emissions in the drum storage and NDE/NDA areas.
The results of source test information, conducted on or
at the source(s) locations in lieu of downstream at the
stack, have been provided to the permit writer under
separate cover. This information had been determined
to satisfy the previous approval order condition for this
source in performing one-time monitoring to
demonstrate TAP emissions are below the estimates
provided in the NOC application and T-BACT analysis
for the drum storage and DNE/NDA areas. As such, no
additional sampling or monitoring will be required
under this approval order. The facility will continue to
perform at least once every two years, and make
available upon request or inspection, results from any
Industrial Hygiene program measurements to further
demonstrate compliance with limits contained herein.
The test plan for conducting these measurements shall
also be maintained on file and made available upon
request and/or inspection by Ecology.
Moeodel ID: Not applicable.
EPA Test Method: Not specified.
EPA Test Method Frequency: Once every two years.
Periodic Menitoring: IH Program measurements as
specified in NOC, including alternative methods.
Required Records: Test plan. Measurement results.

Continuous

CDM: Records review.

Comment: Industrial Hygiene Test
Plan is performed at least every 2
years, maintained on file, and
available for agency inspection.
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$-2965021-001
Page in AOP: 1-078

Permit; Letter - 7/13/92  1ssue Date: 07-13-92 Date In AQP: 07-02-01

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

Requirement Compliance Determination Method
Status

Condition: Any toxic air release must be below

detection limits.

Maodel ID: Not applicable. g?M- ::;A No monitoring is required

EPA Test Method: Not specified. Not be "‘r"'; ot c(;n i c% 1 rfg; o

EPA Test Method Frequency: Not applicable. Applicable Yo ucted b

Periodic Monitoring: No monitoring required beyond
initial test.
Required Records: None.

start up {reference Letter 93-RPD-074
dated 12/10/91).

Permit: 00-05-006
NOC: Non_-g:_o;:r_;];u_stion Unit with HEPA ,

Issue Date: 07-02-01 Date In AQP: 07-02-01

exceeding 20% opacity for more than 3 minutes in any

Requirement Status Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in CDM: N/A
materials handling, construction, demolition, or any Cnml;lent' Emissions that bass
other operation that is a source of fugitive emissions. Not through a s-tack are not sourr::es of
Eﬁ’:e}:::ﬁ:t‘ha;’;’_'ﬁ:?:ﬁi fod Applicable | fugitive cmissions per WAC 173-400-
EPA Test Metho d.Fre . N t aoplicabl 030(38) or fugitive dust per WAC
I thod requency: Not appheabie. 173-400-030(37).
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable CDM: N/A
precautions be taken to prevent fugitive dust from Comn'len t Emissions that pass
becoming airborne apd to minimize dust generation. | throu oh a s.tack are not sourrc):es of
E;’:";:gﬁ;’t‘h?;’}ﬁzged o Not fugitive emissions per WAC 173-400-
: N . Applicable 030(38) or fugitive dust per WAC
EPA Test Method Frequency: Not applicable. 173-400-030(37). This emission unit
Periodic Monitoring: Pre-job planning to determine did not N d. - i
reasonable control measures. 1d not operale during te reporting
Required Records: period.
Condition: Reasonably available control technology CDM: Field interviews. Permit terms
(RACT). are considered RACT.
i Model ID: Not applicable. Not Comment: This permit term is an
i EPA Test Method: Not specified. Applicabl approval order term and condition that
EPA Test Method Frequency: Not applicable. _ pplicabic has become irrelevant because it was
Periodic Monitoring: Permit terms considered RACT. completed at th= time of initial testing
Required Records: ' of the emission unit.
Condition: 20% Opacity: Prohibits visible emissions Conti CDM: Abatement control technology
ontinuous

| was maintained as required in AOP
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Requirement

Compliance
Status

Compliance Determination Method

1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

{ EPA Test Method: EPA Method 9.

i EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement controt technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Attachment 2, Revision H page 27.
| Comment: None

Condition: 1000 ppm 502 @ 7% O2 on a dry basis:

i Prohibits emission of a gas containing sulfur dioxide

i from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.7, Tier 2: Annually
certify the process has not been modified to increase
SO2 emissions and no SO2 monitoring is required.

| Required Records:

Not
Applicable

1 CDM: Ecology has determined that
 this emission unit does not emit

1 significant levels of SO2. The process
| has not been modified to increase SO2
| emissions.

{ Comment: None
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331C-01-V (EP-305B-02V) Gas Cylinder Management Process
Page in AOP: 1-044

Permit: DESSNWP-003 Issue Date: 09-01-98 Date In AQP: 07-02-01

NOC: 305-B AOP Table 1.6

Requirement

Compliance
Status

Compliance Determination Method

Condition: GCMP Release Limits: The maximum total |

quantity of residuals that are allowed to be released
under this Order per calendar year will not exceed two

| (2) tons/year. This shall include no more than one (1)

ton/year of Class I and Class II ozone-depleting
substances.

Model ID: 6.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Operator recording of release
information. Frequency: for each release.

Required Records: Daily volumes and concentrations
emitted from each cylinder and operator signature.

Not
Applicable

CDM: Records Review / Personnel
Interview

Comment: No gas cylinder residuals
were exhausted in 331C during the
review period.

Condition: GCMP Release Limits; The above release
limits and the ASILs shall not be exceeded until a
revised NOC application is submitted to Ecology and
approved by Ecology.

Model ID: 6.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Applicable if triggered.
Required Records: 1. Chemical inventory if use rates
are unavailable. 2. Volumes and concentrations in each
cylinder. 3. Waste handling rates. 4, Chemical use rate.
5. Chemical inventory if use rates are unavailable.

Not
Applicable

; CDM: Records Review / Personnel

Interview

Comment: No gas cylinder residuals
were exhausted in 331C during the
review period.

Condition: Total Building Emission Limits: GCMP
process and emission controls, building research and

waste handling projects and supporting operations, and |

building equipment additions and changes, including

emission control systems, can be made to accommodate |

changing research and support requirements without

filing a new Notice of Construction, providing the total
emissions meet the ASILs and WAC 173-400-110 NSR

thresholds.

Model ID: 7A and 7B.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping Frequency: For
each release.

Required Records: Results of analyses.

Continuous

{ CDM: Records Review

| Comment: No requests were made to
i perform additional research or waste

{ handling projects.
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Condition: Total Building Emission Limits: A new
NOC will be required if total building emissions of
toxic air pollutants exceed the Small Quantity Emission
1 Rates, unless a T-Screen analysis is run that shows that
| emissions would result in concentrations less than

i ASILs. Results of these analyses will be maintained on
i file at PNNL for inspection,

| Model ID: 6, 7A & 7B.

i EPA Test Method: Not specified.

1 EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Applicable if triggered.
Required Records: 1. Chemical inventory if use rates
are unavailable 2. Volumes and concentrations in each

cylinder 3. Waste handling rates 4. Chemical use rate 5. |

i Chemical inventory if use rates are unavailable.

Continuous

CDM: Records Review
Comment: A new NOC was not
required during this review period.

Condition: Total Building Emission Limits: A new
NOC will be required if total buiiding emissions of

criteria pollutants would exceed the WAC 173-400-110

thresholds.

{ Model ID: 6, & 7A.

! EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

1 Periodic Monitering: Applicable if triggered.
Required Records: 1. Chemical inventory if use rates
are unavailable 2. Volumes and concentrations in each

cylinder 3. Waste handling rates 4. Chemical use rate 5. |

Chemical inventory if use rates are unavailable.

Continuous

CDM: Records Review
Comment: A new NOC was not
required during this review period.

Condition: Monitoring and Recordkeeping: Specific

i records shall be kept on-site by the permittee and made

i available for inspection by Ecology upon request. The
i records shall be organized in a readily accessible

| manner and cover a minimum of the most recent 60-

i month period.

{ Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping.

Required Records: 1. Logbook identifying individual
cylinders. 2. Logbook identifying contents of the
cylinders 3. The amount of residuals 4. The date and
rate of release 5. Any other information pertaining to
said release.

Continuous

CDM: Records Review

Comment: GCMP release rates,
volumes, & chemical concentrations
and any other information associated
with each release are recorded in the
331C Facility RIDS, Section T04.8.

Condition: Should any of the emissions become
subject to 40 Code of Federal Regulations (CFR)
264/265 Subparts AA, those emisstons would be
regulated under those parts and are then exempt from

WAC 173-460. In that event, those exempted emissions

would be excluded from ASIL and threshold
evaluations.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Applicable if triggered.
Required Records:

Not
Applicable

CDM: N/A

Comment: There have been no
emissions from 331C subject to
40CFR 264/265 Subpari: AA
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Condition: General Conditions: Visible emissions - No
visible emissions shall be allowed beyond the property
line, as determined by opacity readings when
warranted.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Frequency: At least

| once per quarter, or as prescribed for Tier2.

j Periodic Monitoring: Section 2.1, Tier 2.

Continuous

CDM: Records Review

Comment: There were no visible
emissions. Visible emissions surveys
were performed as directed in Section
2.1, Tier 2. The requiremenits of the
procedure for reducing visible
emission survey frequencies were
met. Observations are now only
required when visible emissions are

noticed or expected.

Permit: AOP 00-05-006 Issue Date: 07-01-02 Date In AOP: 07-01-02
NOC: 305B AOP General Conditions, Table 1.6 Page 1-19

basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60

Requirement COISn[[; ?lz;nce Compliance Determination Method
| Condition: Fugitive Emissions: The permittee shall : -CDM: Venﬁ_ed requirement was
X . | incorporated into the Job Planning
take reasonable precautions to prevent the release of air _ .
. . . . o | Package requirements of the
contaminants from any emissions unit engaging in ] AT
- ) . L { administrative procedure ADM-016
materials handling, construction, demolition, or any : . . ;
. : o - { Facility and Operations Maintenance
other operation that is a source of fugitive emissions. . )
. . i Work Control Procedure Rev. No: 13,
Model ID: Not applicable. Continuous . i
. Effective Date: 5/22/06.
EPA Test Method: Not specified. Comment: Emissions that pass
EPA Test Method Frequency: Not applicable. ) p
- e . . . . through a stack are not sources of
Periodic Monitoring: Pre-job planning to determine fugit .. WAC 173-40
reasonable control measures per Section 2.3 gitive emissions [ -400-
Required Records: ' 030(38)] or fugitive dust [WAC 173-
cquired Records: 400-030(37)].
CDM: Verified requirement was
. . . incorporated into the Job Planning
Condition: Fugitive Dust: Requires reasonable .
. - Package requirements of the
precautions be taken to prevent fugitive dust from Lo
. C . . administrative procedure ADM-016
becoming airborne and to mintmize dust generation. 0 . .
. Facility and Operations Maintenance
Model ID: Not applicable. )
. . Work Contro! Procedure Rev. No: 13,
EPA Test Method: Not specified. Continuous . .
. Effective Date: 5/22/06.
EPA Test Method Frequeney: Not applicable. -~
oo o . . . Comment: Emissions that pass
Periodic Monitoring: Pre-job planning to determine ’
- through a stack are not sources of
reasonable control measures per Section 2.3 . N
Required Records: fugitive emissions [WAC 173-400-
1 ' 030(38)] or fugitive dust [WAC 173-
400-030(371].
Condition: Reasonably available control technology
(RACT).
Model ID: Not applicable. CDM: Permit terms considered
EPA Test Method: Not specified. Continuous | RACT.
EPA Test Method Frequency: Not applicable. _ Comment:
Periodic Monitoring: Permit terms considered RACT. |
Required Records: '
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis CDM: Records Review
Prohibits emission of a gas containing sulfur dioxide Comment: Ecology has determined,
from any emissions unit in excess of 1000 ppmofadry ; Continvous | based on process knowledge that this

emission unit does not emit
significant levels of SO2. It was
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Requirement

Compliance
Status

Compliance Determination Method

i consecutive minutes,

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Section 2.7, Tier 2. (Ecology has :

determined, determined based on process knowledge,
that these emission units do not emit significant levels
of 02, The permitiee shall certify that the processes
have not been modified to increase SO2 emissions, and
no SO2 monitoring is required.)

Required Records:

verified through project and facility
| modification reviews that SO2
1 emissions did not increase.

E-1000 001
Page in AOP: 1-021

Permit; 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Ecology General Combustion General Opacity

Requirement

Compliance
Status

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Visible emission survey.

. Frequency: At least once per calendar quarter, if

i operated.

{ Required Records:

Continuous

CDM: EPA Method 9 surveys
conducted (see CCN 132708).
Comment: Visible emissions are aiso

in compliance using Ecology Method
9A.

{ Condition: 1000 ppm 502 (@ 7% O2 on a dry basis:
i Prohibits emission of a gas containing sulfur dioxide

| from any emissions unit in excess of 1000 ppm of a dry |

i basis, corrected to 7% oxygen for combustion sources,
i and based on the average of any period of 60

; consecutive minutes.

1 Model ID: Not applicable.

i EPA Test Method: EPA Method 6 or 6C of 40 CFR
160, App. A.

{ EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: See Section 2.7, Tier 1.

i Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Continuous

{ CDM: Vendor documentation verifies
| fuel oil delivered contained

| Comment: No fuel was purchased in

| calendar year 2006.

Condition: Reasonably available control technology

Not
Applicable

| CDM: N/A
{ Comment; There are no NOC
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Requirement Corszgtllfl:ce Compliance Determination Method
Model 1D: Not applicable. approval conditions for this emission
EPA Test Method: Not specified. point.
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT, |
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation. CDM: N/A
Model ID: Not applicable. Comment: Emissions passing
EPA Test Method: Not specified. Not through a stack are not sources of
EPA Test Method Frequency: Not applicable. Applicable  : fugitive emissions [WAC 173-400-
Periodic Monitoring: Emissions that pass through a 1 030(38)] or fugitive dust [WAC 173-
stack are not sources of fugitive emissions [WAC 173- | 400-030(37)].
400-030(32)] or fugitive dust [WAC 173-400-030(31)]. |
Required Records:
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any CDM: N/A
other operation that is a source of fugitive emissions. Comment: Emissions passing
Model ID: Not applicable. Not through a stack are not sources of
EPA Test Methed: Not specified. Applicable fugitive emissions [WAC 173-400-

EPA Test Method Frequency: Not aﬁplicable.
Periodic Monitoring: Emissions that pass through a

| stack are not sources of fugitive emissions [WAC 173-
1 400-030(32)] or fugitive dust [WAC 173-400-030(31)].

Required Records:

030(38)] or fugitive dust [WAC 173-
400-030(37)].
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E-1450 001
Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP; 07-02-01

NOC: Ecology General Combustion General Opacity

DOE/RL-2007-04, Rev. 0
06/2007

Compliance

Periodic Monitoring: Emissions that pass through a
stack are nol sources of fugitive emissions [WAC 173-

400-030(32)] or fugitive dust [WAC 173-400-030(31)].

Required Records:

Requirement SLatus Compliance Determination Method
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
i within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to CDM: EPA Method 9 surveys
i documented water. conducted (see CCN 132708).
Model ID: Not applicable. Continuous | Comment; Visible emissions are also
EPA Test Method: EPA Method 9. in compliance using Ecology Method
EPA Test Method Frequency: Not applicable, 9A.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if
operated.
Required Records:
Condition: 1000 ppm 302 @ 7% O2 on a dry basis:
Prohibits emmssion of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 j
consecutive. minutes. { CDM: Vendor documentation verifies
Model ID: Not applicable. Continuous | fuel oil delivered contained <0.5%.
EPA Test Method: EPA Method 6 or 6C of 40 CFR Comment: No fuel was purchased in
60, App. A. calendar year 2006.
EPA Test Method Frequency: Not applicable.
i Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel bumed 2. Vendor
{ documentation or fuel analysis once per year,
| Required Records:
{ Condition: Reasonably available control technology
(RACT). . CDM: N/A
Madel ID: Not applicable.
. Not Comment: There are no NOC
EPA Test Method: Not specified. Applicable approval conditions for this emission
EPA Test Method Frequency: Not applicable. PP PP
Periodic Monitoring: Permit terms considered RACT. point.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airbome and to minimize dust generation. | CDM: N/A
Model ID: Not applicable. { Comment: Emissions passing
EPA Test Method: Not specified. Not | through a stack are not sources of
EPA Test Method Frequency: Not applicable. Applicable | fugitive emissions [WAC 173-400-

| 030(38)] or fugitive dust [WAC 173-
1 400-030(37)].
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Page in AOP: 1-021

Permit: 00-05-006 1Issue Date: 07-02-01 Date In AOP; 07-02-01

06/2007
Requirement CorSnphance Compliance Determination Method
tatus
: Condition: Fugitive Emissions: The permittee shall
| take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any CDM: N/A
other operation that is a source of fugitive emissions. Comment: Emissions passing
Model ID: Not applicable. Not through a stack are not sources of
EPA Test Method: Not specitied. Applicable fugitive emissions [WAC 173-400-
EPA Test Methed Frequency: Not applicable. 030(38)] or fugitive dust [WAC 173-
Periodic Monitoring: Emissions that pass through a 400-030(37)].
stack are not sources of fugitive emissions {WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)).
Required Records: '
E-900 001

Requirement

Compliance
Status

Compliance Determination Method

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Meodel ID: Not applicable.

{ EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Visible emission survey.

1 Frequency: At least once per calendar quarter, if

{ operated.

Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

| Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide

i from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Maeodel 1D: Not applicable,

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

Condition: Reasonably available control technology

Not

CDM: N/A
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Requirement

Compliance
Status

Compliance Determination Method

(RACT).

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

Periodic Monitering: Permit terms considered RACT.

Required Records:

Applicable

Comment: Emission unit did not
operate,

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Maodel ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

| Periodic Monitoring: Emissions that pass through a

| stack are not sources of fugitive emissions [WAC 173-

400-030(32)] or fugitive dust [WAC 173-400-030(31)]. |

| Required Records:

Not
Applicable

{ CDM: N/A
| Comment: Emission unit did not
i operate.

| Condition: Fugitive Emissions: The permittee shall

| take reasonable precautions to prevent the release of air
i contaminants from any emissions unit engaging in

1 materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.

: Model 1D: Not applicable.

i EPA Test Method: Not specified.

| EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Emissions that pass through a

i stack are not sources of fugitive emissions [WAC 173-
i 400-030(32)] or fugitive dust [WAC 173-400-030(31)).
i Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.
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E-900 002
Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP; 07-02-01

NOC: Ecology General Combustion General Opacity

DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

Conditien: 20% Opacity: Prohibits visible emissions
exceedmng 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if
operated.

Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

Condition: 1000 ppm SO2 @ 7% 02 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
conseculive minulies,

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor

| documentation or fuel analysis once per year,
Required Records:

Not
Applicable

| operate.

CDM: N/A
Comment; Emission unit did not

1 Condition: Reasonably available control technology
| (RACT).

| Model 1D: Not applicable.

{ EPA Test Method: Not specified.

Required Records:

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.

Not
Applicable

| CDM: N/A
1 Comment: Emission unit did not

operate,

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].

Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate,
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Requirement

Compliance
Status

Compliance Determination Method

Condition: Fugitive Emissions: The permittee shall

take reasonable precautions to prevent the release of air

contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any
other operation that is a source of fugitive emissions.
Maodel 1D: Not applicable.

i EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

E-900 003
Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AQP: 07-02-01

Requirement

Compliance
Status

Compliance Determination Method

i Condition: 20% Opacity: Prohibits visible emissions

i exceeding 20% opacity for more than 3 minutes in any
i 1 hour of an air contaminant from any emissions unit or

within a reasonable distance of the emission unit except |

i for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if
operated.

Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60
consecutive minutes.

Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

EPA Test Methaod Frequency: Not applicable.
Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

Condition: Reasonably available control technology

Not

| CDM: N/A
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Requirement

Compliance
Status

Compliance Determination Method

| (RACT).

Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
Required Records:

Applicable

Comment: Emission unit did not
operate.

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and 10 minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)}.
Required Records:

Not
Applicable

i operate.

CDM: N/A
Comment: Emission unit did not

Condition: Fugitive Emissions: The permittee shall

take reasonable precautions to prevent the release of air |

contaminants from any emissions unit engaging in
materials handling, constructien, demolition, or any
other operation that is a source of fugitive emissions.
Model ID: Not applicable.

EPA Test Method: Not specified.

; EPA Test Method Frequency: Not applicable.

Periodic Monitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

Not
Applicable

CDM: N/A
Comment: Emission unit did not
operate.

Emergency Diesel Generators

Page in AOP: 1-036

Permit: DEO2NWP-001 Issue Date: 01-15-02 Date In AOP; 03-31-04

NOC:; Emergency Diesel Generators

Requirement

Compliance

Status

Compliance Determination Method

i Condition: Emissions Control SOx emissions will be

controlled through use of #2 Diesel Fuel with a sulfur
content within the range of 0.2% to 0.5%.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Per fuel shipment.
Periodic Monitoring: Recordkeeping.

Required Records: Vendor documentation or fuel
analysis showing sulfur content less than 0.5%.

Continuous

CDM: Fuel invoices for #2 diesel fuel
1 (

| Comment:

Condition; Tolal Emission Limits A. The activities

described in the Notice of Construction application will ;

Continuous

1 CDM: No changes in fuel usage and

operating hours occurred in 2006
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Requirement

Compliance
Status

Compliance Determination Method

be permitted without additional control technologies
required, provided that the total emissions from all
activities will not result in accidence of WAC 173-460
ASILs. B. A new Notice of Construction will be
required, if total emissions of toxic air pollutants
exceed the Small Quantity Emission Rates, unless
dispersion modeling demonstrates that emissions would
continue to result in concentrations less than the ASILs.
Results of any such dispersion modeling
demonstrations/calculations will be maintained on file
and made available upon inspection. C. A new NOC
also is required if total emissions of criteria pollutants
would exceed the WAC 173-400-1 10 thresholds.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Analyze each proposed change
to determine if emissions would exceed an ASIL or
NSR threshold,

Required Records: Results of analyses.

warranting additional demonstration
ASILs were not exceeded.
Comment;

Condition: Monitoring and Recordkeeping Specific _
records shall be kept on-site by the Permittee and made |
available for inspection by Ecology upon request. The
records shall be organized in a readily accessible

manner and cover a minimum of the most recent sixty
(60) month period. The records to be kepi shall include |
the following: A. Maintain records of the hours of
operation. B. Maintain records the amount of fuel
consumed.

Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable,
Periodic Monitoring: Recordkeeping.

Reqguired Records: 1. Hours of operation 2. Fuel
consumption,

Coentinuous

1 CDM: Hours of operation and fuel

1 consumption recorded monthly.

i Records of operation and fuel

i consumption are on file and available
i for review on request.

{ Comment:
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EP-325-01-S Hazardous Waste Treatment Unit
Page in AOP: 1-048

Permit: DE9SNWP-004 JIssue Date; 09-01-98 Date In AQP; 07-02-01

NOC: 325, AOP Table 1.6

emissions would resull in concentrations less than the
ASILs.

Model 1D: 7A and 7B.

EPA Test Method: Not specified.

Requirement Compliance Compliance Determination Method
Status
Condition: HWTU Feed Rate: The process feed rate
shall be limited to a rate that will control the WAC 173-
460 listed Toxic Air Pollutants (TAPs) to meet the '
Acceptable Source Impact Level (ASIL), and in any |
case, not to exceed 8,000 kg of waste per calendar year | CDM: Verification via records
lotal for the HWTU the permittee is proposing under created and maintained under PNNL
this NOC application approval Order. Continuous Administrative Procedure HWTU-
Model 1D: Not applicable. 033, 325 HWTU Chemical Air Permit
EPA Test Method: Not specified. Compliance.
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Recordkeeping. Frequency;
Daily when operating.
Required Records: HWTU daily feed rate (Total and
WAC 173-460 TAPs).
1 CDM: Records Review
{ Comment:; Reviewed records created
| and maintained under HWTU-033,
| 325 HWTU Chemical Air Permit
Condition: Total Building Emission Limits: HWTU i{ Compliance, which indicate each
process and emission controls, building research and | HWTU/SAL treatment process was
waste handling projects and supporling operations, and { evaluated, and emissions were within
building equipment additions and changes, including | the limits established in that
control systems, can be made to accommodate i procedure. Under the PNNL
changing research and support requirements without { Standards Based Management System
filing a new Notice of Construction, providing the total (SBMS) each new research project is
emissions meet the ASILs and WAC 173-400-110 NSR Continuous required to be reviewed via the
thresholds. Electronic Prep & Risk assessment
Model ID: 7A and 7B. process. The reviews are recorded in
EPA Test Method: Not specified. the EPR database. Facility
EPA Test Method Frequency: Not applicable. modifications are reviewed through
Periodic Monitoring: Recordkeeping and emission the FMP/ECN process. Projects with
calculations. Frequency: Each treatment process and potential air emissions were further
i proposed change. analyzed by Effluent Management
i Required Records: Results of analyses. {EM) under the SBMS Airborne
Emission Subject Area to verify that
total facility emissions were within
the ASILs and NSR thresholds. EM
retained the records.
Condition: A new Notice of Construction will be
required if total building emissions of toxic air
n .
plluans sced he Sl Quany Emissen e, || C: Kords Koo
Continuous  § Comment: This condition should be

considered part of the above condition
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Requirement

Compliance
Status

Compliance Determination Method

: EPA Test Method Frequency: Not applicable.

| Periodic Monitoring: Recordkeeping and emission
: caleulations. Frequency: Each proposed change.
Required Records: Resulis of analyses.

Condition: A new Notice of Construction also is

required if total building emissions of criteria pollutants

would exceed the WAC 173-400-110 thresholds.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Applicable if triggered.
Required Records:

Continuous

CDM: Records Review
Comment: This condition should be

i considered part of the above condition

Condition: Monitoring and Recordkeeping: Specific
records shall be kept on-site by the permittee and made
available for inspection by Ecology upon request. The
records shall be organized in a readily accessible
manner and cover a minimum of the most recent 60-
month period.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Recordkeeping and emission

1 calculations.

i Required Records: 1. HWTU unit feed rates for TAPS
; and NSR threshold listed criteria pollutants, 2. HWTU

{ treatment process destruction efficiency data or
engineering estimates. 3. Engineering estimates of the
maximum emissions of reaction products of the HWTU
treatment process. 4. Evaluations of each bench-scale
treatment process or additions or changes not otherwise
exempt.

Continuous

CDM: Records Review

Comment: Verified that the records
created and maintained under HWTU-
033, 325 HWTU Chemical Air Permit

{ Compliance, include the Required

Records. Venfied that the annual
records submitted by HWTU/SAL 10
Effiuent Management were entered
into the Air Chemical Emissions Task
RIDS and will have a 60-month
retention,
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Requirement

Compliance
Status

Compliance Determination Method

Condition: General Conditions: Visible Emissiens -
No visible emissions shall be allowed beyond the
property line, as determined by opacity readings when
warranted.

Model ID: Not applicable,

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: See Section 2.1, Tier 3.
Required Records: Operating log.

Continuous

1 expectations for collection and
! reporting of data: Effluent Sampling
i and Monitoring Support-

CDM: Records Review

Comment: Abatement Control
Technology maintained in accordance
with Section 2.1, Tier 3. Air Balance
personnel are responsible for the
efficiency testing and replacement of
HEPA filters. This testing is
performed in accordance with Air
Balance procedures located on the
F&O web page. Data collected
through support organizations is
coordinated through statements of
work (SOWs) that outline project

Memorandum of Agreement
(performance of stack flow
measurements and maintenance of
equipment) Note: All of these
documents are mainiained on the EM
web page.

Permit: AOP 00-05-006 Issue Date; 07-01-02 Date In AOP: 07-01-02

NOC: 325, AOP General Conditions, Table 1.6 Page 1-19

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable contro] measures per Section 2.3
Required Records:

Reguirement Corsntlzl]tf;\ce Compliance Determination Method
Condition: Fugitive Emissions; The permittee shall .CDM: Venﬁ'ed requirement was
. . incorporated into the Job Planning
take reasonable precautions to prevent the release of air .
. . . Lo Package requirements of the
contaminants from any emissions unit engaging in . - -
. . . L administrative procedure ADM-016
! materials handling, construction, demolition, or any - . .
. . o o Facility and Operations Maintenance
other operation that is a source of fugitive emissions. : ]
. , 1 Work Control Procedure Rev. No: 13,
Model ID: Not applicable. Continuous | . i
. | Effective Date: 5/22/06.
EPA Test Method: Not specified. | Comment: Emissions that pass
EPA Test Method Frequency: Not applicable. } ) P
A - . . . through a stack are not sources of
Periodic Monitoring: Pre-job planning to determine _ . .
. { fugitive emissions [WAC 173-400-
reasonable control measures per Section 2.3 . "
Required Records: 030(38)] or fugitive dust [WAC 173-
q : 400-030(37)].
CDM: Verified requirement was
Condition: Fugitive Dust: Requires reasonable incorporated into the Job Planning
precautions be taken to prevent fugitive dust from Package requirements of the
becoming airborne and to minimize dust generation. administrative procedure ADM-016
Model ID: Not applicable. Facility and Operations Maintenance
EPA Test Method: Not specified. Continuous | Work Control Procedure Rev. No: 13,

Effective Date: 5/22/06.

Comment: Emissions that pass
through a stack are not sources of
fugitive emissions [WAC 173-400-
030(38)] or fugitive dust [WAC 173-

APP A-81



DOE/RL-2007-04, Rev. 0

EPA Test Method Frequency: Not applicable.
Periodic Monitering: Scction 2.7, Tier 2. (Ecology has
determined, determined based on process knowledge,
that these emission units do not emit significant levels
of SO2. The permittee shall certify that the processes

have not been modified to increase SO2 emissions, and |

no SO2 monitoring is required.)
Required Records:

06/2007
Requirement Compliance Compliance Determination Method
Status ;
1 400-030(37)].
Condition: Reasonably available control technology
(RACT). :
Model ID: Not applicabie. { CDM: Permit terms considered
EPA Test Method: Not specified. Continuous | RACT.
EPA Test Method Frequency: Not applicable, { Comment;
Periodic Monitoring: Permit terms considered RACT. ?
Required Records:
Condition: 1000 ppm SO2 @ 7% O2 on a dry basis
Prohibits emission of a gas containing suifur dioxide
from any emissions unit in excess of 1000 ppm of a dry |
i basis, corrected to 7% oxygen for combustion sources, ;
and based on the average of any period of 60 1 CDM: Records Review
| consecutive minutes. { Comment: Ecology has determined,
Model 1D: Not applicable. { based on process knowledge that this
EPA Test Method: Not specified. Continuous i emission unit does not emit

; significant levels of SO2. It was

| verified through project and facility
| modification reviews that SO2

{ emissions did not increase.

EP-329-01-8S Chemical Sciences Laboratory
Page in AOP: 1-051

Permit: NWP95-329/300A Issue Date: 09-18-96 Date In AOP: 07-02-01

NOC: 320 AOP Table 16

Requirement Corsnphancc Compliance Determination Method
tatus

Condition: Opacity 5 %.
Model ID: Not applicable. ; 1 CDM: Records Review
EPA Test Method: EPA Method 9 of 40 CFR Part 60, 1 Comment:; Abatement Control
Appendix A. Continuous | Technology maintained in accordance
EPA Test Method Frequency: Not applicable. { with Section 2.1, Tier 3. Confirmed
Periodic Monitoring: See Section 2.1, Tier 3. this with the Building Engineer.
Required Records:
Condition: VOC 0.8 lb/hr. ;
Model ID: 4B. | CDM: Results of Analyses
EPA Test Method: Not specified. { Comment: Performed calculations
EPA Test Method Frequency: Not applicable. Continuous | according to Model ID 4B, results

Periodic Monitoring: Chemical inventory and usage
records and emission calculations for each change.
Required Records: Results of analyses.

indicate VOC release rate is below the

i NOC limit.
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Permit: AQOP 00-05-006 Issue Date: 07-01-02 Date In AOP: 07-01-02

NOC: 329, AOP General Conditions, Table 1.6 Page 1-19

Requirement Compliance Compliance Determination Method
Status
Condition: Fugitive Emissions: The permittee shall CDM: Verified requirement was
take reasonable precautions to prevent the release of air incorporated into pre-job planning
contaminants from any emissions unit engaging in procedure: Administrative Procedure
materials handling, consiruction, demolition, or any ADM-016 Facility and Operations
other operation that is a source of fugitive emissions. Maintenance Work Control Procedure
Model ID: Not applicable. Continuous  { Rev. No: 12, Effective Date: 1/31/06.
EPA Test Method: Not specified. Comment: Emissions that pass
EPA Test Method Frequency: Not applicable. through a stack are not sources of
Periodic Monitoring: Pre-job planning to determine fugitive emissions [WAC 173-400-
reasonable control measures per Section 2.3 030(38)] or fugitive dust [WAC 173-
Required Records: 400-030(37)).
CDM: Verified requirement was

Condition: Fugitive Dust: Requires reasonable incorporated into pre-job pianning
precautions be taken to prevent fugttive dust from procedure: Administrative Procedure
becoming airborne and to minimize dust generation. ADM-016 Facility and Operations
Model ID: Not applicable. Maintenance Work Control Procedure

{ EPA Test Method: Not specified. Continuous Rev. No: 12, Effective Date: 1/31/06.
EPA Test Method Frequency: Not applicable. { Comment: Emissions that pass
Periodic Monitoring: Pre-job planning to determine i through a stack are not sources of
reasonable control measures per Section 2.3 i fugitive emissions [WAC 173-400-
Required Records: 1 030(38)] or fugitive dust [WAC 173-

400-030(37)].

i Condition: Reasonably available control technology

{(RACT).
Moedel 1D: Not applicable. CDM: Permit terms considered
EPA Test Method: Not specified. Conlinuous  { RACT,
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Permit terms considered RACT.

| Required Records:
Condition: 1000 ppm SO2 (@ 7% O2 on a dry basis
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources,
and based on the average of any period of 60 CDM: Records Review
consecutive minutes, Comment: Ecology has determined,
Maodel ID: Not applicable. based on process knowledge that this
EPA Test Method: Not specified. Continuous emission unit does not emit
EPA Test Method Frequency: Not applicable, significant levels of 8O2. It was
Periodic Monitoring: Section 2.7, Tier 2. (Ecology has | verified through project and facility
determined, determined based on process knowledge, | modification reviews that SO2
that these emission units do not emit significant levels 1 emissions did not increase.
of SO2. The permittee shall certify that the processes :
have not been modified to increase SO2 emissions, and |
no SO2 monitoring is required.) ;
Required Records:
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EP-331-01-V Life Sciences Laboratory 1
Page in AOP: 1-052

Permit: 97NM-147
NOC: 331 AOP Table 1.6

Issue Date: 11-10-97 Date In AQP: 07-02-01

Requirement

Compliance
Status

Compliance Determination Method

Condition: A new Notice of Construction shall be filed
if emissions of toxic air pollutants exceed the pounds
per year Small Quantity Emissions Rates (SQER) of
WAC 173-460-080(2)(e), or il shall be on file at the
331 Building that T-SCREEN was run and that

emissions were less than the Acceptable Source Impact |

Level {(ASIL), in accordance with 173-460-080(2) and
1 (3). Results shall be on file at PNNL for inspection. A
i new Notice of Construction shall be filed if emissions
i of criteria pollutants exceed the following thresholds:

| Carbon Monoxide - 20 tons/year Nitrogen Oxides - 8
tons/year Sulfur dioxide - 8 tons/year Volatile Organic
Compounds - 8 tons/year Particulate matter - 5
tons/year PM-10 - 3 tons/year Lead - 0.12 tons/year.
Model ID: 7A and 7B.

EPA Test Method: Not specified.

EPA Test Method Frequeney: Not applicable.
Periodic Monitoring: Recordkeeping Frequency: For
each change.

| Required Records: Results of analyses.

Continuous

i required to be reviewed via the

| Electronic Prep & Risk assessment

i process. The reviews are recorded in
| the EPR database. Facility changes

{ are required to be reviewed via the

| SBMS Subject Area for Engineering
i Caleulations, Drawings and

CDM: Records Review

Comment: Under the PNNL
Standards Based Management System
(SBMS) each new research project is

Specifications Creating and
Modifying, Projects with potential air
emissions were further reviewed by
Effluent Management (EM) under the
SBMS Airborne Emissions Subject
Area, and the records retained by EM.
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Permit: AOP 00-05-006 Issue Date: 07-01-02 Date In AOP: 07-01-02
NOC: 331, AOP General Conditions, Tabie 1.6 Pape 1-19

()

Requirement Cor;ga?qnce Compliance Determination Method
Condition: Fugitive Emissions: The permittee shall .CDM: Verldﬁgd rec}llulremflz)nt was
take reasonable precautions to prevent the release of air ; incorporated into the Job Planning
. - - o . { Package requirements of the
contaminants from any emissions unit engaging in | administrative procedure ADM-016
{ materials handling, construction, demolition, or any j - proce .
. . . . i Facility and Operations Mainienance
other operation that is a source of fugitive emissions. .
) . Work Conirol Procedure Rev. No: 13,
Model ID: Not applicable. Continuous Effective Date: 5/22/06
EPA Test Method: Not specified. Comment: Err'lissions l‘hat ass
EPA Test Method Frequency: Not applicable. through a s tack are not sourF::es of
Periodic Monitoring: Pre-job planni‘ng to determine fugitive emissions [WAC 173-400-
;::*"l’l‘i";‘:('f;g:;’r‘ﬁs‘f‘eas“’es per Section 2.3 030(38)] or fugitive dust [WAC 173-
9 : 400-030(37)].
CDM: Verified requirement was
Condition: Fugitive Dust: Requires reasonable gl cc;{rporated '.m?nt;; JOI;. tl;lannmg
precautions be taken to prevent fugitive dust from gfn.age rt:tgulre ; 0 Af)M 016
becoming airborne and to minimize dust generation. ar unistrative procedure ALM-
Model ID: Not applicable. f;mkté and Olgeratlc()ins NII{amtegar.lcg
EPA Test Method: Not specified. Continuous | E t;;c tivgrgr;te' ;?;; /(;lﬁr e Rev. No: 13,
EPA Test Method Frequency: Not applicable. : Comment: El’I-liSSiOIlS tilat ass
Periodic Monitoring: Pre-job planning to determine 3 through a s.tack are not sour%es of
reasonable control measures per Section 2.3 fuei ' . WAC 173-400
Required Records: ugitive emissions | )
030(38)] or fugitive dust [WAC 173-
400-030(37)].
Condition: Reasonably available control technology
{RACT).
Model ID: Not applicable. CDM: Permit terms considered
EPA Test Method: Not specified. Continuous | RACT.
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Permit terms considered RACT.
Required Records:
Condition: 20% Opacity Prohibiis visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except :
g(:)rcicmh:ﬁ::gi s;g;blowmg/grate cleaning or due to CDM: Records Review
Model ID: Not applicable. Continuous | Comment: Ab.a tement _control
EPA Test Method: Not specified. j technology maintained in accordance
EPA Test Method Frequency: Not applicable. with Scction 2.1, Tier 3.
Periodic Monitoring: Section 2.1 (Maintain abatement
control technology as required in Attachment 2, Tables
1.1, 1.2 and 2.1 for this emission unit.)
Required Records:
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06/2007
Requirement Cog’:tf:ce Compliance Determination Method

Condition: 1000 ppm SO2 (@ 7% 02 on a dry basis
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry _

. o : ;
basis, corrected to 7% oxygen for cqmbustlon sources, | CDM: Records Review
and based on the average of any period X .
Model 1D: Not applicable Comment: Ecology has determined,
EPA Test Method: Not sl;ecifie d based on process knowledge that this
EPA Test Method Frequency: Not applicable. Continuous cmission unit does not emit

Periodic Monitoring: Section 2.7, Tier 2. {Ecology has
determined, determined based on process knowledge,
that these emission units do not emit significant levels
of SO2. The permittee shall certify that the processes
have not been modified to increase SO2 emissions, and
no SO2 monitoring is required.)

Required Records:

significant levels of SO2. It was
verified through project and facility
modification reviews that SO2
emissions did not increase.
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P-340NTEX-001
Page in AOP: 1-070

Permif: 97NM-137 Issue Date: 05-05-97 Date In AOP: 07-02-01

NOC: Tank Sludge Cleanout

DOE/RL-2007-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

i Condition: Maintain negative pressure of tanks during

solids removal.

Model 1D: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Not applicable.

Required Records: Operations log showing negative

air pressure was maintained during solids removal from
lank.

Not
Applicable

CDM: N/A

{ Comment: No solids removal
1 activities were conducted during CY
1 2005

Condition: Implement temporary pollution controls
during removal of solids and equipment from tanks.
Temporary pollution controls implemented during
solids removal will consist of temporary barriers
installed between the tank access port and the
surrounding area. Temporary pollution controls
implemented during removal of equipment will consist
of plastic sleeving to provide a barrier between the
equipment and the surrounding work area and the
environment.

Model ID: Not applicable.

EPA Test Method: Not specitied.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicable.

Required Records: Operations log showing
appropriate temporary pollution control was in place
during solids removal and equipment removal.

Not
Applicable

CDM: N/A
Comment: No solids removal

activities were conducted during CY
2005

Condition: Control particulates with a prefilier and two |
banks of HEPAs. HEPAs are to be in-place tested to |
demonstrate removal efficiency of 99.95% for
particulates with a 0.3 micron median diameter.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable. :
Periodic Monitoring: Not applicable. .
Required Records: 1. Inspection records. 2. HEPA test

results.

Continuous

CDM: Annual Aerosol test.
Comment:

(3
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Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Non-combustion Unit with HEPA

DOE/RL-2007-04, Rev. 0
06/2007

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Section 2.1, Tier 3: Maintain
abatement control technology as required in
Attachment 2, Tables 1.1, 1.2, and 2.1.

Required Records:

Requirement Compliance Compliance Determination Method
Status :
1 Condition: Fugitive Emissions: The permittee shall
i take reasonable precautions to prevent the release of air |
contaminants from any emissions unit engaging in ;
. . . . CDM: N/A
materials handling, construction, demolition, or any ..
. . - - i Comment: Emissions that pass
other operation that is a source of fugitive emissions.
. Not through a stack are not sources of
Madel ID: Not applicable. . " e
. Applicable | fugitive emissions [WAC 173-400-
EPA Test Method: Not specified. .
. 030(37)] or fugitive dust [WAC 173-
EPA Test Method Frequency: Not applicable. 400-030(36)]
Periadic Monitoring: Pre-job planning to determine ) '
reasonable control measures.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
. . oL . CDM:
becoming airborne and to minimize dust generation. -
! Comment: Emissions that pass
Model ID: Not applicable.
. Not through a stack are not sources of
EPA Test Method: Not specified. ) .. P
R . Applicable fugitive emissions [WAC 173-400-
EPA Test Method Frequency: Not applicable. -
i o . . . . 030(37)] or fugitive dust [WAC 173-
Periodic Monitoring: Pre-job pianning to determine
400-030(36)).
reasonable control measures.
Required Records:
Condition: Reasonably available control technology CDM: Permit terms are considered
| (RACT). RACT. Complied with all NOC
i Model ID: Not applicable. approval conditions for this emission
{ EPA Test Method: Not specified. Continuous | point.
; EPA Test Method Frequency: Not applicable. ] Comment: There are no NOC
i Periodic Monitoring: Permit terms considered RACT. | approval conditions for this emission
Required Records: | point.
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
gor scheduled soot blowing/grate cleaning or due to ! CDM: Abatement control technology
ocumented waler. as maintained as required in AOP
Model ID: Not applicable. Continuous | 4

Attachment 2.
Comment;
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Requirement Corsnl}:l}tfsnce Compliance Determination Method
Condition: 1000 ppm 502 @ 7% O2 on a dry basis:
Prohibits emission of a gas containing sulfur dioxide
from any emissions unit in excess of 1000 ppm of a dry
basis, corrected to 7% oxygen for combustion sources, CDM: For non-combustion units
and based on the average of any period of 60 Ecol i has d ined that thi ’
consecutive minutes. cology has gtermme at this
o 1: ot il No | me s
EPA Test Method: EPA Method 6 or 6C of 40 CFR Applicable h & b dified - aep )
60, App. A. as nqt een medified to increase SO
EPA Test Method Frequency: Not applicable. :Zmolr:lr?:;f
Periodic Monitoring: Section 2.7, Tier 2: Annually '
certify the process has not been modified to increase
802 emissions and no SO2 monitoring is required.
Required Records:

E-4250 001

Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AOP: 07-02-01

NOC: Ecology General Combustion General Opacity

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A,

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel bumed 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Requirement Compliance Compliance Determination Method
Status
Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
i within a reasonable distance of the emission unit except .. ..
. . CDM: Visible emission surveys were
for scheduled soot blowing/grate cleaning or due to
conducted once per calendar quarter
: documented water. .
. . as required for each quarter that the
Maedel ID: Not applicable. Continuous unit was operated. No visible
| EPA Test Method: EPA Method 9. e o
i EPA Test Method Frequency: Nol applicable. Comment: ’
i Periodic Monitoring: Visible emission survey. ’
Frequency: At least once per calendar quarter, if
| operated.
Required Records:
Ceondition: 1000 ppm SO2 @ 7% 02 on a dry basis: { CDM: The sulfur content of the diesel
Prohibits emission of a gas containing sulfur dioxide i storage tank was 0.17% based on an
from any emissions unit in excess of 1000 ppm of a dry i October 2003 sample. No diesel fuel
basis, corrected to 7% oxygen for combustion sources, | has been added since that date. Using
and based on the average of any period of 60 i the maximum fuel combustion rate for
consecutive minutes. | the turbine generator of 297 gallons
Model ID: Not applicable. Continuous | P" hour and a 0.5% sulfur fuel, the

| stoichiometric calculations results in a
i maximum concentration of 227 ppm
| for SO2, well below the 1000 ppm

standard. As long as the fuel has a

i sulfur concentration less than or equal

to 0.5%, it is impossible for this unit

i 1o exceed the 1,000 ppm SO2
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EPA Test Method Frequency: Not applicable,
Periodic Monitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173-

400-030(32)] or fugitive dust [WAC 173-400-030(31)]. |

Required Records:

06/2007
Requirement Cogllgltluasnce Compliance Determination Method
standard, This unit burned 19,446
gallons of fuel oil during this period.
Comment:
Condition: Reasonably available control technology
(RACT). CDM: N/A
Maodel ID: Not applicable. Not Comment: Permit terms are
EPA Test Method: Not specified. Applicabl considered RACT. There are no NOC
EPA Test Method Frequency: Not applicable. pphicable approval conditions for this emission
Periodic Menitoring: Permit terms considered RACT. unit.
Required Records:
Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
| becoming airborne and to minimize dust generation. CDM: N/A
i Model ID: Not applicable. Comment: Emissions that pass
EPA Test Method: Not specified. Not through a stack are not sources of
i EPA Test Method Frequency: Not applicable, Applicable fugitive emissions [WAC 173-400-
Periodic Monitoring: Emissions that pass through a 030(37N)] or fugitive dust [WAC 173-
stack are not sources of fugitive emissions [WAC 173- 400-030(36)].
400-030(32)] or fugitive dust fWAC 173-400-030(31)]. :
Required Records:
Condition: Fugitive Emissions: The permittee shall
take reasonable precautions to prevent the release of air
1 contaminants from any emissions unit engaging in
materials handling, construction, demolition, or any CDM: N/A
other operation that is a source of fugitive emissions, Comment: Emissions that pass
Model ID: Not applicable. Not through a stack are not sources of
EPA Test Method: Not specified. Applicable | fugitive emissions [WAC 173-400-

1 030(37)] or fugitive dust [WAC 173-
i 400-030(36)].
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E-WSCF 001
Page in AOP: 1-021

Permit: 00-05-006 Issue Date: 07-02-01 Date In AQOP: 07-02-01

NOC: Ecology General Combustion General Opacity

DOE/RL-2007-04, Rev. 0

06/2007

Requirement

Compliance
Status

Compliance Determination Method

Condition: 20% Opacity: Prohibits visible emissions
exceeding 20% opacity for more than 3 minutes in any
1 hour of an air contaminant from any emissions unit or
within a reasonable distance of the emission unit except
for scheduled soot blowing/grate cleaning or due to
documented water.

Model ID: Not applicable.

EPA Test Method: EPA Method 9.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Visible emission survey.
Frequency: At least once per calendar quarter, if
operated,

Required Records:

Continuous

CDM: Visible emission surveys
conducted once per calendar quarter
as required. No visible emissions
observed.

Comment:

Condition: 1000 ppm SO2 @ 7% O2 on a dry basis:

Prohibits emission of a gas containing sulfur dioxide _
from any emissions unit in excess of 1000 ppm of a dry |
basis, corrected 10 7% oxygen for combustion sources, |

i and based on the average of any period of 60

consecutive minutes.

{ Model ID: Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A.

i EPA Test Method Frequency: Not applicable,

Periodic Monitoring: See Section 2.7, Tier 1.
Required Records: 1. fuel burned 2. Vendor
documentation or fuel analysis once per year.
Required Records:

Continuous

CDM: Vendor documentation verifies
fuel o1l delivered contained <0.5%.
Comment:

Condition; Reasonably available control technology
{RACT).

Model ID: Not applicabte.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
Required Records:

Not
Applicable

CDM: N/A

Comment: Permit terms are
considered RACT. There are no NOC
approval conditions for this emission
point.

Condition: Fugitive Dust: Requires reasonable
precautions be taken to prevent fugitive dust from
becoming airborne and to minimize dust generation.
Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable,
Periodic Menitoring: Emissions that pass through a
stack are not sources of fugitive emissions [WAC 173- |
400-030(32)] or fugitive dust [WAC 173-400-030(31)]."
Required Records:

Not
Applicable

CDM: N/A

| Comment: Emissions passing
| through a stack are not sources of
| fugitive emissicns or fugitive dust.
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Compliance

i Compliance Determination Method
Status ;

Requirement

Condition: Fugitive Emissions: The permittee shall

take reasonable precautions to prevent the release of air
contaminants from any emissions unit engaging in '
materials handling, construction, demolition, or any _
other operation that is a source of fugitive emissions. i CDM; N/A

Model ID: Not applicable. 1 Not { Comment: Emissions passing
EPA Test Method: Not specified. i Applicable through a stack are not sources of
EPA Test Method Frequeney: Not applicable. : i fugitive emissions or fugitive dust.
Periodic Monitoring: Emissions that pass througha |
stack are not sources of fugitive emissions [WAC 173- |
400-030(32)] or fugitive dust [WAC 173-400-030(31)].
Required Records:

Hanford Site Asbestos Landfiil
Page in AOP: 1-082

Permit: 00-05-006 and Significant Modification {8/9/02) Issue Date; 07-02-01 Date In AOP: 07-02-01
NOC: AOP Table 1.7 Miscellaneous Emission Units - Asbestos Landfill

Reguiremeni Compliance Compliance Determination Method
Status
CDM: Quarterly inspections made o
Condition: Cover asbestos-containing waste with at verify integrity of cover.
least 60 centimeter of compacted nonasbestos- Comment: Waste was originally
conlaining material, and maintain to prevent exposure. 1 covered with at least 60 centimeters of
Model ID: Not applicable. Continuous soil. The landfill is visually inspected
EPA Test Method: Not specified. quarterly to verify cover material
EPA Test Method Frequency: Not applicable. integrity and to ensure cover material
i Periodic Monitoring: is maintained to prevent exposure,
Required Records: Hanford Site Asbestos Landfill is
- inactive.
Condition: Notify in writing at least 45 days prior to
excavation. If construction will begin on a date other
than the one in the original notice, notice of the new
date must be provided at least 10 working days in
advance. {1) Notice shall contain starting and
{ completion dates. (2) Notice shall contain reason for
. . . . CDM: N/A.
| disturbing the waste. (3} Notice shall contain .
: o . . Comment: Requirement was not
procedures to be used to control emissions. (4) Notice Continuous . .
: : . . triggered. Hanford Site Asbestos
i shall contain a location for any temporary storage site C
_ . . Landfill is inactive.
and the final disposal site.
| Model ID: Not applicable.
1 EPA Test Method: Not specified.
i EPA Test Method Frequency: Not applicable.
Periodic Monitoring:
Required Records:

APP A-92



e

DOE/RL-2007-04, Rev. 0

EPA Test Methed Frequency: Not applicable.
Periodic Monitoring: The process has not been
modified to increase $02 emissions.

Required Records:

06/2007
Requirement Cox;;;l{i?snce Compliance Determination Method
i Condition: WAC 173-400-040(3)(a) : Fugitive ;
i Emissions: The permittee shall take reasonable 1 CDM: N/A.
precautions to prevent the release of air contaminants | Comment: Section 2.3 of the
i from any emissions unit engaging in materials { "Compliance and Periodic Monitoring
| handling, construction, demolition, or any other | Provisions" requires "All construction
| operation that is a source of fugitive emissions. Confinuous projects will address fugitive
Madel ID: Not applicable. { emtssions and fugitive dust control
i EPA Test Method: Not specified. i during prejob planning and job safety
i EPA Test Method Frequency: Not applicable. analysis”. There was no construction
; Periodic Monitoring: Pre-job planning to determine at the landfill. Hanford Site Asbestos
reasonable control measures. Landfill is inactive.
Required Records:
Condition: WAC 173-400-040(8)(a): Fugitive Dust: CDM: N/A.
Requires reasonable precautions be taken to prevent Comment: Section 2.3 of the
fugitive dust from becoming airborne and to minimize "Compliance and Periodic Monitoring
dust generation. Provisions" requires "All construction
Model ID: Not applicable. Continuous projects will address fugitive
EPA Test Method: Not specified. emissions and fugitive dust control
EPA Test Method Frequency: Not applicable. during prejob planning and job safety
Periodic Monitoring: Pre-job planning 1o determine analysis”. There was no construction
reasonable control measures, at the landfill. Hanford Site Asbestos
Required Records: Landfill is inactive.
Condition: WAC 173-400-040 st para : Reasonably
available control technology (RACT). CDM: N/A.
Madel ID: Not applicable. Not Comment: There are no NOC
EPA Test Method: Not specified. Applicabl approval conditions for this emission
EPA Test Method Frequency: Not applicable. : pplicable point, Hanford Site Asbestos Landfill
Periodic Monitoring: Permit terms considered RACT. 1s Inactive,
Required Records:
Condition: WAC 173-400-040(1): (Visible emissions
from 8/9/02) Permittee is considered to be in CDM: No complaints forwarded to or
comptliance if no complaints are forwarded 10 or generated by Ecology as specified in
generated by Ecology. AQP Attachment 1, Table 1.7 during
Model ID: Not applicabie. Continuous | the reporting period.
EPA Test Method: Not specified. Comment: This is based on the fact
EPA Test Method Frequency: Not applicable. DOE received no complaints from
Periodic Monitoring: Not applicable. Ecology.
Required Records:
Condition: WAC 173-400-040(6): Monitor per AOP
Attachment 1, Section 2.7, Tier 2. CDM: Ecology determined this
Model ID: Not applicable. emission unit does not emit
EPA Test Method: Not specified. Continuous significant levels of SO2. Process not

modified to increase SO2 emissions.
Comment; Hanford Site Asbestos
Landfill is inactive.
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Permit: 00-05-006 and Significant Modification (8/9/02) Issue Date: 07-02-01 Date In AOP: 07-01-02
NOC: AOP Table 1.7 Miscellaneous Emission Units - Gas Distribution

compliance if no complaints are forwarded to or
generated by Ecology.

Reqguirement COIST; ILLaSnce Compliance Determination Method
Condition: WAC 173-400-040(3)(a): Fugitive
Emissions: The permittee shall take reasonable
precautions to prevent the release of air contaminants

| from any emissions unit engaging in materials

] handhpg, consFructlon. demolltlpp, or any pther CDM: Required use of drop tubes and

i operation that is a source of fugitive emissions. , )

| Model ID: Not applicable. Continuous  § vapor recovery equipment,

EPA Test Method: Not specified. Comment:
EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: WAC 173-400-040(8){a): Fugitive Dust:
Requires reasonable precautions be taken to prevent
fugitive dust from becoming airborne and to minimize
dust generation. .
Model ID: Not applicable. Not r?(:)rrl:ltl l(?u:;;:?r: g:gif;:?;inlgnder
EPA Test Method: Not specified. Applicable Commerf)t' & '
EPA Test Method Frequency: Not applicable. )
Periodic Menitoring: Pre-job planning to determine
reasonable control measures.
Required Records:
Condition: WAC 173-400-040 1st para: Reasonably
available control tec!mology (RACT). CDM: N/A
Model ID: Not applicable.
. Not Comment: There are no NOC
EPA Test Method: Not specified. Applicable | approval conditions for tnis emission
EPA Test Method Frequency: Not applicable. _ PP glijnt !

| Periodic Monitoring: Permit terms considered RACT. | pont.

i Required Records:

i Condition: WAC 173-491-040(4)(d) The owner or

1 operator shall not permit the loading of gasoline into a _

1 storage tank equipped with vapor balance fittings fro a . . .
transport tank equipped with vapor balance fittings § SchhéR: t;ng;?:liﬁctea;isgg 18
unless the vapor balance systern is attached to the | operated proverl wﬁen loadin
transport tank and operated satisfactorily. Continuous | °P i property tank gh
Model ID: Not applicable. j gasolme Inlo a slorage wit
EPA Test Method: Not specified. \(f:ag)l(')‘rnl::::]ce fittings.

EPA Test Method Frequency: Not applicable. )

Periodic Monitoring: Not applicable.

Required Records:

Condition; WAC 173-400-040(1): (Visible emissions . ,

from 8/9/02.) Permittee is considered to be in Coni CDM: No complaints forwarded or
ontinuous | generated by Ecology.

Comment:
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EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Not applicable.
Required Records:

06/2007
Requirement Cog‘ltzltﬁlsnce Compliance Determination Method
Maodel ID: Not applicable.
EPA Test Method: Not specified.
EPA Test Method Freguency: Not applicable.
Periodic Monitoring: Not applicable.
Required Records:
Condition; WAC 173-400-040(6): Monitor per AOP
ﬁ;?;?g}ﬁgtsgcuﬁza%; » Tier 2. CDM: This emission unit is not a
EPA T t-M th pé). Not - fied significant source of SO2 emissions.
est Viethact ot specified. . Continuous | It has not been modified to increase
EPA Test Method Frequency: Not applicable. 302
Periodic Monitoring: The process has not been : Comment:
modified to increase SO2 emissions. i :
Required Records:
Condition: WAC 173-491-040(4)(b): All gasoline
storage tanks shall be equipped with submerged or
bottom fill kines and fittings to vapor balance gasoline et .
1 vapors with the delivery transport tank. ggmén\;:';a] ";:Ere‘fl:;;m by
Model ID: Not applicable. Continuous Comment: DI:) tubes. art of
EPA Test Method: Not specified. i) ins:tallat‘:on P
EPA Test Method Frequency: Not applicable. J ;
Periodic Monitoring: Not applicable.
Required Records:
Condition: WAC 173-491-040(6)(d): Recordkeeping.
Model ID: Not applicable. CDM: Records on file at RH Smith
EPA Test Method: Not specified. Continuous corporate office.

Comment: Transport trucks certified
by fuel terminal annually.
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ESPC Boilers
Page in AOP: 1-015

Permit: 9/NM-138 Issue Date: 06-06-97 Date In AQOP: 07-02-01

NOC: 200/300 Area Steam Replacement

DOE/RL-2G07-04, Rev. 0
06/2007

Requirement

Compliance
Status

Compliance Determination Method

i Condition: Steam generating units < SmmBTU/hr:
WAC 173-400-040(1) 20% Opacity: Prohibits visible
emissions exceeding 20% opacity for more than 3
minutes in any 1 hour of an air contaminant from any
emissions unit or within a reasonable distance of the
emission unit except for scheduled soot blowing/grate
cleaning or due to documented water

Moedel ID: Not applicable.

EPA Test Method: Method: Ecology 9A

EPA Test Method Frequency: Frequency: Not
Applicable

Periodic Monitoring: Fuel-oil Fired BoilersMethod:

Visible emission surveys, Section 2.1Tier 1. Frequency:

At least once per calendar year quarter. Natural gas-
fired boilersMethod: Visible emission surveys, Section
2.1, Tier 2. Frequency: At least once per quarter
Required Records:

Continuous

CDM: Visual observations and
inspections are made during daily
rounds. Vigible emissions are
considered an unusual or abnormal
condition signaling operational
difficulties. Conditions of this type are
recorded on round sheets and in the
operations log. Corrective measures
are immediately implemented
whenever possible or entered into
JCIs Maintenance Management
Program. In addition, presence or
absence of visible emissions are noted
on monthly inspection checklists.
Checklists are maintained and
available for review on request.
Comment: No unusual conditions
were noted during the period of
compliance January 1, 2006 through
December 31, 2006.

Condition: Fossil-fuel fired Steam generating units <

SmmBTU/MAr: WAC 173-400-040(6) 1000 ppm SO2 @

7% O2 on a dry basis: Prohibits emission of a gas
containing sulfur dioxide from any emissions unit in
excess of 1000 ppm of a dry basis, corrected to 7%
oxygen for combustion sources, and based on the
average of any period of 60 consecutive minutes,
Model ID; Not applicable.

EPA Test Method: EPA Method 6 or 6C of 40 CFR
60, App. A

EPA Test Method Frequency: Not Applicable

Periodic Monitoring: Fuel-oil fired units:Method: See |

Section 2.7, Tier 1. Frequency: At least annually
Required Records:

Continuous

1 CDM: Vendor documentation verifies
| fuel oil delivered contained < 0.05%

i 8. Model 1 shows diesel engines
12,200 Hp or less can not exceed the

1 1,000 ppm SO2 standard when using

| fuel with S concentration < 0.05%.

{ Comment:
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{ Model ID: Not applicable.

1 EPA Test Method: Not specified.

i EPA Test Method Frequency: Not applicable.
i Periodic Monitoring: Recordkeeping. See 2.5

i Required Records: See 2.5

06/2007
Requirement Compliance Compliance Determination Method
. Status
i Condition: Fossil-fuel fired Steam generating units <
SmmBTU/hr: WAC 173-400-050(1) & (3) particulate
matter #0.23 gram per dry cubic meter at standard CDM: Boiler tune-ups are performed
conditions (0.1 grain/dscf) adjusted for volumes annually or more frequently if needed.
corrected to 7% O2 Tapes recording tune-up and boiler
Model ID: Not applicable. Continuous performance are maintained as
EPA Test Method: EPA Method 5 or approved records. Abnormal conditions
procedure in "Source Test Manual - Procedures for immediately are corrected during the
Compliance Testing", 7/12/90 tuning,
EPA Test Method Frequency: Not applicable. Comment;
Periodic Monitoring: Recordkeeping. See 2.5
Required Records: Section 2.5
CDM: Owner/operator maintains the
Condition: 40 CFR 60, Subpart Dc, WAC 173-400- following required records: Vendor
115: Standards of performance for new sources. Small certification and invoices from
industrial-commercial-institutional steam generating distillate fuel-oil supplier for all fuel-
units 234-5Z Boiler 1 234-5Z Boiler 2 234-5Z Boiler 3 oil consumed by the boilers. Fuel
242-A Boiler 2 242-A Boiler 3 #0.5 weight percent usage logs: fuel meter readings are
sulfur fuel { taken daily and run time of boiler
Model ID: Not applicable. Continuous | logged. Fuel usage and run time data
EPA Test Method: Not specified. { are used to calculate monthly
EPA Test Method Frequency: Nol applicable. i emission levels for each boiler.
Periodic Monitoring: Fuel supplier centifications and 1 Comment: Vendor documentation of
| annual report. See 2.5 Recordkeeping. i all fuel consumed by the boilers,
i Required Records: Fuel supplier certifications and boiler activity/run-time, and
1 anmual report. See 2.5 Recordkeeping. i certification by JCI are on file and
' i available for review.
| Conditien: 97NM-138: No. 2 Distillate Fuel-oil Fired CDM: Owner/operator maintains the
_ . . following required records: Vendor
i Steam Generating Units Greater than or equal to rification and invoices from th
| SmmBTU/hr. 0.05% sulfur distillate fuel oil will be rtilas fopo] e O
{ used in the 200 Areas; natural gas will be used in the istillate fuel-oil supplier for all fuel-
oil consumed by the boilers. Fuel
300 Area. Conti ) .
ontinuous | usage logs: fuel meter readings are

taken daily and run time of the boiler
logged. Reports arc prepared to
calculate monthly emission levels for
cach boiler.

Comment:
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Requirement

Compliance
Status

Compliance Determination Method

Condition: 97NM-138: No. 2 Distillate Fuel-oil Fired
Steam Generating Units Greater than or equal to 5 mm
BTU/hr. NOx Shall not exceed 0.150 Ib/mmBTU and
115 ppm @ 3% O2.

Moeodel ID: Not applicable.

EPA Test Method: EPA Method 7E of 40 CFR 60,
App. A

EPA Test Method Frequency: Not applicable,
Periodic Monitoring: Recordkeeping. See 2.5. Once
every 5 years after startup. See 2.6.

Required Records: See 2.5

Continuous

CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuel-oil supplier for all fuel-
oil consumed by the boilers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission levels for
each boiler. Compliance verification
source testing was performed in
August 2003 in accordance with an
approved test plan, Results did not
exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
AC06-97RL.13184, September 12,

| 2003,

Condition: 97NM-138: No. 2 Distillate Fuel-oil Fired
Steam Generating Units Greater than or equal to 5 mm
BTU/hr, SOx. shall not exceed 0.051 1b/mmBTU.
Model ID: Not applicable.

EPA Test Method: EPA Method 7E of 40 CFR 60,
App. A

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping. See 2.5. Once
every 5 years after startup. See 2.6.

Required Records: See 2.5

Continuous

| CDM: Owner/operator maintains the
| following required records: Vendor

i certification and invoices from the

1 distillate fuel-oil supplier for all fuel-

oil consumed by the boilers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission levels for
each boiler. Compliance verification
source testing was performed in
August 2003 in accordance with an
approved test plan. Resulis did not
exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
AC06-97RL 13184, September 12,

2003.
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06/2007
Requirement Cogiiﬁf‘snce Compliance Determination Method
CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuet-oil supplier for all fuel-
oil consumed by the boilers. Fuel
Condition: 97NM-138: No. 2 Distillate Fuel-oil Fired usage logs: fuel meter reacings are
Steam Generating Units Greater than or equal to S mm | la en d all{y and fun fime OF tAe botier
BTU/hr. CO. Shall not exceed 0.07! Ib/mmBTU and 90 | ogged. Reports are prepared to
ppm @ 3% 02, calcu]atf: monthly emission l‘evels. for
Model ID: Not applicable. each bmler_. Compliance venﬁ.catmn
EPA Test Method: EPA Method 10 of 40 CFR 60, Continuous | SOUTee lesting was performed in
App. A August 2003 in accordance v\_nth an
EPA Test Method Frequency: Not applicable. | approved test plan. Results did not
Periodic Monitoring: Recordkeeping. See 2.5. Once cxceed reg'ulatory thres.holds. .
every 3 years afier startup. See 2.6. Commt‘mt.‘References. Compliance
Required Records: See 2.5 Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
AC06-97RL 13184, September 12,
2003.
CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuel-oil supplier for ail fuel-
oil consumed by the boilers. Fuel
Condition: 97NM-138; No. 2 Distillate Fuel-oil Fired usage 1ogs: fuel meter readings are
Steam Generating Units Greater than or equal to 5 mm ; en d 1§{y and run time of the boiler
BTU’/hr Particulate Matter (PM 10) shall not exceed ogged. Reports are pl:epared to
0.011 Ib/mmBTU. calculat? monthly emission l‘evelsl for
Model ID: Not applicable. each bmler_. Compliance verlﬁ.catlon
EPA Test Method: EPA Method 5 of 40 CFR 60, App. | Continuous | SOUree esting was performed in

A
EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Recordkeeping. See 2.5. Once
i every 5 years afier startup. See 2.6.

Required Records: See 2.5

i August 2003 in accordance with an
{ approved test plan. Results did not

1 exceed regulatory thresholds.

{ Comment: References: Compliance
1 Determination Test Plan for Energy
i Savings Performance Contract

1 (ESPC) Boilers, approved June 24,
1 2003 and Johnson Controls 2003

i Boiler Emissions Tests DOE# DE-

1 AC06-97RL 13184, September 12,
12003,
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Requirement

Compliance
Status

Compliance Determination Method

Condition: 97NM-138: No. 2 Distillate Fuel-oil Fired
i Steam Generating Units Greater than or equal to 5 mm
BTU/hr: VOC shall not exceed 0.013 1b/mmBTU and
30 ppm @ 3% 02,

Model ID: Not applicable.

EPA Test Method: EPA Method 25 or 25A of 40 CFR
60, App. A

EPA Test Method Frequency: Not applicable.
Periodic Menitoring: Recordkeeping. See 2.5. Once
every 5 years afler startup. See 2.6.

Required Records: See 2.5

Continuous

CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from

| distillate fuel-oil supplier for all fuel-
i oil consumed by the boilers. Fuel
i usage logs: fuel meter readings are

taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission levels for
each boiler. Comphance verification
source testing was performed in
August 2003 in accordance with an
approved test plan. Resuits did not
exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,

1 2003 and Johnson Controls 2003
i Boiler Emissions Tests DOE# DE-
1 AC06-97RL13184, Sepiember 12,

2003.

Condition: 97NM-138: Natural Gas-Fired Greater than _

or equal to 5 mm BTU/hr NOx shall not exceed 0.037
1t/mmBTU and 30 ppm @ 3% 02.

Model ID: Not applicable.

EPA Test Method: EPA Method 7E of 40 CFR 60,
App. A

{ EPA Test Method Frequency: Not applicable.

: Periodic Monitoring: Recordkeeping. See 2.5. Once
1 every 5 years after startup. See 2.6.

Required Records: See 2.5

Continuous

CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuel-oil supplier for all fuel-
oil consumed by the boilers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission levels for
each boiler. Compliance verification

i source testing was performed in
{ August 2003 in accordance with an
i approved test plan. Results did not

exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
ACO06-97RL13184, September 12,
2003.
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Requirement

Compliance
Status

Compliance Determination Method

Condition: 97NM-138: Natural Gas-Fired Greater than
or equal to 5 mm BTU/hr CO shall not exceed 0. 225
lo/mmBTU and 300 ppm @ 3% O2.

Model ID: Not applicable.

EPA Test Method: EPA Method 10 of 40 CFR 60,
App. A

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping. See 2.5. Once
every 5 years afier startup. See 2.6.

Required Records:

Continuous

{ approved test plan. Results did not
i exceed regulatory thresholds.
{ Comment: References: Compliance

CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuel-oil supplier for all fuel-
oil consumed by the boilers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission tevels for
each boiler. Compliance verification
source testing was performed in
August 2003 in accordance with an

Determination Test Pian for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
AC06-9TRL13184, September 12,
2003.

Condition: 97NM-138: Natural Gas-Fired Greater than

or equal to 5 mm BTU/hr Particulate Matter (PM 10)
shall not exceed 0.012 Ib/mmBTU.
Model 1D: Not applicable.

| EPA Test Method: EPA Method 5 of 40 CFR 60, App. |
P A

i EPA Test Method Frequency: Not applicable.

i Periodic Monitoring: Recordkeeping. See 2.5. Once
{ every 5 years afier startup. See 2.6.

; Required Records: See 2.5

Continuous

i calculate monthly emission levels for
i each boiler. Compliance verification
| source testing was performed in

{ August 2003 in accordance with an

2003.

CDM: Owner/operator maintains the
following required records: Vendor
certification and inveices from
distillate fuel-oil supptlier for all fuel-
oil consumed by the boiiers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reporis are prepared to

approved test plan. Results did not
exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
ACO06-97RL13184, September 12,
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Requirement

Compliance
Status

Compliance Deiermination Method

Condition: 97NM-138: Natural Gas-Fired Greater than
or equal to 5 mm BTU/hr VOC shall not exceed 0.013
lb/mmBTU and 30 ppm @ 3% O2.

Model ID: Not applicable.

EPA Test Method: EPA Method 25 or 25A of 40 CFR
60, App. A

| EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Recordkeeping. See 2.5. Once
every 5 years after startup. See 2.6.

Required Records: See 2.5

Continuous

CDM: Owner/operator maintains the
following required records: Vendor
certification and invoices from
distillate fuel-oil supplier for all fuel-
0il consumed by the boilers. Fuel
usage logs: fuel meter readings are
taken daily and run time of the boiler
logged. Reports are prepared to
calculate monthly emission levels for
each boiler. Compliance verification
source testing was performed in
August 2003 in accordance with an
approved test plan. Results did not
exceed regulatory thresholds.
Comment: References: Compliance
Determination Test Plan for Energy
Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
AC06-97RL13184, September 12,

| 2003,

| Condition: 97NM-138: Natural Gas-Fired Greater than
1 or equal to 5 mm BTU/hr SO2 shall not exceed 0.0006

i lb/mmBTU.

{ Model ID: Not applicable.

{ EPA Test Method: EPA Method 6 or 6C of 40 CFR
160, App. A

{ EPA Test Method Frequency: Not applicable.

{ Periodic Monitoring: Recordkeeping. See 2.5. Once

i every 5 years after startup. See 2.6.

i Required Records: See 2.5

Continuous

2003.

| CDM: Owner/operator maintains the
| following required records: Vendor

| certification and invoices from

{ distillate fuel-oil supplier for all fuel-
| oil consumed by the boilers. Fuel

1 usage logs: fuel meter readings are

! taken daily and run time of the boiler
{ logged. Reports are prepared to

{ calculate monthly emission levels for
| each boiler. Compliance verification

source testing was perfo.med in
August 2003 in accordance with an

} approved test plan. Results did not
i exceed regulatory thresholds.

Comment: References: Compliance

i Determination Test Plan for Energy

Savings Performance Contract
(ESPC) Boilers, approved June 24,
2003 and Johnson Controls 2003
Boiler Emissions Tests DOE# DE-
ACO06-97RL13184, September 12,
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EPA Test Method Frequency: Not applicable.
Periodic Monitoring: Permit terms considered RACT.
Required Records:

06/2007
Requirement Corsr’lt[;ht:lsnce Compliance Determination Method
i Condition: "Good combustion practices” will be
i applied to all boilers. All boilers: Operation and
{ Maintenance Manuals will be oblained from the
; E:;zfact{t)l;e:e(slzgtd made available for review by CDM: Operation and Maintenance
' Mo deﬁl)‘ N(g app.licable Continuous | Manuals are available for review.
EPA Test Method: Not specified. Comment:
i EPA Test Method Frequency: Not applicable.
Periodic Monitoring: None.
Required Records:
CDM: Visual observations and
Condition: "Geod combustion practices"” will be mSpeCt.mns are conducted daily. .

. . T X Operating daia are recorded and daily
applied to all boilers. All boilers: Daily: Visually check round sheet records are maintained. I
combustion, Record available operating data. o S are M : mned. n
Model ID: Not applicable . addition, abnormal conditions are
EPA Tes t.Me thod: Not sﬁeci fied Continuous  j discussed and corrective measures
EPA Test Method Frequency: Not applicable. immediately are implemented
Periodic Monitoring: None. whenevgr possible or entered into
Required Records: 1 JCIs Maintenance Management
el ’ | Program.

| Comment:
Condition: "Good combustion practices™ will be ' ﬁ?g:ﬁz;u:::zfgﬂggsh?m
appiied to all boilers, All boilers: Monthly: Inspect Abﬁormal conditions (leaks )c;(cessi .
burner. Inspect beiler exteriors. Check combustion noise, vibrations) r(f d '
controls. Check for leaks. Check for unusual noise, rriofl:illv i::; gclsioirzf:-ee(?l(()]istes a(:':i
vibrations, etc. Check for unusual noise, vibrations, etc. | . ¥ inspection )
Model ID: Not applicable. Continuous i records are mamt.amed. Corrective
EPA Test Method: Not specified. ;f:af‘e“r:;ig;m\jg::e'irm bl
EPA Test Method Frequency: Not applicable. pleme ever possible or
| Periodic Monitoring: None. entered into JCls Maintenance
| Required Records: Management Program.
) Comment:
Condition: WAC 173-400-040 1st para: Reasonably
available control technology (RACT).
Model ID: Not applicable. CDM: Permit terms are considered
EPA Test Method: None. Continuous | RACT.

Comment:
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Permit: 00-05-006 Significant Modification Issue Date: 11-15-02 Date In AQP: 11-25-02

NOC: Significant Modification - Good Combustion Practice

breaching for Power Boilers.

Model ID: Not applicable.

EPA Test Method: Not specified.

EPA Test Method Frequency: Not applicable.
Periodic Monitoring: None.

Required Records:

Requirement Compliance Compliance Determination Method
Status
| Conditien: "Good combustion practices" will be 5 CDM:t_Vlsua] ot?selc'lvattlocrlls andthl
i applied to all boilers. Semi-annually: Visually inspect xgﬁzit:](;?i:;edgggn:;?s r:ézl; deg:an d
air supply system, and clean and repair if necessary, j checklists are maintained. Corrective
i Model ID: Not applicable. . 3 , . '
: EI? AeTes ¢ Msthi:ﬂ)' lﬁﬁ)t sepeci fied Continuous | measures immediately are
EPA Test Method Frequency: Not applicable. ﬁ xmtplcrgc?n:ed-]g]he:; \{ert possible or
Periodic Monitoring; None. ; S[laere o t Prs amtenance
Required Records: : Cm[:nalﬁeel:te'n ogram.
Condition: "Good combustion practices" will be _ .CDM:t.V1sual obsel('ivatzoclils andthl
applied to all boilers. Semi-annually: Clean and check K‘ts)ﬂzir::l]scz;ed(i:t(i) gn:;rz dril;cc):sse)((i.
fuel supply system (visually inspect and replace filters and recorded and checklists are
if necessary). . :
Model ID: Not applicable. Continuous ﬁg;g;g?gs&?:?;g:m?i::reS
EPA Test Method: Not specified. ) .
EPA Test Method Frequency: Not applicable. ;‘glf n:; e foss}bleﬁr entered 11:to
Periodic Monitoring: None. Pr s ] amtenance Mahagemen
Required Records: C;)lir;:::!'l t
CDM: Boiler tune-ups are performed
annually or more frequently if needed.
Tapes recording the tune-up and
Condition: "Good combustion practices” will be boiler pert.'om.lance are maintained as
. . . records. Fireside surfaces and
applied to all boilers. Annually: Conduct boiler tuneups breachine are cl d iust prior 1o {h
on large boilers (greater than 5 mmBTU/hr heat input) cac llpg are t? ean: JUS] PI:OI ol ¢
by manufacturer trained technicians or other qualified ?::l;a ti‘gﬁﬁ:cmcggu :"éu: 1: t;rll: 3
personnel. See 2.5 for recordkeeping. Inspect refractory arrt) ¢ rtified in ¢ f ")[{'h )
for Power Boilers. Clean fireside surfaces and . party ceritied mspector. 1he
Continuous inspector completes a report certifying

conditions were satisfactory. Any
unsatisfactory conditions immediately
are correcled otherwise certification
for operation will not be granted. The
inspection report is maintained as
record of the inspection.

Comment: No unsatisfactory
conditions were noted during the 2006
annual inspection.
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| EPA Test Method: Not specified.
i EPA Test Method Frequency: Not applicable.
{ Periodic Monitoring: None.

Required Records:

06/2007
Reguirement Corsnlzlt!:lsnce Compliance Deiermination Method
CDM: Boiler tune-ups are performed
annually or more frequently if needed.
Tapes recording the tune-up and
. . . i intai
i Condition: "Good combustion practices" will be boiler perforrr}ance are maintained as
) ) . records. Fireside surfaces and
i applied to all boilers. Every two years: Conduct boiler breachine are cleaned ust prior to the
i tuneups on smatler boilers (less than 5 mmBTU/hr heat reaching ) Justp
. . o biennial inspection. The internal
input) by manufacturer trained technicians or other inspection is conducted every 2 vears
qualified personnel. See 2.5 for recordkeeping. Clean | 1DSPeEn caevery 2y
. . 1 by a third-party certified inspector.
fireside surfaces and breaching for Low Pressure . : . )
Boilers Continuous | The. inspector comp etes a report
Model 'lD' Not applicabie. cer.txfymg conditions were
EPA Test Method: Not specified. satlsf_‘a.ctory'. Any pnsatlsfactory
EPA Test Method Frequency: Not applicable. condlt{ons 1med1ately are coqccted
Periodic Monitoring: N or certification for operation will not
Reno. 1 d F? n ogl?g' one. be granted. The inspection report is
equirec Records: maintained as record of inspection.
Comment: No unsatisfactory
conditions were noted for the last
biennial inspection.
CDM: An internal inspection is
conducted every 2 years by a third-
Condition: "Good combustion practices™ will be ?ﬁ:iéﬁ?lg)ﬁ 1;:;2:‘:;‘;2 ]c:l-tece rifyin
applied to all boilers. Every two years: Inspect coxfdi tions welr')e atis factI:) An g
refractory for Low Pressure Boilers. i, dit Ty. Any
Maédel ID: Not applicable . unsatistaclory conditions are
’ ' Continuous | immediately corrected or certification

for operation will not be granted. The
inspection report is maintained as
record of the inspection.

Comment: No unsatisfactory
conditions were noted for the last

1 biennial inspection.
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Page in AQP: 1-011

Permit: 00-05-006 Issue Date; 07-02-01 Date In AOP: 07-02-01

DOE/RL-2007-04, Rev. 0
06/2007

NOC: Sitewi_dt_?_for Oder, Concealment and Masking, Faliqut, etc.

EPA Test Method: Not specified.

1 EPA Test Method Frequency: Not applicabie.
Periodic Monitoring: Recordkeeping of complaint
investigations.

Required Records;

Requirement Compliance Compliance Determination Method
Status
Condition: Fallout: Prohibits emissions of particulate
matter from any source to be deposited beyond the
| facility boundaries in sufficient quantity to interfere .
i unreasonably with the use and enjoyment of the 1 CDM: No complaints received from
i property upon which the material was deposited. i Ecology as specified in AQP
i Model 1D: Not applicable. Continuous | Attachment 1, Table 1.2, during the
i EPA Test Method: Not specified. i reporting period.
EPA Test Method Frequency: Not applicable, i Comment:
{ Periodic Monitoring: Recordkeeping of Complaint
Investigation.
: Required Records:
Condition: Odor: Requires any facility causing an odor |
which unreasonably interferes with another person's use |
and enjoyment of their property to use recognized good |
practices and procedures to reduce odors to a | CDM: No complaints received from
reasonable minimum, Ecology as specified in AOP
Model ID: Not applicable. Continuous | Attachment 1, Table 1.2, during the
1 EPA Test Method: Not specified. reporting period.
| EPA Test Method Frequency: Not applicable. i Comment;
i Periodic Monitering: Recordkeeping of complaint
i investigations.
i Required Records:
Condition: Emissions detrimental to persons or
property: Prohibits emissions of any air contaminant
from any source which is detrimental to the health,
safety, or welfare of any person, or causes damage to CDM: No complaints received from
property or business. Ecology as specified in AQOP
Model ID: Not applicable. Continuous | Attachment 1, Table 1.2, during the
EPA Test Method: Not specified. reporting period.
EPA Test Method Frequency: Not applicable. Comment:
Periodic Monitoring: Recordkeeping of complaint
investigations.
Required Records:
Condition: Concealment and Masking: Prohibits the
installation or use of any device or use of any means
which conceals or masks an emission of an air
contaminant which would otherwise violate any CDM: No complaints received from
provision of WAC 173-400. Ecology as specified in AOP
Model ID: Not applicable. Continuous | Attachment 1, Table 1.2, during the

reporting period.
Comment:

APP A-106

>

()



